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WILLIAMS’ SUPERJUSTABLE® WRENCHES 


REGULAR — CHROME-PLATFD 


Selected Alloy Steel 


a, 


BUSH DOWH TO UNLOCK 


REGULAR CHROME—CEMENTEX HANDLE 


REGULAR — INDUSTRIAL BLACK FINISH 


LOCK-A-JUST — CHROME-CEMENTEX 


LOCK-A-JUST — BLACK FINISH 


Lock-A-Just covered by U.S.A. Patent 2719449 


The exclusive design of the square 
shoulders on the shank portion of the 
sliding jaw provide maximum and posi- 
tive bearing against working stress. 
They eliminate entirely the wedging 
and spreading action, inevitable in 
wrenches having a cylindrical bearing 
at this point. 


Cementex Black insulation has high 
dielectric strength and a low, non- 
supporting, flame test. This elastic, 
non-slipping insulation is securely 
bonded to the handle. It will not be- 
come loose when subjected to strain. 
Cementex has met breakdown tests of 
many leading power companies. 


Lock-A-Justs are the original push- 
button locking wrenches first intro- 
duced by Williams. They are tough 
enough to whip the meanest jobs yet 
accurate enough for the finest adjust- 
ments. 


Just a flick of the thumb or finger 
locks or unlocks the adjustment in- 
stantly at any opening you select. 


e Positive Lock 

e@ No Obstructions 

e@ Rapid Adjustment 
@ One Hand Operation 
@ Increased Safety 


Williams’ Superjustables® are drop-forged 
and heat-treated. Heads are polished. 


Thick- 

Pep ais e| Ca- aoe 
Chrome} Cementex|Black poly ects, Epiet 
4 abe 4B 4 1/2 9/64 
6 6C 6B | 6| 3/4] 7/32 
8 8c 8B} 8 |1 17/64 
10 10C 10B | 10 |1-1/8 | 23/64 
12 12C 12B | 12 |1-5/16) 15/32 
15 15B | 15 |1-3/4 | 19/32 
18 se 18B | 18 |2-1/16} 23/32 

24 Sos --. | 24 |2-7/16} 7/8 


Thick- 
paatibtes at NOs Wie eee Size] Ca- ness 
Chrome} Cementex|Black ich EDaciLy, Tit 

6L 6LC 6BL| 6| 3/4] 7/32 
8L 8LC 8BL| 8 |1 17/64 


10L 10LC |10BL| 10 {1-1/8 | 23/64 
12L 12LC |12BL} 12 |1-5/16} 15/32 
JI) Ca ec 15BL| 15 |1-3/4 | 19/32 
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WILLIAMS’ OPEN-END SUPERRENCHES® 
Selected Alloy Steel 
Double Head—15° Angle 


Drop-forged from Selected Alloy 
Steel, heat-treated and chrome-plated 
over nickel, head faces polished. 


Metric sizes available; see Page 10. 


SET No.1005AR SET No.1025BR 


In K-10 Kit In K-10 Kit 
: Thick- SET No.1005AB SET No.1025BB 
No. e ae ness paca In Cardboard Box In Cardboard Box 
P 8 Heads e 
: Contents of Set No. 1005AR and 1005AB 
1020 4 & Ks 8 3-13/16 Set contains 6 Open-End Super- 
ee ae ae cee renches®, 1 each Nos. 1725, 1727, 1029C 
6 3% 46 /' » y 7 AVE , 
1021 2% & We La 4- 1/2 1731A, 1033C and 1036B with openings, 
cece | ae 7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 13/16, 
1723A | %& 1 ie 4- 7/8 7/8, 15/16, 1, 1-1/16 and 1-1/8”. 
meee el 2 | Ei ea ena 
1725B 4 & oe y 6 1/4 ae of Set x ee ee 
1025 VY & We iy 6- 1/4 et contains jpen-Hn. uper- 
1727 Ye & ry 4 6- us renches®, ie each Nos. 1723, eon 
6 6 2 % 1729, 1029C, 1733 and 1034A with open- 
9 . ? x 
joe | seeug| 32 | fo i/ ings 3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 
1028 | ee se] Wg 8 1/4 3/4, 13/16, 7/8, 15/16, 1, 1-1/16". 
1028S | 54 & %% 194, 8- 1/4 
1729 4 k& 3% 194 8- 1/4 
1029B | 14& 3% 6 9 
WB. figeie| 2 | | 
1030 | ee B| 2¢ 9- 3/8 
1731 a & 13% 1g 9- 3/4 
1731A | 3% & % 1g 9- 3/4 
1031B | %% & 1% 1g 9- 3/4 
1031 wok % le 9- 3/4 
1731B | 34 & 7% 11g 9- 3/4 
1032B | 134 & 1% &% 10- 1/2 
1033A | % & 15% 4 10- 1/2 
1733 %&1 39 11- 3/8 
1033C | 54 & 1 46 11- 3/8 
1034 %& 1% 136 11- 3/8 
tee ae Uelic ei’ 1 ays SET No.1712AR SET No.1712AB 
1735 ss & 16 i 12. V4 In K-19 Kit In Cardboard Box 
- 3 6 ix Set contains 11 Open-End Super- 
1037 | 11% & 11 15 13- 1/4 
eee) | i ee Lee 
8 y i = ? ts a $. 
hagas 8 See eee epee | 1037, 1039A and 1039C with openings, 
1039A | 154 & 114 lg 15- 1/2 1/4, 5/16, 3/8, 7/16, 1/2, 19/32, 9/16, 
1039C | 19g & 1% | Me | 15 1/2 5/8, 11/16, 25/32,'3/4, 13/16, 7/8 
Le eee alae 15/16, 1, 1-1/8, 1-1/16, 1-1/4, 1-5/16, 
1041 1% & 1% % iVA DS Ty 5) ar 5) bea ? 
1041B | 1% & 15% % 17 1-1/2, 1-3/8 and 1-7/16". 


—————————————— 
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WILLIAMS’ OPEN END-BOX SUPERRENCHES ® 
Selected Alloy Steel 


Long Combination—15° Angle 


Drop-forged from tough Selected 
Alloy Steel, heat-treated and chrome- 
plated over nickel with faces of open 
end polished. 


Nominal 


Overall 
No. | Openings | ,/nd End 


Length 


159A | le & 1 3/16 17/32] 5- 1/2 
1160 3 & 34} 13/64 37/64 
1161 Ye& 4%| 7/32 21/32) 6— 5/8 


ie 6 
1— 1/4 |12-11/16 
1168 1B & 13% | 25/64 |1-21/64/13- 7/8 
1170 Towel 13/32 |1-27/64/15- 1/8 


1171 146 & 1% | 27/64 |1- 1/2 |16- 1/4 
1172 1% &114| 7/16 |1— 9/16]17— 7/16 
1173 14% & 1% | 15/32 |1-25/32]18-11/16 
1174 15% & 15%] 1/2 |1-27/32)/20 
1176A | 134 & 13} 9/16 |2- 3/32/21- 5/16 
1176 1% &1%| 9/16 |2— 3/32|21- 5/16 
1178 14 &1%| 9/16 |2— 3/32/21- 5/16 
1180 1% &1% 5/8 |2- 5/16|22- 3/4 
1182 146 & 1% | 5/8 |2— 5/16/22— 3/4 
1184 134 & 134 | 3/4 |2- 7/8 26 
1186 1% & 1%) 3/4 |2- 7/8 26 
1188 1% &1% 3/4 |2- 7/8 26 
1190 2 &2 3/4 !2- 7/8 26 


No. | Nominal] Gq | find | Overall 


Openings | Thick. | Diam. | Length 
33/64| 4— 5/8 


S-1161 | ie & ie} 7/32 21/32) 5- 
S-1162| %& W%] 1/4 47/64| 5-13/16 
S-1163 | %6& %6| 9/32 53/64] 6- 1 
S-1164 | % 19/64 /64) 6- 1/2 


,& % 6 59, 
S-1165 |1%6 & 1%6| 5/16 |1— 1/64) 6- 3/4 
& 34 | 11/32 |1- 3/32| 7 


SET No. 1170AR SET No. 1170AB 


In K-15 Kit In Cardboard Box 
Set contains 8 Long Open End-Box Super- 
renches®), 1 each Nos. 1161, 1162, 1163, 1164, 
1165, 1166, 1167A and 1167 with openings, 
7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 13/16 and 7/8”. 


SET No. 1171AR SET No. 1171AB 
In K-14 Kit In Cardboard Box 
Set contains 7 Long Open End-Box Super- 
renches®, 1 each Nos. 1162, 1163, 1165, 1166, 
1167, 1171 and 1173 with openings, 1/2, 9/16, 
11/16, 3/4, 7/8, 1-1/16 and 1-1/4”. 


SET No. 1172SR_ SET No. 1172SB 
In K-20 Kit In Cardboard Box 
Contains 18 Long Open End-Box Super- 
renches®, 1 each Nos. 1159 to 1173 inclusive 
with openings, 5/16, 11/32, 3/8, 7/16, 1/2, 
9/16, 19/32, 5/8, 11/16, 3/4, 25/32, 7/8, 13/16, 
15/16, 1, 1-1/16, 1-1/8 and 1-1/4”. 


SET No. 1173SR SET No. 1173SB 
In K-7 Kit In Cardboard Box 
Set contains 7 Long Open End-Box Super- 
renches®), 1 each Nos. 1159, 1159A, 1160, 1161, 
1162, 1163 and 1164 with openings, 5/16, 11/32, 
3/8, 7/16, 1/2, 9/16 and 5/8”. 


SET No. 1174R 
In K-5 Kit 


SET No. 1174B SET No. 1175B 

In Cardboard Box In Cardboard Box 

Contents of Set No. 1174R and 1174B 

Contains 4 Short Open End-Box Super- 
renches®), 1 each Nos., S-1161, S-1162, S-1163 
and S-1164; openings, 7/16, 1/2, 9/16, 5/8”. 

Contents of Set No. 1175R and 1175B 

Contains 8 Short Open End-Box Super- 
renches®, 1 each Nos., S-1159 thru S-1166 with 
openings, 5/16, 3/8, 7/16, 1/2, 9/16, 5/8, 
11/16 and 3/4”. 


SET No. 1175R 
In K-12 Kit 
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WILLIAMS’ 12-POINT BOX SUPERRENCHES ® 
Selected Alloy Steel 
Double Offset Pattern 


Drop-forged, heat-treated and chrome 
plated over nickel, heads polished. For 
Metric sizes see Page 10. 


Diam. Head 
Small Large 
Long Double Offset 
SET No. 8006AR SET No. 8006AB 8021 % & 8%) 33/64) 5/8 | 7 1/2 


Overall 
Length 


Nominal 


No. Openings 


8723 RE VG 37/64| 21/32] 7— 3/4 
In K-13 Kit In Cardboard Box 8023 wee ie 21/32| 47/64] 8— 1/16 
Set contains 6 Long Double Offset Box 8725 1 & %| 21/32] 47/64] 8— 1/16 
Superrenches®, 1 each Nos. 8723, 87253, 8725A ue % 21/32| 53/64| 8— 3/8 
8727A, 8731, 8733 and 8034A with 12+ point 8725B le & %| 47/64| 53/64] 8-11/16 
openings 3/8, HAS: 1/2, 9/16, oS 11/16, 3/4, 8025 4% & 6] 47/64 7/8 | 9— 1/16 
13/16, 7/8, 15/16, 1, and 1-1/16 8727 | %& 5%| 53/64| 29/32] 9- 3/8 
8027 16 & lle 29/321 9- 3/4 
8727A yk WG 29/32|1 9- 3/4 
8729 %B& % 29/32|1— 5/64]10— 1/8 
8029B | 146& % |1 1- o/6s 10- 1/2 
8029 4 & %}1 1— 1/8 }10— 7/8 
8729A 34 & *% |1— 5/64|1-11/64]11— 5/8 
8030 Wee will 1— 1/4 |11- 1/4 
8731 34 & 18% |1— 5/64]1-11/64]11— 5/8 
8731A 3% & YY \1- 5/64\1— 1/4 |12 
8031B | %o & 18% |1— 1/8 |1-11/64]12— 1/2 
8031 6 & %% |1-11/64|1— 1/4 |12—- 7/8 
8731B | 34& % }1-11/64|1— 1/4 |12- 7/8 
> 8033A % & 18% |1-— 1/4 |1-21/64/13— 3/8 
sossc | 1 |teiealtais/salia- 4/8 
. 8 @& 1 |1-21/64]1-13/32|14— 3/8 
SEP Ne 7so0eee 8034 | % & 1G /1- 1/4 |I- 1/2 |15 
8034A | 186 & 14% |1-21/64|/1— 1/2 |15- 1/2 
Set contains 5 Long Double Offset Box 8735 1 & 1% }1-13/32}1— 9/16}16 
Superrenches®, 1 each Nos. 8725B, 8029B, 8735A | 14% & 1% |1— 1/2 |1— 9/16|16— 5/8 
8033A, 8037 and 8041 with 12-point pbenings 8037 1M & 114 J1— 1/2 |1-25/32|17- 1/4 
1/2, 9/16, 11/16, 3/4, eee 15/16, 1-1/16, 8037A | 114 & 15% |1- 9/16]1-27/3218 
1-1/4, 1-7/16 and 1-5/8” 8039B | 114 & 15% |1-25/32|1-27/32|18- 3/4 
8039 144 & 1% |1-25/32]2— 3/64]19- 1/2 
8039A | 15% & 14% [1-27/32|2— 3/32|20— 1/2 


For Heavy Service 


8040B | 1% & 134 |2-11/32]2-11/32). 21 2-11/32 21 
8041 1% & 15% |2-11/32]2-19/32 23 
8742B | 14 & 111¢/2-11/32|/2-19/32 23 
8045 1'34& 2 |2-57/64/3— 9/64 25 
8049 2% & 23% |3-29/64|3-45/64 27 
8053 2% & 234 |3-29/32|4— 5/32 30 


Short Double Offset 


SET No. 9704R SET No. 9704B 
In K-5 Kit In Cardboard Box 9723 ie 


& 
& 21/32 | 47/64 5 
Set contains 4 Short Double Offset Box ciaen is & Fee ren mee 5-1/2 
Superenches® 1 each Nos. 9723, 9725B, 9729 9727 %e& 54| 53/64 | 29/32 6 
9029C with 12-point openings, 3/8, 7/16, 9729 54 & %%| 59/64 |1-5/64 | 6-1/4 
78, 9/16, 5/8, 11/16, 3/4 and 13/16”. 9029C_ | 146 & 1%6| 31/32 |1-7/64 6-1/2 
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WILLIAMS’ 12-POINT BOX SUPERRENCHES ® 
Selected Alloy Steel 
15° Angle Offset Pattern 


These strong, tough Superrenches® 
have thin head walls for use in close 
quarters. The 12-point openings grip 
hex nuts on six sides, preventing all 
slipping and rounding of nuts. 

Drop-forged from Selected Alloy 
Steel, heat-treated and chrome-plated 
over nickel, heads polished. 


Diam. Head 
Small 


Overall 
Length 


Nominal 


No. | Openings Large 


Long 15° Angle 


7723 % & Ve) 37/64) 21/32) 7— 3/4 
7023 | 84& 1%] 21/32] 47/64] 8- 1/16 
7725 1% & 14| 21/32] 47/64] 8- 1/16 
7725A | 1% & %| 21/32| 53/64] 8- 3/8 
7725B | 14 & %| 47/64| 53/64| 8-11/16 
7025 1g & 1%@| 47/64, 7/8 | 9- 1/16 
7727 % & %| 53/64] 29/32] 9- 3/8 
7027 | 6 & 114] 29/32|1 9- 3/4 

29/321 9- 3/4 


7031 2% & VY |1-11/64]1— 1/4 |12- 7/8 
7731B | 136 & 7% |1-11/64|1— 1/4 |12- 7/8 
7033A | % & 15% |1— 1/4 |1-21/64|13- 3/8 
7733 %&l1_ ji— 1/4 |1-13/32]13- 7/8 
7033C | '46&1 |1-21/64|1-13/32]14— 3/8 
7034 % & 1% }1-11/32]1— 1/2 |15 
7034A | 156 & 1% |1-21/64]1— 1/2 |15- 1/2 
7735 1 & 1% |1-13/32}1— 9/16}16 
7735A | 1146 & 11% |1— 1/2 |1— 9/16]16- 5/8 
7037 1% & 114 |1— 1/2 |1-25/32]17- 1/4 
7037A | 14% & 15% |1— 9/16|1-27/32|18 
7039B ; 114 & 15% |1—25/32|1-27/32|18— 3/4 
7039 1% & 1% |1-25/32|2— 3/64/19- 1/2 
7039A | 1% & 114 |1-27/32|2— 3/32]20- 1/2 
7040B | 17% & 114 |2— 3/64|2— 3/32/21- 1/2 
7041 1% & 154 |2— 3/64|2— 5/16|22— 1/2 
7742B | 11% & 1'~612— 3/32|2-19/32|22— 3/4 
Short 15° Angle 
6723 3% & %| 19/32 | 11/16 4-1/2 
6725 6 & 4%} 43/64 3/4 5-1/2 
6725A | 4%e& %| 23/32 7/8 5-1/2 
6725B 4& | 23/32 7/8 5-1/2 
6025 i & 36 | 23/32 7/8 5-1/2 
6727 %% & 5% | 13/16 | 29/32 6 


SET No. 7006AR SET No. 7006AB 
In K-9 Kit In Cardboard Box 


Set contains 6 15° Offset Box Super- 
renches®, 1 each Nos. 7723, 7725B, 
7727A, 7731A, 7031B and 7033C with 
12-point openings 3/8, 7/16, 1/2, 9/16, 
5/8, 11/16, 25/32, 3/4, 13/16, 7/8, 
15/16, 1”. 


FLARE NUT SUPERRENCHES® 
Selected Alloy Steel 


Open-box end, has a 6-point opening 
with a tube opening slot at 22-1/2° to 
the axis of the handle. 

Open end is thin, with slim jaws. 
Drop-forged, heat- treated and chrome- 
plated over nickel, heads polished. 


OPEN BOX END |_ 

Nominal : Max. | Overall 

5 Outside Tube 
No. | Opening ene Cilia. Length 

ance 
1312 3/8 21/32 1/4 5-5/8 

1314 7/16 25/32 9/32 
1316 1/2 29/32 3/8 6-3/8 
1318 9/16 31/32 7/16 6-7/8 
1320 5/ 1- 1/64 15/32 7-5/8 
1322 11/16 1- 9/32 9/16 8-3/4 
1324 3 1- 9/32 9/16 8-3/4 
1328 7/8 1- 7/16 11/16 9-1/4 
1332 | 1 1-19/32 3/4 9-7/8 
1334 | 1-1/16 1-25/32 27/32 10-3/4 
1336 | 1-1/8 1-25/32 27/32 10-3/4 
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WILLIAMS’ 
RATCHET-BOX SUPERRENCHES® 
Selected Alloy Steel 


Double Head 


Made from selected steel. All critical 
parts are heat-treated. Chrome-plated. 


No. Nominal pueenooue Overall 
Openings |Small)Large} Length 
RB-810 |14 & 5% 6Pt.| %] &% as 


RB-1214 |34 & 1% é Pt.| %o| % 
RB-1618 [4 & % Ast 


RB-2022 [54 & 6 2 Pt 
RB-2024 [52 & 34 12 Pt 
RB-2428 134 & 7% 12 Pt 


SET No. RB-3R SET No. RB-6R 
In K-4 Kit In K-10 Kit 
Contents of Set No. RB-3R 

1 each Nos. RB-810, RB-1214 
and RB-1618. 
Contents of Set No. RB-6R 
1 each Nos. RB-810, RB-1214, RB- 
1618, RB-2022, RB-2024 and RB-2428. 


WILLIAMS’ 
OPEN END SUPERRENCHES® 
Selected Alloy Steel 
Single Head—15° Angle 


Drop-forged, heat-treated, chrome- 
plated over nickel. Heads polished. 


Nominal | Thickness Overall 


No. Opening Head Length 
1000 5/16 3/16 3-5/8 
1700 3/8 7/32 4-1/8 
1000A 13/32 7/32 4-1/8 
1701 7/16 1/4 4-3/4 
1001 1/2 1/4 4-3/4 
1702 9/16 9/32 5-5/8 
1002 19/32 9/32 5-5/8 
1703 5/8 5/16 6-1/2 
1003 11/16 5/16 6-1/2 
1704 3/4 11/32 7-3/8 
1004 25/32 11/32 7-3/8 
1705 13/16 13/32 8-3/8 
1005 7/8 13/32 8-3/8 
1006 15/16 15/32 9-1/2 
1706 1 15/32 9-1/2 
1007 1 1/16 17/32 10-3/4 
1707 Pes 17/32 10-374 
1008 Ls 5/8 12-1/4 
1008A 1 5/16 5/8 12-1/4 
1009 1 7/16 11/16 13-7/8 
1709 1/2: 11/16 13-7/8 
1010 1 5/8 3/4 15-1/2 
1010A 1 11/16 3/4 15-1/2 
1011 1 13/16 27/32 17-1/8 
1011A 1 7/8 27/32 17-1/8 

012 2 29/32 18-7/8 
1012A 2 1/16 29/32 18-7/8 
1013 2 3/16 31/32 20-3/4 
1013A 2 1/4 31/32 20-3/4 
1014 2 3/8 1- 1/32 22-3/4 
1014A 2 7/16 1- 1/32 22-3/4 


WILLIAMS’ MIDGET 6-POINT BOX SUPERRENCHES® 


Selected Alloy Steel 


Forged from Selected Alloy Steel 
heat-treated and chrome-plated. 


Nominal Extreme 


No. Openings Length 
1150 3/16 & 13/64 2-7/8 
1151 7/32 & 15/64 3-1/8 
1152 1/4 & 9/32 3-3/8 
1153 5/16 & 11/32 3-3/4 


SET No.1154SR SET No.1154 SB 
In K-1 Kit In Cardboard Box 

Contains 4 Midget Box Super- 

renches® Nos. 1150, 1151, 1152, 1153, 
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WILLIAMS’ MIDGET SUPERRENCHES ® 


Selected Alloy Steel 
These wrenches are unusually thin 
and slim, but surprisingly tough and 
strong. Forged from Selected Alloy 
Steel, heat-treated and chrome-plated 
over nickel, head faces polished. 


15° ANGLE OPENINGS 


j Thick- Ex- 
No. Nominal ness treme 
Openings Heads | Length 
1106 13/64 & 7/32 3/32 3 
1107 15/64 & 1/4 3/32 3 
1108 9/32 & 11/32 1/8 3-1/2 
1108A 1/4 & 5/16 1/8 3-1/2 
1109 5/16 & 3/8 1/8 3-1/2 


15° and 75° ANGLE OPENINGS 
with Different Openings in Each Head 


<= of) 


Nominal Openings} Thick- Ex- 
No. }———_————_ __ ness treme 
15° Head|75° Head} Heads | Length 
1101 13/64 15/64 3/32 3 
1101A | 15/64 


13/64 3/32 
1/4 e 


wo 


3/8 
11/32 1/8 3-3/4 


15° and 75° ANGLE OPENINGS 
with Same Openings in Each Head 


/3 
1104A | 3/8 


: Thick- Ex- 
No. Nominal ness treme 
Openings Heads | Length 
1112 3/16 & 3/16 3/32 3 
1113 13/64 & 13/64 3/32 3 
1114 7/32 & 7/32 3/32 3 
1115 15/64 & 15/64 3/32 3 
1116 1/4 & 1/4 3/32 3 
1118 9/32 & 9/32 1/8 3-3/4 
1120 5/16 & 5/16 1/8 3-3/4 
1122 11/32 & 11/32 1/8 3-3/4 
1124 3/8 & 3/8 1/8 3-3/4 
1128 7/16 & 7/16 5/32 4-1/2 
1132 1/2 & 1/2 5/32 4-1/2 
1136 9/16 & 9/16 3/16 5-1/2 
1140 5/8 & 5/8 3/16 5-1/2 


Without 1519A Plier 
SET No. 1149R SET No. 1149PR 
In K-3 Kit In K-2 Kit 


SET No. 1149B SET No. 1149PB 

In Cardboard Box In Cardboard Box 

Handy assortment of 5 Midget 
Superrenches® Nos. 1106, 1107, 1108, 
1108A, 1109 and 1519A plier. 


With 1519A Plier 


SET No. 1148R SET No. 1148B 
In K-21 Kit In Cardboard Box 
Contains 8 Midget Superrenches®, 
Nos. 1101, 1101A, 1102, 1102A, 1103, 
1103A, 1104 and 1104A. 


SET No. 1142 PR SET No. 1142 PB 


In K-11 Kit In Cardboard Box 
Contains 13 Midget Superrenches® 


Nos. 1112, 1113, 1114, 1115, 1116, 
1118, 1120, 1122, 1124, 1128, 1132, 
1136, 1140 and 1519A plier. 
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WILLIAMS’ 


TAPPET SUPERRENCHES® 
Selected Alloy Steel 
Single Head—15° Angle 


Extra long, slender and light with 
narrow jaws for easy adjustment. The 
range of openings provides compre- 
hensive service for practically every 
make of car, including late models. 
Drop-forged, heat-treated, chrome 
plated over nickel, heads polished. 


Nominal | Thickness| Overall 

No. Openings Head Length 
A100C 3/8 3/16 15 
A100 7/16 3/16 15 
A100A 1/2 3/16 15 
A100B 9/16 3/16 15 
A101 5/8 3/16 15 

WILLIAMS’ 


CONSTRUCTION SUPERRENCHES® 
Selected Alloy Steel 
15° Angle 


Drop-forged from Selected Alloy 
Steel, heat-treated with gray finish. 


Nominal | Thickness] Overall 

No. Opening Head Length 

1205 7/8 17/32 14-1/2 

1206B 1 17/32 14-1/2 
1207 1- 1/16 5/8 17 
1207A 1- 1/8 5/8 17 
1208 1- 1/4 11/16 19 
1208A 1- 5/16 11/16 19 
1209 1- 7/16 3/4 21 
1209A 1- 1/2 3/4 21 
1210 1- 5/8 27/32 23 
1211 1-13/16 15/16 25 
1212 2 15/16 25 


WILLIAMS’ 
TAPPET SUPERRENCHES® 
Selected Alloy Steel 
Double Head—15° Angle 


Specially designed for tappet adjust- 
ment. Drop-forged from Selected Alloy 
Steel, heat-treated and chrome-plated 
over nickel, head faces polished. 


Openings Thick- | Overall 
an ness 

No. Tappet Sizes Heads Length 
1090A 3/8 & 7/16 5/32 8 
1090 7/16 & 1/2 5/32 8 
1090G | 7/16 & 17/32 5/32 8 
1090D 1/2 & 9/16 5/32 8 
1092 9/16 & 5/8 3/16 8 
1092F 5/8 & 11/16 3/16 8 
1094G 3/4 & 13/16 7/32 9 
1094 3/4 & 7/8 7/32 9 
1096 15/16 & 1 7/32 9 

WILLIAMS’ 


STRUCTURAL SUPERRENCHES® 
Selected Alloy Steel 
Straight Opening 


a 


Drop-forged from Selected Alloy 
Steel, heat-treated with gray finish. 


Handle 
Nominal] Thick- ffset | Overall 
No Opening} ness At Length 
Head Head 
1905 7/8 17/32 14-1/2 
1906B | 1 17/32 1 14-1/2 
1907 1- 1/16 5/8 1-1/8 17 
1907A | 1- 1/8 5/8 1-1/8 17 
1908 1- 1/4 11/16 1-1/4 19 
1908A | 1- 5/16] 11/16 1-1/4 19 
1909 1- 7/16 3/4 1-3/8 21 
1909A | 1- 1/2 1-3/8 21 
910 1- 5/8 13/16 1-1/2 23 
1910A | 1-11/16] 13/16 1-1/2 23 
1911 1-13/16 1-5/8 25 
1911A | 1- 7/8 7/8 1-5/8 25 
1912 2 1-5/8 25 


EE EEE, ,_,,_,,___————————— ood 
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WILLIAMS’ 12-POINT BOX SUPERRENCHES ® 
Selected Alloy Steel 
REGULAR PATTERN, 7-1/2° Angle OFFSET STRIKING FACE 


For close quarters. Drop-forged, heat- 
treated and chrome-plated over nickel, 
heads polished. 


For heavy work where large nuts 
must be set up tight or frozen nuts 
loosened. Drop-forged, heat-treated. 


N Nominal Head Overall Nominal Head Overall 
Os Opening | Diameter | Length No. Opening | Diameter | Length 
1800A 7/16 | 45/64 3-1/2 8807. | 1- 1/16 | 1-11/16 | 10-1/2. 
1801 we Gee rey 8807A 1- 1/8 1-11/16 | 10-1/2 
1802A 9/16 B1/ al 8808 = t/4 ale ret 
1802 19/32 61/64 4-7/8 
8808A 1- 5/16 | 2 11 

1803A 5/8 1- 3/32 5-7/8 : 
1803 11/16 | 1- 3/32 5-7/8 8809 1- 7/16 | 2- 3/16 | 11-1/2 
1804A 3/4 1- 1/4 6-7/8 8809A 1- 1/2 2- 3/16 | 11-1/2 
1804 25/32 | 1- 1/4 6-7/8 8810 1- 5/8 2-2 12 
aoa ee ieee a 8810A 1210/16)5|) 2=et72 12 

awl z 8811 1-13/16 | 2- 3/4 12-1/2 
peut ween toa ssitaA | 1-7/8 | 2-3/4 | 12-1/2 
1807 1- 1/16 | 1-25/32 9-7/8 8812 2 _ | 31/8 | 18-1/2 
1807A 1- 1/8 1-25/32 9-7/8 8813 2- 3/16 | 3-15/32 | 14-3/8 
1808 1- 1/4 2- 1/16 11-1/2 8813A 2- 1/4 3-15/32 | 14-3/8 
1808A 1- 5/16 2- 1/16 11-1/2 8814 2- 3/8 3-23/32 14 
1809 1- 7/16 | 2- 3/8 13-3/8 8815 2- 9/16 | 3-29/32 | 14-1/2 
1809 i He 2- ae ee 8815A 2- 5/8 3-29/32 | 14-1/2 
isos | cute | 338 | 1ga/a ep Oy eee 
1811 1-13/16 | 2-29/32 7 
1811A 1- 7/8 2-29/32 7 8817A 4-15/16 | 16-1/2 
1812 2 3-1/4 19 8817 3- 1/8 4-15/16 | 16-1/2 


HEAVY STRIKING FACE 


See description above. 


See description above. 


een Head O ll 
Nominal Head Overall JES ese WOR 
Nee Opening | Diameter | Length Ne: cee Diameter | Length 
H1808 1- 1/4 2- 1/16 11-1/2 SFH-1808 1- 1/4 2--1/16 7 
H1808A 1- 5/16 2- 1/16 11-1/2 SFH-1808A 1- 5/16 2- 1/16 

H1809 1- 7/16 2- 3/8 13-3/8 SFH-1809 1- 7/16 2- 3/8 8-1/4 
H1809A 1- 1/2 2- 3/8 13-3/8 SFH-1809A 1- 1/2 2- 3/8 8-1/4 
H1810 1- 5/8 2- 5/8 15-1/4 SFH-1810 1- 5/8 2- 5/8 

H1810A 1-11/16 2- 5/8 15-1/4 SFH-1810A 1-11/16 2- 5/8 9 
H1811 1-13/16 2-15/16 SFH-1811 1-13/16 2-15/16 10 
HI1811A 1- 7/8 2-15/16 17 SFH-1811A 1- 7/8 2-15/16 10 
H1812 3- 1/4 19 SFH-1812 3- 1/4 11 
H1813 2- 3/16 3- 1/2 21 SFH-1813 2- 3/16 3- 1/2 12 
H1813A 2-1/4 3- 1/2 21 SFH-1813A | 2- 1/4 3- 1/2 12 
H1814 2- 3/8 3- 3/4 23 SFH-1814 2- 3/8 3- 3/4 13 
H1815 2- 9/16 4- 1/8 25 SFH-1815 2- 9/16 4- 1/8 14 
H1815A 2- 5/8 4- 1/8 25 SFH-1815A | 2- 5/8 4- 1/8 14 
H1816 2- 3/4 4- 9/16 27 SFH-1816 2- 3/4 4- 9/16 15 
H1817A 4-13/16 30 SFH-1817A 4-13/16 uA 
H1817 3- 1/8 4-13/16 30 SFH-1817 3- 1/8 4-13/16 17 
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STRUCTURAL BOX SUPERRENCHES® METRIC SUPERRENCHES® 
Selected Alloy Steel Selected Alloy Steel 
12-Point Spenings Double Offset Pattern 


Heads can be bent up to 90° right 
or left of handle at extra cost. 


Drop-forged and heat-treated with Drop-forged, heat-treated, chrome- 
gray finish. plated over nickel. Heads polished. 
N Nominal) Head —Handle Cfteet No. eee | Diam. Head | Overall 
0. | Opening} Diam. Head End m/m Small | Large | Length 
8905A | 13/16 | 1-11/32] 1- 1/8 | 1-25/32 M8021 8&10| 33/64] . 5/8 |7-1/2 
8905 7/8 | 1-11/32] 1- 1/8 | 1-25/32 M8723 9&11 | 37/64} 21/32|7-3/4 
8906 15/16 | 1- 1/2 | 1- 1/4 | 1-61/64 M8023 10 & 12 21/32] 47/64/8-1/16 
8906 1- 1/2 | 1-1/4 | 1-61/64 M8025A | 12&13| 47/64] 53/6418-11/16 
8907 | 1- 1/16 | 1-11/16 | 1- 5/16 | 2- 9/64 M8725B | 13414 | 47/64] 53/64|8-11/16 
8907A | 1- 1/8 | 1-11/16| 1- 5/16 | 2- 9/64 M8025 13 &15 | 47/64] 7/8 |9-1/16 
8 1- 1/4 1- 7/16 | 2-21/64 M8727 14 &16 53/64| 29/32/9-3/8 
8908A | 1- 5/16 | 2 1- 7/16 | 2-21/64 M8727A | 15 &17 | 29/32]1 9-3/4 
8909 | 1- 7/16 | 2- 3/16 | 1- 1/2 | 2 3/4 M8729 | 16&18 | 29/32/1- 5/64|10-1/8 
8909A | 1- 1/2 | 2- 3/16| 1- 1/2 | 2- 3/4 M8029 17 & 19 |1 1— 5/64|10-1/2 
8910 | 1- 5/8 | 2-1/2 | 1- 5/8 | 2-7/8 M8729A | 18 & 19 |1— 5/64|1-11/64|11-5/8 
8910A | 1-11/16 | 2- 1/2 | 1- 5/8 | 2- 7/8 M8731A | 18 & 20 |1— 5/64|1-11/64|11-5/8 
8911 | 1-13/16 | 2- 3/4 | 1-11/16 | 3 M8031B | 19 & 20 |I- 1/8 |1-11/64]12-1/2 
8911A | 1- 7/8 | 2- 3/4 | 1-11/16] 3 M8731B | 21 & 22 |1— 1/4 |1-21/64|13-3/8 
8912 | 2 3- 1/8 | 1-13/16 | 3- 5/32 M8033_ | 23 & 24 |1- 1/4 |1-13/32|13-7/8 
8913 | 2- 3/16 | 3-15/32 | 2 3- 1/2 M8033C | 23 & 25 |1- 1/4 |1-13/32|13-7/8 
8914 | 2- 3/8 | 3-23/32| 2- 1/8 | 3-11/16 M8034 | 23 & 27 |1-21/64|1— 1/2 |15-1/2 
8915 | 2- 9/16 | 3-29/32 | 2- 1/4 | 3-13/16 M8735A | 25 & 28 |1-13/32|1- 9/1616 
8916 | 2- 3/4 | 4- 5/32] 2- 3/8 | 3-29/32 M8735 | 26 & 29 |1— 1/2 |1— 9/16|16—-5/8 
M8039 |! 30 & 32 |i— 9/16!1-27/32118-3/4 
TOOL POST SUPERRENCHES® METRIC SUPERRENCHES® 
Selected Alloy Steel Selected Alloy Steel 


For Nuts and Set Screws Double Head — 15° Angle 


Drop-forged, heat-treated, chrome- Drop-forged, heat-treated, chrome- 


plated over nickel. Heads polished. plated over nickel. Heads polished. 
i Metric 
No. pen ounnalAOpennes ae Overall No. Openings Head Overall 
Open End | Box End Length m/m Thick. Length 
M1021 6«& 8 5/32 3-13/16 
tEeaN mre Oa 8-3/4 M1021T 8 & 10 3/16 4- 1/4 
o / S3/4 M1023 | 10&12 | 7/32 | 51/8 
1563B 7/8 1/2 9-1/4 M1025 12 & 14 1/4 6- 1/4 
1563D 7/8 5/8 9-1/4 M1027 | 14&15 | 17/64 6- 7/8 
decor v8 3/4 9-1/4 M1028 16&18 | 19/64 8- 1/4 
1564 1-1/16 5/8 9-7/8 M1028T | 17 & 19 5/16 9 
Fetal isis ay M1029 18&20 | 11/32 9- 3/4 
* 7 M1031 20 & 22 | 11/32 9- 3/4 
He —_ Bre aoe M1031T | 21&23 | 3/8 | 10- 1/2 
1565C | 1 3/4 10-3/4 M1032 22&25 | 13/32 | 11- 3/8 
1566 1-1/4 3/4 10-3/4 M1033 24.&26 | 13/32 | 11- 3/8 


M1035 25 & 28 7/16 12- 1/4 
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WILLIAMS’ SPECIAL SUPERRENCHES® 
Selected Alloy Steel 


FOR CONNECTING RODS 


Pe SERA GEN — Gls. 


No. 1981-A 
3” Offset, 11-1/2” long, 9/16” 
openings. 
Special thin hex sockets handle 
clearance problems on Ford 6, V-8 and 
Mercury connecting rod nuts. 


FOR SLOTTED ANCHOR PINS 
a 


a No. 1997 
Blade Tips, 1/16 x 13/32”—Length, 6” 
For slotted anchor pins, drag links, 
steering post and other jobs where 
regular screw drivers cannot be used. 


FOR BENDIX STAR NUTS 


sy 


Nae 


No. 1998B 
Blade Tips, 5/64 x 15/32”, 8” Long 


No. 1998C 


Spoons, 1-3/4”, Overall Length, 9-1/16” 


Specially offset for adjusting Star 
nuts on two-shoe Bendix brakes. Drop- 
forged, heat-treated and chrome-plated. 


FOUR-WAY RIM WRENCH 


With hexagon socket openings 3/4, 
13/16, 7/8 and 15/16”, will service 
wheels on all popular cars and light 
trucks. Overall arm lengths of 21-1/2” 
offer ample clearance and leverage. 
Finish, chrome-color enamel. 


“MULTISOCKET”’ WRENCH 


8 Different 12-Point Openings 
Small Head; 7/16, 1/2, 9/16, 19/32” 
Large Head; 5/8, 11/16, 3/4, 7/8” 

Swivel heads, with index spring to 
retain working position, permit handle 
to be operated at angle desired. 


The entire wrench is drop-forged 
from selected steel, heat-treated and 
chrome-plated over nickel. Length, 9”. 


GENERAL PURPOSE SET 


SET No. APS-3R 
In K-6 Kit 


An ideal set for nu- 
merous small jobsaround 
home and office. Also for 
general automobile use. 
Convenient size for glove 
compartment. 

Contains one each No. 
24 4” Screw Driver with plastic handle, 
8 inch Locking Adjustable Wrench and 
No. 6 6” Combination Slip-joint Pliers. 


HEX KEY WRENCH SET 


SET No. 44 
In Plastic Roll 


ell 


Set contains 11 Hex Key wrenches 
with hex sizes as follows: .050, 1/16, 
5/64, 3/32, 1/8, 5/32, 3/16, 7/32, 1/4, 
5/16 and 3/8 inches. 

Fit all set screws No. 3 to 3/4” and 
all cap screws No. 1 to 9/16”. 

Accurately made from selected steel 
and cadmium plated. 
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WILLIAMS’ LEATHERETTE TOOL KITS 


The tough, flexible material used in Williams’ tool kits is made up of a spun 
rayon cloth which is coated both sides and through the material with a special vinyl 
coating that is highly grease and oil resistant. All pockets and trim are stitched for 
greatest strength. Pockets will not tear as do some heat-sealed kits. 


a No. Dimensions Wed foe ie Noe Dimensions iisedtfon 
Pockets Width |Height Sets Nos. Pockets Width|Height Sets Nos. 
K-1 4 4% 6 1154SR K-11 14 14% 74% | 1142PR 
K-2 5 45% | 6 1149R K-12 8 144 | 10% | 1175R 
K-3 6 534 rd 1149PR K-13 6 144% | 19 8006AR 
K-4 3 5% | 914 | RB-3R K-14 ve 14% | 251 | 1171AR 
K-5 4 7% 944 | 1174R, 9704R K-15 8 1 174% | 1170AR 
K-6 3 7% | 12 APS-3R K-16 9 15% | 13% | CS-9R 
K-7 7 10% | 12% | 1173AR K-17 26 1954 | 27384 | PC-26R 
K-8 8 104% | 13% | CS-8R K-18 17 234% | 17% | PS-17R 
K-9 6 114% | 18% | 7006AR K-19 11 2614 | 22 1712AR 
K-10 6 12% | 16 RB-6R, 25BR, K-20 18 32 25% | 1172SR 
1005AR, 1025BR | K-21 8 9 6 1148R 
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1/4 Inch Square Drive MIDGET SUPERSOCKET@® WRENCHES 
Selected Alloy Steel 


M-20A > | 


» 
M-102 M-42 M-51 MR-51 M-110 * MB-130 


M-126 M-115 


No. PIECE 
M-15 Speeder—15-3/4” long Bors pounced FEV OLVANQTETID oe tortderiia coer ahra hrs oes ona ees 
M-20A folie Hoyos's D 48 Eevee Lae. 2S OA.24 (0) 07 aa ee een eS a rk 
M-42 Flex Handle only—5-3/4” Tone: flexible head, knurled grip, crosshole is for sliding Bar 
M-42B DiCiIe at, M)/AcK Abe for MaAD es cae v atlacsns pabiaiets. airs BDae kos 6 als Ein wrvignrens 
M-51 Reversible Ratchet—5” long, ar teeth in ratchet-gear instead of usual 14 to 20...... 
MR-51 Reversible Refrigeration Ratchet—6” long. Has 1/4” female drive in head; 5/16, ihe 


and 3/16” square and 1/2” hex openings in handle for valve stem adjustments. . 
M-102 BPR De BLO FMEA Eee LONE «oy 2 ok share 0am ticthn dig room, git veal actuate oan, eeelstewrhard © ak doom Eee Ae hota 
M-106 Spinner Handle, has pinstio grip with 1/4” square drive-opening in end—6” long..... 
M-110 Spinner Handle, has lockable, revolving, knurled handle with 1/4” square drive- 
opening in end. May be used as an Extension or Driver with handle locked, 5-3/8” 
M-115 Extension Bar—6” long 
M-116 EX UCNBIONS BS Alle ONG ha Galas got eta. oe ule eiecate ¢ 2 MSISEs Eso rwecelefisiewlelonasale aia beasmortn 
M-126 Screw Driver Adapter—6” Layo canbe Rene ee Rare rete PRC Reta ttn Ti igen Saree eT 
MB-130 Adapter—1/4” square female mad S/S) BQUATS-Male se sea. le ere Oeste ce sree 
MB-131 Adapter—1/4” square male and 3/8” square female 
M-140 Universal Joint—approximate range 140°... 2.2 cc cc eee ctv cise nennee 
M-150 Plug Adapter—3/4” long; both ends 1/4” square male..............0.00:0eeueuee 


MP-1 Phillips Screw Driver Attachment—No. 1 Phillips to fit screws No. 4 and smaller. 
MP-2 Phillips Screw Driver Attachment—No. 2 Phillips fits serews Nos. 5 to 9 inclusive. . 
HEXAGON BITS TO FIT SOCKETS LISTED ON PAGE 14 
r= = 
No. | Hex| Leth.| mune | fee lee: | Bit Size | Hex| Lath. No. | Hex| Lath. | No. | Hex| Leth. 
SLOTTED PHILLIPS SHORT LONG 
SCREW BITS BITS HEX BITS HEX BITS 
AS-1|5/16]1-1/2] 3/16 -032 |AP-1| No.1 |5/16|1-1/4/A-3 |3/32]1-1/16|A-3L |3/32|2-1/8 
AS-2|5/16]1-1/2} 7/32 -040 |AP-2) No. 2 |5/16/1-1/4|A-4 |1/8 |1-1/8 |A-4L |1/8 |3 
AS-3|5/16/1-1/2} 9/32 -045 |AP-3) No.3 |5/16]1-1/4|A-5 |5/32|1-1/8 |A-5L |5/32|3 
AS-4/5/16|1-1/2| 5/16 .055 |AP-4) No.4 |5/16|1-1/4|A-6 |3/16]1-1/8 |A-6L Bes 3 


A-7 |7/32\|1-1/8 |A-7L 2/3, 
-|A-10|5/16/1-1/4 |A-10L viola 


a 
& 


EE a a ad 
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6 and 12-POINT SOCKETS 


Opening |6Pt.No.|12 Pt. No. 


6 & 12-PT. DEEP SOCKETS 
Opening |6Pt.No.|12 Pt. No. 


9 
5/16 |MD-610)/MD-1210 
11/32 |MD-611|/MD-1211 
3/8 MD-612|/MD-1212 
7/16 |\MD-614|MD-1214 
1/2 MD-616|MD-1216 


4 and 8-POINT SOCKETS 


HOLLOW SCREW BITS 
Bit No. |Hex Size|/Set Screw 


si AM-604 | 1/8 1/4 

< AM-605 | 5/32 | 5/16 
AM-606 | 3/16 | 3/8 
AM-607 | 7/32 | 7/16 


HEX BIT SOCKETS 


Bit Size No. Length 
3/32 MA-3 | 1- 5/8 
1/8 MA-4 | 1-11/16 
5/32 MA-5 | 1-11/16 
3/16 MA-6 | 1-11/16 


7 | 1-11/16 
5/16 MA-10] 1-13/16 
FOR PACKING NUTS 


No. Size Prongs 
MR-2 3/32x5/64 
MR-4 3/32x1/8 
MR-6 3/32x7/64 
MR-8 1/8 x1/8 
MR-10 3/32x5/64 


FOR KEROTEST NUT 


No. Oval Opening 
MR-15 1/2x3/8 


1/4 Inch Square Drive MIDGET SUPERSOCKET® WRENCHES 
Selected Alloy Steel 


SET No. M-1 
11 Tools in MC-1 Metal Case 
8-1/2 x 2-1/4 x 1-1/4” 


SET No. M-1H 


Same as above but with all hex sockets. 


Contains 9 Midget Supersockets®— 
4 hex openings, 3/16 to 9/32”; 5 12- 
point openings, 5/16 to 1/2”; Sliding 
Tee Handle and Spinner Handle with 
plastic grip. 


ie 


SET No. M-2 
13 Tools in MC-3 Metal Case 
7-3/4 x 3-1/2 x 1-1/4” 


SET No. M-2H 


Same as above but with all hex sockets. 


Contains 9 Midget Supersockets®— 
4 hex openings, 3/16 to 9/32”; 5 12- 
point openings, 5/16 to 1/2”; Revers- 
ible Ratchet; Sliding Tee Handle; 
Spinner Handle with plastic grip and 
Midget Rib-Joint Plier. 


SET No. M-3A 
9 Tools in MC-1 Metal Case 
8-1/2 x 2-1/4 x 1-1/4” 


SET No. M-3AH 


Same as above but with all hex sockets. 


Contains 7 Extra Deep Midget 
Supersockets®—2 hex openings, 1/4 & 
9/32”; 5 12-point openings 5/16 to 1/2”, 
Reversible Ratchet and Spinner Handle 
with plastic grip. 
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1/4 Inch Square Drive MIDGET SUPERSOCKET® WRENCHES 
Selected Alloy Steel 


SET No. M-5 
17 Tools in MC-3 Metal Case 
734 x 34x14" 
SET No. M-5H 


Same as above but with all hex sockets 


Contains 9 Midget Supersockets®—4 hex 
openings, 3/16 to 9/32”; 5 12-point openings, 
5/16 to 1/2”; Sliding T Handle; Spinner 
Handle with plastic grip; Midget ‘‘Rib-Joint 
Plier’’and 5 Midget Superrenches® with open- 
ings, 13/64 to 3/8”. 


SET No. M-6 
23 Tools in MC-3 Metal Case 
734 x 344x114” 


SET No. M-6H 


Same as above with 
hex in place of 12 point sockets 


Contains 14 Midget Supersockets®—4 hex 
openings, 3/16 to 9/32”; 5 12-point openings, 
5/16 to 1/2”; 3 square openings 3/16 to 1/4”; 
2 8-point openings 5/16, 3/8”; Sliding T Handle; 
Reversible Ratchet; Spinner Handle with 
lockable revolving grip; Midget ‘‘Rib-Joint 
Plier” and 5 Midget Superrenches® with open- 
ings 13/64 to 3/8”. 


SET No. M-7A 
24 Tools in MC-3 Metal Case 
734x34x14” 

SET No. M-7AH 


Same as above but with all hex sockets 


Contains 9 Midget Supersockets®—4 hex 
openings, 3/16 to 9/32”; 5 12-point openings, 
5/16 to 1/2”; Sliding T Handle; Spinner 
Handle with plastic grip and 13 Midget Super- 
renches® with 15-75° angle openings, 3/16 to 
5/8”. 


SET No. M-8B 
50 Tools in MC-4 Metal Case 
1944 x 5¥e x 134” 


SET No. M-8BH 


Same as above with 
hex in place of 12 point sockets 


Contains 14 Midget Supersockets®—4 hex 
openings, 3/16 to 9/32”; 5 12-point openings; 
5/16 to 1/2”; 3 square openings, 3/16 to 1/4”; 
2 8-point openings, 5/16, 3/8”; 7 Midget Extra 
Deep Supersockets®—2 hex openings, 1/4, 
9/32”; 5 12-point openings, 5/16 to 1/2”. 

29 Attachments, Wrenches, etc.—Speeder, 
Sliding T; Flex Handle and Bar; Reversible 
Ratchet; 2 Spinner Handles, one with plastic 
grip; Universal; 1 Regular and 2 Phillips Screw 
Driver Attachments; Midget ‘‘Rib-Joint Plier’; 
4 Midget Box Superrenches® with openings 
3/16 to 11/32” and 13 Midget Superrenches® 
with 15-75° angle openings, 3/16 to 5/8”. 


SS 
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3/.'m 3/8 Inch Square Drive BANTAM SUPERSOCKET® WRENCHES 
e Selected Alloy Steel 


6 3 = = i y 
ii Vy an: 
I > | : P-2 
i BP-3 
fe Pa ie | a 


BT-106 


B-30 Offset Handle—7-3/4” long with non-revolving knurled grip.................5. a 


ead, also 3/16 and 1/4” sq. drive holes in handle end...................-.00 
B-52 Reversible Ratchet—7-5/8” long. Concentric type Mechanism of 82 tooth action 
permits rotation of nuts in close quarters. Shift lever reverses action instantly... . 

B-70 Ratchet Spinner—use with ratchet for fast hand spinning of nuts, 1-5/16 dia 


B-108 Extension Bar—3” long 
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3/8 Inch Square Drive BANTAM SUPERSOCKET@® WRENCHES 


Selected Alloy Steel 


¥e 


6 and 12-POINT SOCKETS 


Opening | 6 Pt. No. |12 Pt. No. 


1/4 B-608 B-1208 
5/16 B-610 B-1210 
11/32 B-611 B-1211 
3/8 B-612 B-1212 
7/16 B-614 B-1214 
1/2 B-616 B-1216 
AY | ee ee B-1217 
9/1 B-618 B-1218 
19/32 | iss B-1219 
5/8 B-620 B-1220 
11/16 B-622 B-1222 
3/4 B-624 B-1224 
13/16 B-626 B-1226 
7/8 B-628 B-1228 


RUBBER INSERT 
SPARK PLUG SOCKET 


Insert holds plug in place. 
3/4” hex on end. 

Opening No. | Lgth. 
13/16 BD-626R 2-1/2 
HOLLOW SCREW BITS 

Bit Hex. Plug 

No. Size Set Screw 
AB-608 1/4 1/2 &9/16 
AB-610 5/16 5/8 


6 & 12-PT. DEEP SOCKETS 


Opening | 6 Pt. No. |12 Pt. No. 
3/8 BD-612 | BD-1212 
7/16 BD-614 | BD-1214 
1/2 BD-616 | BD-1216 
9/16 BD-618 | BD-1218 
5/8 BD-620 | BD-1220 

11/16 BD-622 | BD-1222 
3/4 BD-624 | BD-1224 
13/16 BD-626 | BD-1226 
7/8 BD-628 | BD-1228 


12 PT. UNIVERSAL SOCKETS 


Opening No. Lgth. 
3/8 BU-1212 | 1-37/64 
7/16 BU-1214 | 1-39/64 
1/2 BU-1216 | 1-41/64 
9/16 | BU-1218 | 1-11/16 
5/8 BU-1220 | 1- 3/4 

11/16 BU-1222 | 1-25/32 
3/4 BU-1224 | 1-13/16 


8-POINT DEEP SOCKETS 
t4-Pt. Regular Socket 


Opening No. Lgth. 


9/32 +B-409 
7/16 | BD-814 | 1- 1/2 
1/2 BD-816 | 1- 1/2 
9/16 | BD-818 | 1- 1/2 
5/8 BD-820 | 1- 1/2 


Opening No. Width 
3/8 BC-1700 29/32 
7/16 | BC-1701 29/32 
1/2 BC-100 1- 1/8 
9/16 | BC-1702 | 1- 1/8 
5/8 | BC-1703 | 1-11/32 

11/16 BC-1003 | 1-11/32 


HEX BIT SOCKETS 


Bit Size No. 


/4 BA-8 
5/16 | BA-10 | 2 
3/8 BA-12 | 2- 1/8 


SLOTTED SCREW HEX BITS 


No. | Hex Tip Lgth. 
AS-1] 5/16 |3/16 x .032| 1-1/2 
AS-2} 5/16 |7/32 x .040} 1-1/2 
AS-3| 5/16 |9/32 x .045) 1-1/2 
AS-4! 5/16 15/16 x .055| 1-1/2 


PHILLIPS HEX BITS 


AP-1 | 5/16 | No.1 | 1-1/4 
AP-2 | 5/16 | No. 2 | 1-1/4 
AP-3 | 5/16 | No.3 | 1-1/4 
AP-4 | 5/16 | No. 4 | 1-1/4 


| 


No. | Hex Size |  Lgth. 
SHORT HEX BITS 


A-3 3/32 1-1/16 
A-4 1/8 1-1/8 
A-5 5/32 1-1/8 
A-6 3/16 1-1/8 
A-7 7/32 ie We) 
A-8 1/4 1-1/4 
A-10 5/16 1-1/4 
A-12 3/8 1-3/8 
LONG HEX BITS 

A-3L 3/32 2-1/8 
A-4L 1/8 3 
A-5L 5/32 

A-6L 3/16 3 
A-7L 7/32 3 
A-8L 1/4 4 
A-10L 5/16 4 
A-12L 3/8 5 
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Selected alloy steel construction 
assures years of accurate performance. 
Calibrations are machine cut. 


TAM TORQUE MEASURRENCHES® 


ee 
yavieey 


VRRSTE ‘6 SS 


3/8 Inch Square Drive BAN 


SET No. B-2 
In Cardboard Box 


Contains 7 Bantam Universal Super- 
sockets® with 12-point openings, 3/8, 
7/16, 1/2, 9/16, 5/8, 11/16 and 3/4”. 


SS 

Contains 6 Bantam Crowfoot At- 
tachments with openings, 3/8, 7/16, 
1/2, 9/16, 5/8 and 11/16”. 


SET No. B-3 
In Cardboard Box 


SET No. B-8 Pee yl 
10 Hex Sockets i 
in TT-3 Tray = 


Contains 10 3/8” Drive Hex Sockets 
—1/4, 5/16, 11/32, 3/8, 7/16, 1/2, 9/16, 
5/8, 11/16 and 3/4” openings. 


vb SET No. B-9 
“10 12-Point Sockets 


b _ in TT-3 Tray 
‘Contains 10 3/8” Drive 12-Pt. 


Sockets—1/4, 5/16, 11/32, 3/8, 7/16, 
1/2, 9/16, 5/8, 11/16 and 3/4” openings. 


(iititeae 


Contains 9 3/8” Drive Hex Deep 
Sockets—3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 
3/4, 13/16 and 7/8” openings. 


SET No. B-11 


9 Hex Deep Sockets 
In TT-4 Tray 


No. Capacity Length 
B-58A 0 to 150 inch pounds 12-1/4 
B-58 0 to 600 inch pounds 15-1/2 
SET No. B-12 eee tit. 

9 12-Point | : 
Deep Sockets’ | a 
In TT-4 Tray ——_ 


Contains 9 3/8” Drive 12-Pt. Deep 
Sockets—3/8, 7/16, 1/2, 9/16, 5/8, 
11/16, 3/4, 13/16 and 7/8” openings. 


SET No. B-1 
11 Tools in 
MC-2 Metal Case 
» 936 x 21346 x 134” 


' SET No. B-1H 


Same as above 
with all hex sockets 

Contains 10 Supersockets®—1 hex 
opening, 1/4”; 9 12-point, openings, 
5/16, 11/82, 3/8, 7/16, 1/2, 9/16, 5/8, 
11/16, 3/4” and Reversible Ratchet. 


SET No. B-14 __aeeeee 
12 Tools in i" 

MC-2 Metal Case 

934 x 21346 x 134” 


M\ am es Whe 
SET No. B-14H is 
Same as above but ea 
with all hex sockets 


Contains 11 3/8” Drive 12-Point 
Sockets—1/4, 5/16, 3/8, 7/16, 1/2, 9/16, 
5/8, 11/16, 3/4, 13/16 and 7/8” openings 
and B-40 Flex Handle. 


SET No. B-16 
10 Tools in 
MC-2 Metal Case 
936 x 21346 x 134” 


SET No. B-16H 


Same as above but 
with all hex sockets 


Contains 7 3/8” Drive 12-Pt. Sockets 
—3/8, 7/16, 1/2, 9/16, 5/8, 11/16 and 
3/4” openings, B-40 Flex Handle, B-52 
Ratchet and B-108 3” Extension. 
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COMBO SET No. BP-1 
18 Tools in MC-14 Case—1234 x 444 x 134” 
COMBO SET No. BP-1H 
Same as above but with all hex sockets 
Contains 11 12-Pt. 34” Dr. Sockets— 
Yy” thru 7%” openings, Tee Bar, Flex 
Head, Ratchet Head, Grip, 334” & 6” 
Extensions and Plug Connector. 


No. B-4A In MC-4 Case—1914 x 56x 134” 
No. B-4AH Same with all hex sockets 
Contains 7 12-Pt. 34” Dr. Sockets— 


3%, Ye, 14, %o, 5%, 46, 34” openings, 
B-15, B-40, B-52, B-108, B-115 & B-140. 


Te 


——E—>> ee) 
No. B-4 In MC-4 Case—19% x 5546 x 134” 
No. B-4H Same with all hex sockets 
Contains 10 ae LAB Ke Sockets—1 hex 


‘a'5 9 12-Pt. § 546, 1 Veo, 34,74 7/16) 4, Ho; 76 %, 
1146, 34”. Speeder, Sliding T, Flex Han- 
dle, Ratchet, 3 Extensions & Universal. 


3/8 Inch Square Drive BANTAM SUPERSOCKET® SETS 


Iq 


No. B-5B 35 Tools in MC-7 Metal Case 
23 x 78% x 244” 

Contains 27 14” Dr. Sockets—15 Reg- 
ular, 1 4-Pt. opening %2”; 1 &-Pt. open- 
ing Yr. 13 12-Pt. gpeninge 46, ‘P28 %, 
Ke, 7, >, Ne, 1%, % 8) Ne; 4, 16 
and 4". 4 Extra Deep with 8-Pt. open- 
ings, 46, 14, %6 and 7; ”; 8 Extra Deep 
with 12-Pt. openings, he, 4, %e, %, 
16, 4, 146 and Rr. 

8 Attachments—Speeder, Sliding T, 
Flex Handle, Reversible Ratchet, 3 Ex- 
tensions and Universal. 


No. B-6B .45 Tools in MC-7 Metal Case 
23 x 734 x 244” 

Contains 34 144” Dr. Sockets—15 Reg- 
ular, 1 4-Pt., %2”; 16-Pt., “ay; 13 12-Pt., 
46, 1Ys2, Se a, My he, Yo, 1%, 9%, 

; 4 Extra Deep 8-Pt., 
r.8 ya Dee. 12-Pt., 


Speeder, sci’ T, Flex fitvdie 
Ratchet, 3 Extensions, Universal and 3 
Phillips Drivers. 
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8-110P 


S-50 S-20A 
S-102P S-40 S-50A S-52 
$-115P 


§-41 
pt Nd a 
ST-50F | ST-50M 8-42B SH-130 8-55 
SH-131 
SB-40 §-121P 
No. PIECE 
S-10 Speeder—12” long, with knurled revolving grips.................0.cceveveeeceee 
S-15 Speeder—17-1/2” long, with knurled revolving grips........ 2 
S-20A Sliding isHandle—Uitslongs 2. sic skits tr iticn oe acca ean f 
S-40 Flex Handle—12”, 1/2” sq. dr. hole for use as an Extension; cross hole for B 
S-41 Flex Handle—17-1/4”; 1/2” sq. dr. hole for use as an Extension; cross hole fo: 


S-42B Sliding Bar—7/16” round x 9” for S-40 and S-41 Flex Handles.......... b 
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1/2 Inch Square Drive STANDARD SUPERSOCKET® WRENCHES 


Selected Alloy Steel 


REGULAR 6-PT. SOCKETS REGULAR 8-PT. SOCKETS 
Opening No Leth Opening No. Lgth. 
5/16 | ST-810 | 1- 1/2 
3/8 ST-612 | 1- 7/16 3/8 ST-812 | 1- 1/2 
7/16 | ST-614 | 1- 1/2 7/16 | ST-814 | 1-17/32 
1/2 ST-616 | 1- 1/2 1/2 ST-816 | 1-17/32 
9/16 | ST-618 | 1- 1/2 9/16 | ST-818 | 1- 9/16 
9/16 | SF-618 | 1- 1/2 5/8 ST-820 | 1-41/64 
19/32 | ST-619 | 1-17/32 11/16 | ST-822 | 1-41/64 
5/8 ST-620 | 1-17/32 3/4 ST-824 | 1-11/16 
21/32 | ST-621 | 1-17/32 13/16 | ST-826 | 1-11/16 
11/16 | ST-622 | 1-17/32 7/8 ST-828 | 1-27/32 
3/4 ST-624 | 1- 9/16 ST-832 
25/32 | ST-625 | 1- 9/16 
13/16 | ST-626 | 1-19/32 UNIVERSAL 12-PT. SOCKETS 
7/8 ST-628 | 141/64 = 
15/16 | ST-630 | 1-41/64 Opening No. Leth. 
ST-632 | 1-11/16 ———_ |__| 
1-1/16 | ST-634 | 1-27/32 1/2 SU-1216 | 2- 7/32 
1-1/8 ST-636 | 1-27/32 9/16 | SU-1218 | 2- 1/4 
1-1/4 ST-640 5/8 | SU-1220 | 2-21/64 
11/16 | SU-1222 | 2- 3/8 
REGULAR 12-PT. SOCKETS 3/4 SU-1224 | 2-29/64 
Opening No. Leth. CADILLAC CONNECTING ROD SOCKET 
3/8 ST-1212 | 1- 7/16 Cadillac Conn. Rod Nut 
7/16 ST-1214 1- 1/2 requires this socket for 
Siodastae 4. ie servicing all models requir- 
19/32 | ST-1219 | 1-17/32 ing 7/16” openings. 
8 | ST-1220 | 1-17/32 
21/32 | ST-1221 | 1-17/32 Opening No. Leth. 
11/16 | ST-1222 | 1-17/32 |__| 
2ifte | Seas | 97s 2h Seale 
13/16 | ST-1226 | 1-19/32 _METRIC 12-PT. SOCKETS — 
7/8 | SY-1228 | 1-41/64 SS Se ee 
15/16 | ST-1230 | 1-41/64 ___No.__|m/m Opng.|_Lgth. 
31/32 | ST-1231 | 1-21/32 STM-1210 10 1- 1/2 
ST-1232 | 1-11/16 STM-1211 11 1- 1/2 
1-1/16 | ST-1234 | 1-27/32 STM-1212 12 1- 1/2 
1-1/8 | ST-1236 | 1-27/32 STM-1213 13 1- 1/2 
1-3/16 | ST-1238 | 1-29/32 STM-1214 14 1- 1/2 
tifa _(_ST-1240 STMclzie| 16 | 117/33 
DEEP 12-POINT SOCKETS STM-1217 17 ee 
STM-1218 18 1- 9/16 
No. Leth. STM-1219 19 1- 9/16 
(| STM-1220 20 1- 9/16 
SD-1216 3-1/4 STM-1221 21 1-19/32 
SD-1218 3-1/4 STM-1222 22 1-41/64 
SD-1220 3-1/4 STM-1223 23 1-41/64 
SD-1222 3-1/4 STM-1224 24 1-41/64 
SD-1224 3-1/4 STM-1225 25 1-11/16 
SD-1225 3-1/4 STM-1226 26 1-27/32 
SD-626 3-1/4 STM-1227 27 1-27/32 
SD-1226 3-1/4 STM-1228 28 1-27/32 
SD-1228 1/4 STM-1229 29 1-27/32 
SD-1228T | 3-1/4 STM-1230 30 1-29/32 
SD-1230 3-1/4 STM-1231 31 1-29/32 
SD-1232 3-1/4 STM-1232 32 2 
SD-1234 3-1/4 STM-1233 33 2 
SD-1236 3-1/4 eas Ep ae ue 
tNot Guaranteed because of extra thin walls. STM- 3 1/8 
*Services 14m/m spark plugs. STM-1236 36 2- 1/8 
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1/2 Inch Square Drive STANDARD SUPERSOCKET® WRENCHES 
2 Selected Alloy Steel 


HOLLOW SCREW BITS 
Bit No.|Hex Size 
AS-612| 3/8 3/4 
AS-616| 1/2 7/8 
AS-618} 9/16 | 1 & 1-1/8 
AS-620| 5/8 1-1/4 & 1-3/8 

HEX BIT SOCKETS 


Bit Size No. 


Set Screw 


SLOTTED SCREW HEX BITS 


| No. | Hex Tip Lgth. 
AS-1| 5/16 |3/16 x .032} 1-1/2 
f AS-2] 5/16 |7/32 x .040] 1-1/2 
AS-3] 5/16 |9/32 x .045] 1-1/2 


AS-4] 5/16 |5/16 x .055| 1-1/2 


PHILLIPS HEX BITS 
( No. Hex Bit Lgth. 


AP-1 | 5/16 | No.1 | 1-1/4 
AP-2 | 5/16 | No. 2 | 1-1/4 
AP-3 | 5/16 | No.3 | 1-1/4 
AP-4 | 5/16 | No. 4 | 1-1/4 


No. Hex Size | Leth. 
SHORT HEX BITS 
A-8 1/4 1-1/4 
A-10 5/16 1-1/4 
A-12 3/8 1-3/8 
A-16 1/2 1-3/8 
A-18 9/16 1-1/2 
A-20 5/8 1-1/2 
LONG HEX BITS 
A-8L 1/4 4 
A-10L 5/16 4 
A-12L} 3/8 5 
A-16L 1/2 5 
A-18L 9/16 6 
A-20L 5/8 6 


1/2 Inch Square Drive STANDARD TORQUE MEASURRENCHES® 
Selected Alloy Steel 


For Measuring Right and 
Left Hand Torque 
By Sight Reading 

This series employs the time-proven 
converging scale method of torque 
reading developed and patented by 
Williams. Accuracy is not dependent 
on delicate gears, levers or dials. Alloy 
steel construction throughout assures 
years of accurate performance. 

Calibrations are machine cut to in- 
sure long life, accuracy and easy read- 
ing of the indicated torque. 

Selected alloy steel, accurately ma- 
chined, heat-treated and chrome-plated. 
Operating instructions supplied with 
each wrench. 


No. Capacity Length 
S-58A 0 to 100 foot Ibs. 18 
S-58 0 to 200 foot Ibs. 19-7/8 


Reversible Ratchet 
With Right Hand Torque 
Indicating Signal 


Sh amen morcmetna 


No. S-57 In Metal Case 


The wrench may be used in two ways: 

BY SIGHT READING—Easily read 
scale on handle indicates applied tight- 
ening pressures 20 to 200 foot-lbs. 
BY SOUND READING—A sharp 
sound signal is given for any desired 
torque from 35 to 200 foot-pounds, by 
setting the simple sound. device. 

Selected alloy steel, accurately ma- 
chined, heat-treated and chrome-plated. 
Operating instructions are supplied 
with each wrench. 


Length 
19-1/2 


No. Capacity 
S-57 20 to 200 foot Ibs. 


SSS 
22 THE BROADEST LINE OF ITS KIND 


———— © 


1/2 Inch Square Drive STANDARD SUPERSOCKET® SETS 


SET No. S-11 SET No. S-12—In Cardboard Box 
pris Ea board box Contains 15 Hex 1/2” Drive Sockets 
Contains 5 12-Point 1/2” Drive —3/8, 7/16, 1/2, 9/16, 9/16 Ford 
Universal Sockets—1/2, 9/16, 5/8, 11/16 Special, 19/32, 5/8, 21/32, 11/16, 3/4, 
and 3/4” openings. 25/32, 13/16, 7/8, 15/16 and 1” openings. 


SET No. S-14 SET No. S-16 
15 Hex Sockets in TT-5 Tray 15 12-Point Sockets in TT-5 Tray 
16-7/8” x 1-1/4”, Tapers from 1” to 1-13/16” 16-7/8” x 1-1/4”, Tapers from 1” to 1-13/16” 
Contains 15 Hex 1/2” Drive Sockets Contains 15 12-Pt. 1/2” Drive Sock- 


—3/8, 7/16, 1/2, 9/16, 19/32, 5/8, 11/16, ets—3/8, 7/16, 1/2, 9/16, 19/32, 5/8, 
3/4, 13/16, 7/8, 15/16, 1, 1-1/16, 1-1/8 11/16, 3/4, 13/16, 7/8, 15/16, 1, 1-1/16, 
and 1-1/4” openings. 1-1/8 and 1-1/4” openings. 


SET No. S-18 12 Be fee Sea Case 
11 Deep 12-Point Sockets in TT-6 Tray 17-3/4” x 3” x 2-1/16” 
12-7/16” x 2-1/2”, Tapers from 15/16” to 1-5/8” SET No. S-9H 
Same as above with all hex sockets 
Contains 11 12-Pt. 1/2” Drive Deep Contains 11 12-Pt. 1/2” Drive Sock- 


Sockets—1/2, 9/16, 5/8, 11/16, 3/4,  ets—3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16, 1, 1-1/16 and 1-1/8” —13/16, 7/8, 15/16, 1” openings and 'S-41 
openings. Flex Handle. 
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SET No. S-1 


12 Tools in MC-5 Metal Case 
12-1/2” x 3-3/4” x 2-1/4” 
SET No. S-1AH 
Same as above with all hex sockets 
Contains 11 12-Pt. 1/2” Dr. Sockets 
—3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16, 1” and S-52 Ratchet. 


SET No. S-2A 
9 Tools in MC-5 Metal Case 
12-1/2” x 3-3/4” x 2-1/4” 
SET No. S-2AH 


Same as above with all hex sockets 


Contains 8 12-Pt. 1/2” Dr. Sockets— 
1/2, 9/16, 11/16, 3/4, 7/8, 15/16, 1-1/16, 
1-1/4” openings and S-52 Ratchet. 


asaaanaagdad 


COMBO SET No. SP-1 
18 Tools in MC-15 Metal Case 
18” x 4-1/2” x 2” 


COMBO SET No. SP-1H 
Same as above but with all hex sockets 
Contains 11 12-Pt. 1/2” Drive Sock- 
ets—3/8 thru 1” openings, Tee Bar, 
Flex Head, Ratchet Head, Grip, 5” 
and 8” Extensions and Connector. 


1/2 Inch Square Drive STANDARD SUPERSOCKET® SETS 


eS 


SET No. S-3A 
11 Tools in MC-5 Metal Case 
12-1/2” x 3-3/4” x 2-1/4” 
SET No. S-3AH 

Same as above with all hex sockets 
Contains 10 12-Pt. 1/2” Dr. Sockets 
—7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 13/16, 

7/8, 15/16, 1-1/8” and S-52 Ratchet. 


20 Tools in MC-6 Metal Case 
12-1/2” x 3-3/4” x 2-1/4” 


SET No. S-4H 
Same as above with all hex sockets 
except31/32” and 1-3/16”, whichare12-point 
Contains 19 12-Pt. 1/2” Drive Sock- 
ets 3/8 to 1-1/4” and S-52 Ratchet. 


SET No. S-5A 
16 Tools in MC-7 Metal Case 
23” x 7-3/4" x 2-1/4” 
SET No. S-5AH 
Same as above but with all hex sockets 

Contains 10 12-Pt. 1/2” Drive Sock- 
ets—7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16 and 1” openings, S-15, 
8-41, S-52, S-110P, S-115P and S-140. 
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1/2 Inch Square Drive STANDARD SUPERSOCKET® SETS 1 Yo, 


SET No. S-5 
24 Tools in MC-7 Metal Case 
23” x 7-3/4” x 2-1/4” 


Contains 17 12-Pt. 1/2” Drive Sock- 
ets—3/8 to 1-1/4” openings. 

7 Attachments—Speeder, Sliding T 
Handle, Flex Handle, Reversible 
Ratchet, 2 Extension Bars and Uni- 
‘versal Joint. 


44 Tools in MC-8 Metal Case 
23-1/4" x 7-1/2” x 9-1/4” 


Contains 35 1/2” Drive Sockets— 
19 Regular with 12-point openings 3/8 
to 1-1/4”; 5 Universal with 12-point 
openings 1/2 to 3/4”; 11 Extra Deep 
with 12-point openings 1/2 to 1-1/8”. 

9 Attachments—Speeder, Sliding T 
Handle, Flex Handle, Reversible 
Ratchet, 2 Extension Bars, Universal 
Joint and 2 Drag Link Socket Bits. 


SET No. S-6A 
31 Tools in MC-7 Metal Case 
23” x 7-3/4" x 2-1/4" 

Contains 23 1/2” Drive Sockets— 
17 with 12-point openings 3/8 to 1-1/4”; 
6 Extra Deep with 12-point openings 
9/16 to 1”. 

7 Attachments—Speeder, Sliding T 
Handle, Flex Handle, Reversible 
Ratchet, Ratchet Spinner, 2 Extension 
Bars and Universal Joint. 


SET No. S 7D 


57 Tools in MC-8T Metal Case 
23-1/4” x 7-1/2” x 9-1/4” 


Contains 47 1/2” Drive Sockets— 
19 Regular with 12-point openings 3/8 
to 1-1/4”; 11 Regular with 8-point 
openings 5/16 to 1”; 5 Universal with 
12-poin' openings 1/2 to 3/4”; 12 Extra 
Deep 12-point openings 1/2 to 1-1/8”. 

9 Attachments—Speeder, Sliding T 
Handle, Flex Handle, Ratchet, Ratchet 
Spinner, 2 Extension Bars, Universal 
Joint and 2 Drag Link Socket Bits. 


THE BROADEST LINE OF ITS KIND 25 


= 


3/4 In. Square Drive HEAVY DUTY SUPERSOCKET@® WRENCHES 


Selected Alloy Steel 
HANDLES and PARTS 


H-51A 


HNX-130 
HNX-131 


HX-151 


H-A2 
No. PIECE 

H-Al Handle—Knuurled Grip, 20” long, for H-51A Head.........0.....0 cece cece eeseces 
H-A2 Handle—Plain, 20” long, for H-51A Ratchet Head... .....00.-.e0.0ccsceeecanseee 
H-20A Sliding. ToHandle—17-1/2" loves. fesse sareals, od,amidahnia Pens neon Veer ive we daletie 
H-41 Flex Handle—20” long; flexible head, knurled grip and cross hole for Sliding Bar... . 
H-41B Sliding Bar—3/4” round x 16” for H-41 and X-41..............ceuecececeseceves 
H-50 Ratchet—18” long; complete with Plug-Connector H-150..............000c0000es 
H-51 Reversible Ratchet—19” long. 24 teeth in Ratchet-gear instead of usual 16. Shift- 

lever FOVErSeS ACHION TNSCANELVG. << <05 005.0 Sateays <a ors eins ew ply. ode hep pdtere alae 
H-51A Reversible Ratchet Head—6-1/4” long. Mechanism same as H-51................- 
H-51Al1 Reversible Ratchet Head with Knurled Handle—24-1/2” long... .........0.0000ee 
H-51A2 Reversible Ratchet Head with Plain Handle—24-1/2” long. ..............000eeeee 
H-104 I XUSNSI OR DAT —— 14 LON Piasac erie. ois whe hoe es HSE A antec rahe wi ese eben 
H-110 XC ORION (DAK ——35% LON Brest nee «ease eaiane tia o.Sio kd or4ag Sasa mee aseras coke oe be aieltets 
H-115 PX tONALONMBAR—— Po by/27 OMe 52's, steresaeiiece aren sesh cle eid So oabigs areca orescence 
HNX-130 Adapter—3/4” square female and 1” square male..............0.cccceeeeececeees 
HNX-131 Adapter—3/4” square male and 1” square female. ......:........ececececeeereres 
H-140 (Uniyersal—approximate range 1400. 3) fe iisieie a ciao sities Bae clas «.cuielode pawwierne wrens 
H-150 Plne-Connector Lor H-90s At Chet airays.:-7 c= he ae Stake slsers calierslacs eve Soe ck es ws alors ees 
HX-151 Adapter—1” square male and 3/4” square male... .........0....escceeeeccecece® 


SSE = _==== 
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3/4 In. Square Drive HEAVY DUTY SUPERSOCKET® WRENCHES 3, 


Selected Alloy Steel 


Opening No. 
REGULAR 
12-POINT SOCKETS 
7/8 H-1228 | 2 


Length 


1- 5/8 H-1252 | 2— 5/8 
1-11/16 | H-1254 | 2- 3/4 
1- 3/4 H-1256 | 2-13/16 
1-13/16 | H-1258 | 2-13/16 
- 7/8 H-1260 | 2-29/32 
2 H-1264 | 3 


H-1272 | 3— 1/2 


EXTRA DEEP 
12-POINT SOCKETS 


15/16 | HD-1230 | 3-1/4 
1 HD-1232 | 3-1/4 
1-1/16 HD-1234 | 3-1/4 
1-1/4 HD-1240 3-1/4 
1-7/16 HD-1246 | 3-1/2 
1-1/2 HD-1248 | 3-1/2 


SET No. H-2A 


13 Tools in MC-10 Metal Case 
2034 x 5144 x 414” 

Contains 10 Supersockets® with 12-point 
openings, 1, 1-1/16, 1-1/8, 1-1/4, 1-5/16, 
1-7/16, 1-1/2, 1-5/8, 1-11/16, and 1-13/16”. 

3 Attachments—Sliding T Handle and 2 Ex- 
tension Bars. 


SET No. H-1A 5 
9 Tools in MC-10 Metal Case 


2034 x 54% x44” 


Contains 8 Supersockets® with 12-point 
openings, 7/8, 15/16, 1-1/16, 1-1/4, 1-7/16, 
1-5/8, 1-13/16, 2” and H-20A Sliding T Handle. 


SET No. H-3A 
20 Tools in MC-9T Metal Case 
2344 x74x94” 


Contains 12 Supersockets® with 12-point 
openings, 1, 1-1/16, 1-1/8, 1-1/4, 1-5/16, 
1-7/16, 1-1/2, 1-5/8, 1-11/16, 1-13/16, 1-7/8 
and 2”. 

8 Attachments—Sliding T Handle, Flex 
Handle and Bar, Reversible Ratchet, 3 Exten- 
sion Bars and Universal Joint. 


SET No. H-4 
32 Tools in MC-9T Metal Case 
2344x7144 x 914” 

Contains 23 Supersockets® with 12-point 
openings, 7/8, 15/16, 31/32, 1, 1-1/16, 1-1/8, 
1-3/16, 1-1/4, 1-5/16, 1-3/8, 1-7/16, 1-1/2 
1-9/16, 1-5/8, 1-11/16, 1-3/4, 1-13/16, 1-7/8, 
2, 2-1/16, 2-1/8, 2-3/16 and 2-1/4”. 

9 Attachments—Sliding T Handle, Flex 
Handle and Bar, Reversible Ratchet Head with 
separate Handle, 3 Extensions and Universal 
Joint. 
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1In. Sq. Dr. EXTRA HEAVY DUTY SUPERSOCKET® WRENCHES 
Selected Alloy Steel 
HANDLES and PARTS 


‘X-20C 


X-115 X-20B 


X-51 


No. PIECE 


X-20B Sliding Handle—1” diameter, 20” long. . 
X-20C Adapter for Sliding Handle X-20B © oo .ca/oieiclerae we dias 0 obs ose siete a 
X-41 ue Mendig of long; flexible head, knurled grip and cross hole for ‘ 
LSA Pick Sato OCIS ITER FOE ETO ics cect oe Re a IO Me RRA LPS Ne 

X-51 “Superratchet’”’—Reversible—25” long, 24 teeth in Ratchet-gear instead of the usual 
16. Shift-lever reverses action instantly... .. 2.2.0... ccc cccce ence sucecucceeces 

X-110 Extension Bar—9” long. Has cross hole for Sliding Handle X-20B... Ba 
X-115 Extension Bar—18” long. Has cross hole for Sliding Handle X-20B..............0005 
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Selected Alloy Steel 


1 In. Sq. Dr. EXTRA HEAVY DUTY SUPERSOCKET® ae i | 


Sockets are cross-drilled 
to receive Sliding Handle. 
4} “Lock-Socket”’ device pro- 
J vides a positive lock be- 
~ tween sockets and attach- 
ments. To release, press 
button on socket and pull. 


Opening | No. | Length 
12-POINT SOCKETS 
1- 1/16 X-1234 2-23/32 


SET No. X-3 
12 Tools in MC-11 Metal Case 
2944 x8x4y” 


Contains 7 Supersockets® with 12- 
poirt openings, 1-1/4, 1-7/16, 1-5/8, 
1-13/16, 2, 2-3/16 and 2-3/8". 

5 Attachments—Sliding Handle and 
Adapter, Reversible Ratchet and 2 
Extension Bars. 


SET No. X-1 
18 Tools in MC-11 Metal Case 
294% x8x 44” 

Contains 12 Supersockets® with 12- 
point openings, 1-1/16, 1-1/8, 1-1/4, 
1-7/16, 1-1/2, 1-5/8, 1-13/16, 1-7/8, 
2, 2-3/16, 2-1/4 and 2-3/8". 

6 Attachments—Sliding Handle, 
Adapter, Flex Handle, Ratchet and 
2 Extension Bars. 


26 Tools in MC-12 Metal Case 
304% x 11% x 434” 


Contains 20 Supersockets® with 12- 
point openings, 1-1/16” thru 3-1/8”. 


6 Attachments—Sliding Handle, 
Adapter, Flex Handle, Ratchet and 
2 Extension Bars. 


ee 
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WILLIAMS’ SUPERECTOR® RATCHET WRENCHES 
Industrial Gray Finish 


Only WILLIAMS’ SUPERECTOR® 
offers all the following advantages: 


QUADRUPLE PAWLS. Two pawls engaging 2 teeth for both ON and OFF 
rotation of nuts, providing increased bearing and strength. 

HANDLE drop-forged (not cast) from special high grade steel. 

GEAR TEETH. 20 teeth in ALL socket gears instead of the usual 16 teeth. 


SHIFTER. When in neutral, completely disengages all gears for easy insertion 
and removal of the Socket. A flip of the lever reverses the action of the wrench. 


SOCKETS have hole through center; turn nuts on any length of bolt. All are 
heat-treated for maximum strength. 


WRENCHES ONLY, without SOCKETS SOCKETS ONLY — Hex and Square 
Nominal 
Number Length Opening, eo te 
Size Hex Square 
E1-24 24 Across Flats Socket Socket 
E1-36 36 ia, ag Le eee a ee rs es 
a oe E1 SOCKETS below 
E1 Sockets fit both above Wrenches only fit E1-24 and E1-36 Wrenches ONLY 
E2-36 | 36 1 SPA aeons E1-416 
E2-48 48 1- 1/16 E1-617 E1-417 
1- 1/8 E1-618 E1-418 
E2 Sockets fit both above Wrenches only 1- 1/4 E1-620 E1-420 
SS ee ee 1- 5/16 E1-621 E1-421 
E3-48 | 53 1- 7/16 E1-623 E1-423 
a 1- 1/2 E1-624 E1-424 
E3 Sockets fit the above Wrench only 1- 5/8 E1-626 E1-426 
ee 1-11/16 EE U=O27 = lest ss et Sore 
1- 3 B1-628 ora aecosoersciere 
1-13/16 E1-629 E1-429 
1- 7/8 E1-630 E1-430 
2 E1-632 E1-432 
2- 1/16 Ebs633s0) enc sheen 8 
2- 3/16 E1-635 E1-435 
2- 1/4 E1-636 E1-436 


E2 SOCKETS below 
fit E2-36 and E2-48 Wrenches ONLY 


2 E2-632 E2-432 
2- 3/16 E2-635 E2-435 
2- 3/8 E2-638 E2-438 
33a | | Ba-eda Eada 
SET No. E1-12 2-15/16 E2-647 E2-447 
12 Pieces 3- 1/8 E2-650 E2-450 
In Wooden Box 36 x 6 x 5-1/2” E3 SOCKETS below 


Contains geupeeeere Wrench ae fit ai eshalle cae se = 
and 11 Sockets: 4 Square—1-1/16, 3-1/8 5 - 

1-1/4, 1-7/16 and 1-5/8". 7 Hex— 308 ee es 
1-1/16, 1-1/4, 1-7/16, 1-5/8, 1-13/16 4-1/4 E3-668 E3-468 
2 and 2-3/16". 4-5/8 E3-674 E3-474 
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WILLIAMS’ COMBINATION DRIVE SUPERSOCKET® SETS 


a 


SET No. MBS-1 

1/4, 3/8 and 1/2” Square Drives 
47 Tools in MC-1 and MC-9T Metal Cases 

84 x 244 x 114” and 2344 x 74 x 914” 

SUPERSOCKETS® 

9 1/4” Drive Sockets—with 3/16, 
7/32, 1/4, 9/32” 6-point openings and 
5/16, 11/32, 3/8, 7/16, 1/2” 12-pt. opgs. 

7 3/8” Drive Sockets—with 3/8, 7/16, 
1/2, 9/16, 5/8, 11/16 and 3/4” 12-pt. opgs. 

9 1/2” Drive Sockets—with 1/2, 9/16, 
5/8, 11/16, 3/4, 13/16, 7/8, 15/16 and 
1” 12-point openings. 

ATTACHMENTS 

6 1/4” Drive—M-42, M-51, M-102, 
M-106, MB-130 and MB-131. 

9 3/8” Dr.—B-15, B-20A, B-40, B-52, 
B-110, B-115, BS-i30, BS-131, B-140. 

7 1/2” Drive—S-15, S-20A, S-41, 
8-52, S-110P, S-115P and S-140. 


TORQUE MEASURRENCH® SET 


SET No. T4-58 In Metal Case 
For complete description of torque 
wrenches see Pages 18 and 22. 


No. Sq. Dr. Size 


Capacity 


B-58A 3/8” 0 to 150 inch lbs. 
B-58 3/8” 0 to 600 inch Ibs. 
S-58A 1/2” 0 to 100 foot lbs. 
S-58 1/2” 0 to 200 foot Ibs. 


SET No. SH-10C 
1/2 and 3/4” Square Drives 
41 Tools in MC-9T Metal Case 
2344 x74%x9" 
SUPERSOCKETS® 

15 1/2” Drive Sockets—with 3/8, 
7/16, 1/2, 9/16, 19/32, 5/8, 21/32, 
11/16, 3/4, 25/32, 13/16, 7/8, 15/16, 
31/32 and 1” 12-point openings. 

10 3/4” Drive Sockets—with 1-1/16, 
1-1/8, 1-3/16, 1-1/4, 1-5/16, 1-3/8, 
1-7/16, 1-1/2, 1-9/16 and 1-5/8” 12- 
point openings. 

ATTACHMENTS 

9 1/2” Drive—Nos. S-15, S-20A, 
8-41, 8-52, S-110P, S-I15P, §-140, 
SH-130 and SH-131 Adapters. 

7 3/4” Drive—Nos. H-20A, H-41, 
H-51, H-104, H-110, H-115 and H-140. 


S-57 TORQUE MEASURRENCH® 


No. S-57 
In Metal Case 


An outstanding torque wrench for 
sight or sound reading. For complete 
description see Page 22. 


Length 
19-1/2 


No. Capacity 
S-57 20 to 200 foot lbs. 


= 
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WILLIAMS’ SUPERSOCKET® SETS 


i 
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SUPERCHEST SET No. 2001B 
143 Tools in MC-2001 Metal Chest, 25-7/8” x 12-1/8” x 14-1/2” 


With hex or 12-point socket openings from 5” thru 154” and a variety of drivers 
in 14”, 34”, 144” and 34” drives this becomes a remarkably versatile set. Any detacha- 
ble socket tool a mechanic could possibly desire can be “‘tailor-made”’ instantly from 
this amazingly wide selection. Adapters in each of the drive sizes make it possible to 
use drivers of one size with sockets of the next larger drive size. 


In addition to an extremely flexible socket wrench system, this set is adequately 
filled with midget open-end wrenches, combination open end-box wrenches, adjust- 
able wrenches, pliers, punches, chisels and screwdrivers plus a ball pein hammer, 
feeler gauge set and a 4” capacity chain wrench. 


The wide range of work that can be covered by such a comprehensive set as this 
makes it ideal for general maintenance mechanics, millwrights, mechanical equip- 
ment repairmen, general contractors, mechanics on unit-type assembly lines, 
automotive mechanics and many others. With this set the operator is sure to have 
the right tool at the right time. 


Reinforced, welded construction of the sturdy MC-2001 six-drawer metal chest 
will provide many years of safe, convenient storage not only for the tools in this set 
but for many others that may be added from time to time. All drawers operate on 
smooth, easy glide runners and are conveniently divided. A sturdy cylinder lock 
actuates the latch bar that secures the hinged drop cover at both ends. 


For those who desire personal identification, a return card is included for ordering 
a heavy brass, engraved nameplate at nominal charge. 
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WILLIAMS’ SUPERCHEST SET No. 2001B 
Contents 


SUPERSOCKETS® 
1/4” Drive:—4 6-point openings, 3/16 to 9/32”; 5 12-point openings 5/16 to 1/2”. 
3/8” Drive:—7 Regular with 12-point openings 3/8 to 3/4” ; 7 Universals with 
12-point openings 3/8 to 3/4”. 
1/2” Drive:—15 Regular with 12-point openings 3/8 to 1”; 4 Extra Deep with 
12-point openings 11/16 to 1”. 
3/4” Drive:—12-point openings 1-1/16 to 1-5/8”. 

SUPERSOCKET® ATTACHMENTS 

1/4” Drive:—Nos. M-20A, M-51, M-106, MB-130, MP-1 and MP-2. 
3/8” Drive:—Nos. B-15, B-20A, B-40, B-52, B-70, B-108, B-110, B-115, B-140, 
BP-2, BP-3, BP-4 and BS-130. 
1/2” Drive:—Nos. 8-10, 8-15, S-20A, S-41, S-52, 8-55, S-70, S-110P, S-115P, 
8-121P, S-140 and SH-130. 
3/4” Drive:—Nos. H-20A, H-41, H-51, H-104, H-110, H-115 and H-140. 

SUPERRENCHES® 
Midget Pattern:—15° angle openings 13/64 to 3/8”, Nos. 1106, 1107, 1108, 
1108A and 1109. 
Open End-Box Pattern:—openings 5/16 to 1”, Nos. 1159, 1160, 1161, 1162, 1163, 
1164, 1165, 1166, 1167A, 1167, 1168 and 1170. 

SUPERJUSTABLES® 
One each—6” and 12”—Capacity 0 to 1-5/16". 

PLIERS 
No. 6 Combination Slip-Joint Pliers, 6” long. 
No. 46 Diagonal Cutting Pliers, 6” long. 
No. 76 Needle Nose Side Cutting Pliers, 6” long. 
370 Combination Slip-Joint Pliers with Side Cutter, 7” long. 
1519A Rib-Joint Ignition Pliers, 5” long. 
1520A Rib-Joint Utility Pliers, 10” long. 
1522 Rib-Joint Heavy Duty Pliers, 14” long. 
REGULAR SCREW DRIVERS 
Square Blades—4, 6, 8 and 12” long. 
Round Blade Electricians’—3, 6 and 10” long. 
Regular Stubby—Blade, 1-1/4” long. 
PHILLIPS SCREW DRIVERS 

Including Stubby—fit entire range of Phillips Screws. 


PUNCHES AND CHISELS 
Pin Punches—with points 1/8, 3/16 and 1/4”. 
Solid Punches—with points 3/32 and 1/8”. 
Long Taper Punches—with points 5/32 and 3/16”. 
Prick Punch—5” long. 
Center Punch—5” long. 
Cold or Flat Chisels—4-3/4 to 7” long. 


BALL PEIN HAMMER 
No. 2-0 Ball Pein Hammer, 3/4 lb., 13-1/2” long. 
MISCELLANEOUS TOOLS 


No. CW-4 Chain Wrench, 11” long, 3/8 to 4” O.D. Capacity. 
No. GS-1 Master Feeler Gauge Set. 


ED 
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WILLIAMS’ SUPERSOCKET® SETS 
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SUPERCHEST SET No. 1001B 
102 Tools in MC-1001 Metal Chest, 22-5/8” x 10-1/8” x 10” 
SUPERSOCKETS® 
9 1/4” Drive:—4 6-point openings 3/16 to 9/32”; 5 bab ae openings 5/16 to 1/2”. 
7 3/8” Drive:—Regular with 12-point openings 3/ 8 to 3/4 
19 1/2” Drive:—15 Regular, 12-pt. openings 3/8 to 1”; 4 Extra Deep, 12-pt. openings 11/16 to 1”. 
7 3/4” Drive:—With 12-point openings 1-1/16 to 1-5/8” : 
SUPERSOCKET® ATTACHMENTS 
3 1/4” Drive:—Nos. M-20A, M-51 and M-106. 
11 3/8” Drive:—Nos. B-15, B-20A, B-40, B-52, B-108, B-110, B-115, B-140, BP-2, BP-3, BP-4. 
8 1/2” Drive:—Nos. S-15, S-20A, S-41, S-52, S-110P, S-115P, S-121P and S-140. 
7 3/4” Drive:—Nos. H-20A, H-41, H-51, H-104, H-110, H-115 and H-140. 
SUPERRENCHES® 
5 Midget Pattern—15° angle openings 13/64 to 3/8”, Nos. 1106, 1107, 1108, 1108A and 1109 
2 Open End-Box Pattern—openings 5/16 to 1”, Nos. 1159, 1160, 1161, 1162, 1163, 1164, 1165, 1166, 
11674, 1167, 1168 and 1170. 


SUPERJUSTABLES® 
One each Nos. 6L, 6” and 10L, 10” Lockajust Wrenches. 
PLIERS 

76 Needle Nose Side Cutting Pliers, 6” long. 
370 Combination Slip-Joint Pliers with Side Cutter, 7” long. 
1519A Rib-Joint Ignition Pliers, 5” long. 
1520A Rib-Joint Utility Pliers, 10” long. 

SCREWDRIVERS 
Square Blades—4, 6, 8 and 12” long. 
Pocket with Clip, 2-1 /4” long. 
hillips—Nos. 1, 2 and 3 Drive. 


WILLIAMS’ HEX BIT SOCKET SETS 
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SET No. AL-102A SET No. AL-102B 
13 Tools in MC-13 Metal Case 13 Tools in MC-13 Metal Case 
1246 x5x 1” 1244 x5x 14” 
Contains 10 Hex Bit Sockets with Contains 10 Hex Bit Sockets with 


1/8, 5/32, 3/16, 7/32, 1/4, 5/16, 3/8, 1/2, removable hex bits—1/8, 5/32, 3/16, 
9/16 and 5/8” hex sizes, Nos. M-42, 7/32, 1/4, 5/16, 3/8, 1/2, 9/16, 5/8”, 
B-40 and S-40 Flex Handles. Nos. M-42, B-40 and 8-40 Flex Handles. 
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WILLIAMS’ SUPERSOCKET® SETS 


TIN 


SET No. DLS-70A 
FOR GENERAL DIESEL ENGINE SERVICE 
84 Tools in MC-1001 Metal Chest, 22-5/8 x 10-1/8 x 10” 


SUPERSOCKETS® 


18 Standard Pattern—with 3/8, 7/16, 
1/2, 9/16, 19/32, 5/8, 11/16, 3/4, 25/32, 
13/16, 7/8, 15/16, 31/32, 1, 1-1/16, 
1-1/8, 1-3/16 and 1-1/4” 12-point 
openings. 

12 Heavy Duty Pattern—with 7/8, 
15/16, 1, 1-1/16, 1-1/8, 1-3/16, 1-1/4, 
1-5/16, 1-3/8, 1-7/16, 1-1/2 and 1-5/8” 
12-point openings. 


SUPERSOCKET® ATTACHMENTS 


7 Standard Pattern—Nos. 8-15, 
8-20A, 5-41, S-52, S-110P, S-115P and 
8-140. 

7 Heavy Duty Pattern—Nos. H-20A, 
H-41, H-41B, H-104, H-110, H-115 
and H-140. 


PUNCHES 


3 Pin Punches—with points 1/8, 
3/16 and 1/4”. 2 Solid Punches—with 
points 3/32 and 1/8”. 2 Long Taper 
Punches—with points 5/32 and 3/16”. 

1 Prick Punch—5” long. 1 Center 
Punch—5” long. 


SUPERRENCHES® 


10 15° Angle Offset-Box Pattern— 
with 3/8 x 7/16, 7/16 x 1/2, 1/2 x 9/16, 
9/16 x 5/8, 5/8 x 3/4, 11/16 x 3/4, 
3/4 x 7/8, 15/16 x 1, 1-1/16 x 1-1/8 
and 1-1/16 x 1-1/4” openings. 

8 15° Angle Double Head Engineers’ 
Pattern—with 3/8 x 7/16, 1/2 x 9/16, 
5/8 x 3/4, 11/16 x 25/32, 3/4 x 7/8, 
15/16 x 1, 1-1/16 x 1-1/8 and 1-1/8 x 
1-1/4” openings. 

1 Short Double Offset Box—5/8 x 
3/4” openings. 

SCREW DRIVERS 

2 Screw Drivers—with round blades 

8 and 12” long. 
PLIERS 

1 Side Cutting Pliers—7” long, 

1 Diagonal Cutting Pliers—6” long. 
MISCELLANEOUS TOOLS 

1 1-1/2 lb. Ball Pein Hammer. 

1 8” Superjustable® Wrench. 
CHISELS 


7 Cold or Flat Chisels—4-3/4 to 
8” long. 


Se 
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WILLIAMS’ GENERAL SERVICE SET 


SET No. GS-101 
64 Tools in MC-8T Metal Case, 23-1/4 x 7-1/2 x 9- 1/4" 


SUPERSOCKETS® 
9 3/8” Drive—1 6-point opening 1/4”; 
8 with 12-point openings, 5/16 to3/4”. 
' 12 1/2” Drive—11 Regular with 12- 
point openings, 3/8 to 1”; 1 Extra 
Deep 12-point opening, 13/16”. 


ATTACHMENTS 
9 3/8” Drive—B-15, B-20A, B-40, 
B-52, B-110, B-115, BS-130, BS-131 
and B-140. 
7 1/2” Drive—S-15, S-20A, S-41, 
8-52, S-110P, S-115P, S-140. 


WRENCHES 
11 Open End-Box Superrenches® open- 
ings 3/8 to 1”. 
2 Locking Adjustables—6” and 10”. 


MISCELLANEOUS TOOLS 
4 Pliers—No. 6, 8, 1519A and 1520A. 
3 Cushion Grip Screw Drivers—Nos. 
4G, 6G and 8G. 

2 Chisels—Nos. C-16 and C-24. 

3 Punches—Nos. P-4, P-6 and P-8. 

1 Ball Pein Hammer—No. 2-0. 

1 Feeler Gauge Set—No. GS-1. 


WILLIAMS’ REFRIGERATION SERVICE SET 


SET No. R-19A 


20 Tools in MC-3 Metal Case 
7-3/4" x 3-1/2” x 1-1/4” 


In addition to regular 4 and 8-point 
1/4” drive and 12-point 3/8” drive 
sockets this set contains 6 special 1/4” 
drive sockets plus a special ratchet for 
servicing and repairing all makes of 
electric refrigerators. 


Contains 1 each 1/4” Drive—Nos. 
MR-51, M-20A, M-115, M-150, M-406, 
M-407, M-408, M-810, M-812,, MR-2, 
MR-4, MR-6, MR-8, MR-10, MR-15; 
3/8” Drive—Nos. B-110, B-1214, B- 
1216, B-1218 and BM-150. See Pages 
14, 16 and 17 for descriptions. 
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WILLIAMS’ 
ELECTRICIANS’ SERVICE SET 


WILLIAMS’ 
OILERS’ MAINTENANCE SET 


SET No. PM-1 
48 Tools in MC-7 Metal Case 
23 x 7-3/4 x 2-1/4" , 
For repair of small and medium 
size motors and electrical apparatus. 
1/4” DRIVE 
Four 6-Pt. Sockets, 3416, %2, 4, 932”; five 12- 
Pt. Sockets, 16, 1442, 34, Ke, wh ; Sliding Tee, 
Ratchet, Spinner Handle. 
3 ” DRIVE 
Seven 12-Pt. Sockets, 34, 46, 4%, %6, 56, 1Me, 
34”; Ratchet and Spinner, 3” Extension. 
MISCELLANEOUS TOOLS 
6” and 8” Adjustables; 11 Hex Key Wrs.; 
4” Sa. eae 3”, 6”, 10” Electricians’, Pocket, 
Nos. 1, 3 Phillips Screwdrivers; Ge Diagonal 
Avie 6” Chain Nose, 8” Lineman’s, 5” and 
10” Rib-Joint Pliers. 


SET No. PM-9 


49 Tools in MC-7 Metal Case 
23 x 7-3/4 x 2-1/4” 


For equipment oilers for instant 
repairs on oil and hydraulic lines. 


WRENCHES 

6” and 8” Pray stables; nine Flare Nut, %%, 
Kio, 4, 46, 94, 146, 34, %, 1” openings; two 
Open End, 4 x %6, 146 x 146” openings. 

PLIERS, SCREWDRIVERS, CHISELS 

3 Pliers, " Diagonal Cutting, ae Slip-Joint, 
10” Rib- Joint; three Screwdrivers, 4, 6, 8” 
Square Blade; four Chisels, 34 and 44” Cold, 
and %” Diamond; 12 oz. Hammer, Set of 6 
Extractors with Drills; 11 Hex Key Wrenches; 
Tube Cutter and Flaring Tool. 


WILLIAMS’ MASTER ELECTRICAL INSTALLATION 
and BEINEENANGE SET 


| 
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SET No. PM-2 


109 Tools in MC-8T Metal Case, 23-1/4 x 7-1/2 x 9-1/4” 


1/4” DRIVE TOOLS 
4 6-Pt. Sockets, %6, 342, %,, 90”; 5 12-Pt. 
Sockets, 6, 142, 3%, we, 4”; Sliding Tee, 
Ratchet, Spinner Handle. 
3/8” DRIVE TOOLS 
7 12-Pt. Sockets, 34, Vis, 44, Me, 54, Me, 34”; 
Ratchet and Spinner, 3” Extension. 
1/2” DRIVE TOOLS 
8 12-Pt. Sockets, %6, 54, Me, 34, 1%46, 1%, 
1546, 1”; Flex Handle, Ratchet and Spinner, 
24% and "54" ee 
RENCHES 


Ww 
11 15°-75° Open End, Oe 1364, 742, 1564, 4, 
90, 46, 1142, 3%, Ho, 34”; 6&8” Adjbls.; Spanner. 


SCREWDRIVERS, PLIERS, CHISELS 


4, 6, 8 and 12” Square Blade; 3, 6 and 10” 
Electricians’; ; Pocket and Stubby; Nos. 1, 2and 
3 Phillips; 6” Diagonal Cutters, 6” Chain Nose, 
6” Bent Needle Nose, 8” Lineman’ 's, 8” Lock 
Ring, 5 and 10” Rib- ‘Joint; 44 and 34” Cold 
Chisels, 4” Pin and Center Punches. 


MISCELLANEOUS TOOLS 
34 and 2 lb. Ball Pein Hammers, Soft Face 
Hammer with med. and soft tips, 11 Hex Key 
Wrs., Set of 21 High Speed Drills %e to 3%”, 
Feeler Gauge, 14” Carbide Drill. 


ee 
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WILLIAMS’ BATTERY POWERED TRANSPORTER SET 


SET No. PM-7 
23 Tools in MC-14 Metal Case 
12-3/4 x 4-1/4 x 1-3/8” 


This small yet well designed assortment of 
tools will care for the normal run of required 
maintenance and service on battery powered 
hand-transporters. Such 12 volt DC powered 


equipment as Automatic, Steuding, Clark, age=———€ “__pey Bip ad 
Yale and Lewis-Shepard can be efficiently ait 
serviced with this set. ee) 


1/4” DRIVE TOOLS 


4 6-Pt. Sockets, 346, 342, 14, 942”; 5 12-Pt. MISCELLANEOUS TOOLS 

Sockets, 516, 1%2, 34, hie, 14”; Sliding Tee, 4 and 6” Adjustable Wrenches, Pocket and 6” 
Ratchet, 2” Extension, Spinner Handle, Uni- Screwdrivers, 5” Rib-Joint Pliers, 2 Open End 
versal, Nos. 1 and 2 Phillips Sockets. Wrenches with 34 x 46” and He x 14” openings. 


WILLIAMS’ LIFT TRUCK and PLANT TRACTOR MAINTENANCE SET 


a a 


== cmirsismaee (3) — >-—-«& 
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SET No. PM-8 


50 Tools in MC-9T Metal Case, 23-1/4 x 7-1/2 x 9-1/4” 

An excellent set for maintenance and repair of battery and gasoline 
powered jitneys, fork lift trucks, yard tractors and other materials 
handling equipment. H-1272 Socket with 214” 12-point opening is in- 
cluded for servicing Elwell Parker front wheels. Adapter SH-130 allows 
14” drive parts to be used with this 34” drive socket. SA-10 Hex Bit 
Socket is used for AS-1 series screwdriver bits and AP-1 series Phillips 
screwdriver bits. 

3/4” DRIVE TOOLS 


1/2” DRIVE TOOLS 1 12-Pt. Socket, 214” opening. 
15 12-Pt, Sockets, %4, Vis, 14, 916, 54, Hs 34, PLIERS 
1346, 1%, 1546, 1, 16, 1%, 1346, 114”; 1346” Deep 7” Battery, 13” Brake Spring, 10” Rib-Joint. 


Socket, 14 x 34” Adapter, Flex Handle, Ratchet, 


5% and 10344” Extensions, Universal, 1546” OPEN END-BOX WRENCHES 


Screwdriver Bit, 34 and }4” Hex Bit Sockets; 10 with 3%, His, 14, Ms, 54, Me, 94, 4, 1 and 
Socket with 36” inex opening for following— 1)4” openings. 
i 6, 72, 932, 46” Slotted Screw Bits, Nos. 1, 2, 3, FEELER GAUGES 

4 Phillips Hex Bits. 1 each Ignition and Spark Plug Sets. 
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WILLIAMS’ INDUSTRIAL MECHANIC and MACHINE REPAIR SET 
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SET No. PM-5 
76 Tools in MC-9T Metal Case, 23-1/4 x 7-1/2 x 9-1/4” 


1/2” DRIVE TOOLS 
15 12-Pt. Sockets, 34, Hie, 44, 6, 54, Me, %, 
1346, 1%, 146, 1, 146, 11%, 1346, 134”; 4 Hex Bit 
Sockets, 3%, , %e, %” hex; Flex Handle, 
Ratchet, 544 and 1034” Extensions, Universal, 
116” Screwdriver Bit. 
WRENCHES 
6, 8 and 10” Adjustables; 8 Open End-Box, 
Ko, ¥4, Vie, 4, Me, 34, 1346, 14”; 9 Flare Nut, 
%, He, 14, Vie, >4, Ne, 34, %, 1”. 


SPANNERS 
Adj. Hook for 34-2” and 2-434” diam. 


MISCELLANEOUS TOOLS 


SET No. PM-3 
72 Tools in MC-9T Metal Case, 23-1/4 x 7-1/2 x 9-1/4” 


WRENCHES 


20” Chain Pipe Tong; 11” Chain Wr.; 6 and 
10” Adjustables; 9 Flare Nut, 34, 46, 4, %e, %, 
1Me, 34, 1%, 1”; 8 Open End-Box, %6, 3%, Ke, 14, 
He, %, V6, 94” openings. 


CHISELS AND PUNCHES 


5 Chisels, 14, 54, 1” Cold, 316” Cape, 14” Rd. 
Nose; 2 Punches, 14” Pin, Center. 


PLIERS 
7” Slip Joint, 10 and 14” Rib-Joint. 
CUSHION GRIP SCREWDRIVERS 
4, 6, 8” Square Blade, Nos.:1, 2, 3 Phillips. 
SCREW EXTRACTORS 
6 for %, M4, %, 44, 34, 1” Pipe. 
MISCELLANEOUS TOOLS 

34 lb. Ball Pein Hammer; 11 Hex Key Wrs.; 
Set of 15 H. S. Drills, 46 to 44”; Tube Cutter 
and Flaring Tool. 


SS 
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WILLIAMS’ HEAVY MACHINERY INSTALLATION 
and MAINTENANCE SET 


With Mobile Tool Crib 


a a 


80 <& 


eee 
SET No. PM-6 


181 Tools in Mobile Tool Crib— 
TC-104C Platform plus TC-101 and TC-102 Cabinets 


Especially designed for heavy installation, maintenance and repair work en- 
countered in heavy industry and contracting fields. Range of socket and wrench 
openings from 74” thru 2/46” services all heavy series nuts and bolts from 4” to 114” 
diameter as well as most regular and finished series within this range. Styles of 
wrenches, adjustable, combination, open-end and structural are those proven most 
essential in this kind of work. Comprehensive selection of additional items assures 
having the right tool on the job at all times. 


Add to this splendid array of tools the convenience of Williams’ Mobile Tool 
Crib and you have a ready-set-go department that brings a well supplied tool crib 
right to the job. Lost time going back and forth for missing or forgotten tools can 
be entirely eliminated. 

TC-102 Chest has six drawers, TC-101 Chest has three drawers and large storage 
compartment so that tools can be conveniently segregated. There is plenty of extra 
space for special equipment and tools which a plant or contractor may wish to add 
for special requirements. 
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WILLIAMS’ HEAVY MACHINERY INSTALLATION 
and MAINTENANCE SET 


With Mobile Tool Crib 


SET No. PM-6 


Contents 


3/4” DRIVE TOOLS 


7 12-Pt. Sockets, 7/8, 15/16, 1, 1-1/16, 
1-1/8, 1-3/16 and 1-1/4” openings; 
Ratchet Head and 20” Handle, Flex 
Handle, 4, 8 and 15-1/2” Extensions, 
3/4x 1” and1x3/4” Adapters, Universal. 


1” DRIVE TOOLS 
9 12-Pt. Sockets, 1-7/16, 1-1/2, 1-5/8, 
1-13/16, 1-7/8, 2, 2-3/16, 2-1/4 and 
2-3/8” openings; Ratchet, 20” Handle 
with Tee Adapter, Flex Handle, 
9 and 18” Extensions. 


ADJUSTABLE WRENCHES 


5 Adjustables, 10, 12, 15, 18 and 24” 
sizes. 


OPEN END-BOX WRENCHES 
16 Combination Open End-Box, 7/8, 
15/16, 1, 1-1/16, 1-1/8, 1-1/4, 1-5/16, 
1-3/8, 1-7/16, 1-1/2, 1-5/8, 1-11/16, 
1-3/4, 1-13/16, 1-7/8 and 2” openings. 


OPEN END WRENCHES 


5 Single Head, 2-1/16, 2-3/16, 2-1/4, 
2-3/8 and 2-7/16” openings. 


STRUCTURAL WRENCHES 
13 Open End, 7/8, 1, 1-1/16, 1-1/8, 
1-1/4, 1-5/16, 1-7/16, 1-1/2, 1-5/8, 
1-11/16, 1-13/16, 1-7/8 and 2” openings. 


PLIERS 


7” Diagonal Cutting, 7” End Nippers, 
7” Slip Joint, 10 and 14” Rib-Joint. 


SCREWDRIVERS 


4 Square Blade, 4, 6, 8, 12”; 5 Round 
Blade, 4, 6, 8, 10 and 12”; 4 Phillips 
Nos. 1, 2, 3 and 4. 


CHISELS 


9 Cold, 1/4, 5/16, 3/8, 1/2, 5/8, 3/4, 
7/8, 1 and 1-1/8”; 4 Cape, 3/16, 1/4, 
5/16 and 3/8”; 2 Diamond, 1/4 and 5/8”; 
2 Round Nose, 1/4 and 3/8”; 3 12” 
Long Cold, 5/8, 3/4and 1”; Rivet Buster. 


PUNCHES 


6 Pin, 3/32, 1/8, 5/32, 3/16, 1/4 and 
5/16”; 5 Solid, 3/32, 1/8, 5/32, 3/16 and 
1/4”; 3 Taper, 5/32, 3/16 and 1/4”; 
2 Center, 5 and 6” long. 


BALL PEIN HAMMERS 
4 1, 1-1/2, 2 and 2-1/2 Pound. 


MISCELLANEOUS TOOLS 


Set of 11 Hex Key Wrenches; Set of 
15 High Speed Drills 1/16 thru 1/2”; 
2 Pinch Bars, 14 and 16”; Set of 6 
Screw Extractors with H. S. Drills; 
6 Screw Extractors for 1/2, 3/4, 1, 1-1/4, 
1-1/2 and 2” Pipe; 4 C-Clamps, two 2” 
and two 6”; 2 Feeler Gauge Sets, 
1 Master and 1 Piston. 
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WILLIAMS’ MASTER PIPE and STEAMFITTERS’ MAINTENANCE SET 
With Mobile Tool Crib 


SET No. PM-4B 


Same Tool Selection as No. PM-4A 
with TC-104C Platform plus TC-101 


and TC-102 
Cabinets. 
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SET No. PM-4A 


129 Tools in Mobile Tool Crib 
With TC-104C Platform and TC-102 Cabinet 


This assortment of tools has been carefully selected for efficient service on steam, 
water, oil, gas, chemical and hydraulic lines. Flange-Jacks and construction wrenches 
are provided for fast, easy gasket replacement on all types of flanges. Tube cutter, 
flaring tool and a wide range of flare nut wrenches will service copper tubing in- 
stallations of the most common sizes. Drills and screw extractors make easy work of 
removing broken bolts and pipe nipples. 

Detachable sockets in 14” and 34” drives, combination wrenches and other tools 
provide efficient service for valve replacement and repair. Chain wrenches in two 
sizes service pipe up to 6” diameter. 

The comprehensive selection of tools and the mobility of the Tool Crib make this 
a particularly valuable combination for time saving repair and installation work. 
This set cuts down lost time of workers going back and forth for missing or for- 
gotten tools. 


iJ eeenssnonee 
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WILLIAMS’ MASTER PIPE and STEAMFITTERS’ MAINTENANCE SET 
With Mobile Tool Crib 


SETS Nos. PM-4A and PM-4B 
Contents 


1/2” DRIVE TOOLS 
11 12-Pt. Sockets, 3/8, 7/16, 1/2, 
9/16, 5/8, 11/16, 3/4, 13/16, 7/8, 15/16 
and 1” openings; Flex Handle, Ratchet, 
2-1/2 and 5-1/2” Extensions, 1/2 x 3/4” 
and 3/4 x 1/2” Adapters. 


3/4” DRIVE TOOLS 
10 12-Pt. Sockets, 1-1/16, 1-1/8, 
1-3/16, 1-1/4, 1-5/16, 1-3/8, 1-7/16, 
1-1/2, 1-9/16 and 1-5/8” openings; Flex 
Handle, Ratchet and 4” Extension. 


ADJUSTABLE WRENCHES 
4 Adjustables, 6, 10, 15 and 18” sizes. 


CHAIN WRENCHES 


2 4” Capacity, 2 1 to 6” Capacity 
Chain Pipe Tongs. 


OPEN END-BOX WRENCHES 
8 Short Combination Open End-Box, 
5/16, 3/8, 7/16, 1/2, 9/16, 5/8, 11/16 
and 3/4” openings; 7 long, 13/16, 7/8, 
15/16, 1, 1-1/16, 1-1/8 and 1-1/4” 
openings. 


CONSTRUCTION WRENCHES 


5 Open End, 7/8, 1-1/16, 1-1/4, 1-7/16 
and 1-5/8” openings. 


FLARE-NUT WRENCHES 
11 with 3/8, 7/16, 1/2, 9/16, 5/8, 
11/16, 3/4, 7/8, 1, 1-1/16 and 1-1/8” 
openings. 


SCREWDRIVERS 
3 Square Blade, 4, 6 and 8”; 3 Phillips 
Nos. 1, 2 and 3. 
C-CLAMPS 
2 8” Cadmium Plated Welders’. 


PLIERS 
7” Slip-Joint, 10 and 14” Rib-Joint 


CHISELS 
3 Cold, 5/16, 5/8 and 1-1/8”; 3/16” 
Cape; 1/4” Round Nose; Rivet Buster. 
PUNCHES 
1/4” Pin and Center Punch. 


HAMMERS 
3/4 and 1-1/2 lb. Ball Pein. 


HEX KEY WRENCHES 
Set of 11 Hex Key Wrenches. 


SCREW EXTRACTORS 
9 For 1/8, 1/4, 3/8, 1/2, 3/4, 1, 1-1/4, 
1-1/2 and 2” Pipe. 
HIGH SPEED DRILLS 
Set of 15, 1/16 to 1/2” diameters. 


FLANGE-JACKS 


1 Pair of No. 20 for fast, easy, 
gasket replacement. 


TUBING TOOLS 
Tube Cutter and Flaring Tool. 
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WILLIAMS’ METAL CHESTS and ROLLER CABINETS 


MC-2001 and MC-3001 TC-101C TC-102C TC-103C 
Pape Inside Dimensions 
MOBILE TOOL CRIB BEANEOS Width | Depth | Height 
ASSEMBLY UNITS No. MG-2001 
Available in 6 combinations " eee ere ba he 
as illustrated below. Casters, Overall, 2574” wide, 1214” deep, 1434” high 
with load capacity ak a0 lbs. ea., 3 Top. Drawers of if : 1 10%, nee 
have ball bearings, lube fittings | 2 Middle Drawers 6’ 146 
. 1 921 ” ” uw 
and neoprene tires. TC-104C is Bottom Drawer Bases 1072 ater 
predrilled for fastening cabinets, Top Compartment 254%” | 11%” Q” 
made of 12 gauge steel. No. MG-3001 
3 Drawer Intermediate Chest 
a Total Weight, 29.8 Ibs. 
Overall, 257%” wide, 1214” deep, 834” high 
2 Top Drawers 2316” 10%” 11446” 
1 Bottom Drawer 2316” | 104%” | 334” 


No. TC-101C 3 Drawer Roller Cabinet with Casters 
Total Weight, 102 lbs. 
No. TC-101 3 wens Roller Cabinet without Casters 


No. TC-104C_ Total Weight, 96 lbs. 
Platform Unit Overall, 2634” wide, 1814” deep, 3134” high 


Bottom Compartment| 2614” 174%” 10” 


No. TC-102C 6 Drawer Roller Cabinet with Casters 
Total Weight, 127 Ibs. 
No. TC-102 6 Drawer Roller Cabinet without Casters 
Total Weight, 121 lbs. 
Overall, 2614” wide, 181%” deep, 3134” high 


2714 x 4034”—Weight, 82.5 lbs. 3 Drawers 2134” | 17%" | 3K" 


4 Top Drawers 2134” | 17%” | 234” 
2 Bottom Drawers 2134” 171%” 4%” 


No. TC-103C Open Roller Stand with Casters 
Total Weight, 68 lbs. 
No. TC-103 Open Roller Stand without Casters 
Total Weight, bs. 
Overall, 2614” wide, 18” deep, 3134” high 


See Order 
Instructions Below 


Bee oe 


Order TC-104C Order TC-104C Order TC-104C Order TC-104C Order TC-104C Order TC-104C 
plus TC-101. plus TC-102. plus TC-103. plusTC-10land piusTC-102and plusTC-10land 
TC-103. TC-103. TC-102. 
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WILLIAMS’ METAL CASES and CHESTS 


MC-1001 
3 Drawer Metal Chest 


225%” Wide, 1014” Deep, 10” High 
Top Drawer—20 14"x8 54”x114” 
Middle Drawer—20 4”x8 54”x2” 
Bottom Drawer—20 4’x8 34”x234” 


Heavy gauge steel, well reinforced 
and generously spot welded. Strong 
cylinder lock actuates bar that 
secures drop cover at both ends. 
TT-2 tote tray furnished. 


MC-10, MC-11, MC-12 


MC-1001 


MC-1, MC-2, MC-3, MC-5 
MC-6, MC-13, MC-14, MC-16 


a 


= MC-4, MG-7 
MC-15, MC-17 TT-3, TT-4 
TT-5, TT-6 
Measurements and drive size designations will aid in 
selecting metal cases when custom-making sets or in TT-1, TT-2 
finding the right size case for various sized assortments. ose 
All Williams’ metal cases are conveniently compartmented so that various types 
or classes of tools can be divided into handy groups. Each case offers years of 
trouble-free service. 


Dimensions Wet 
Width | Depth | Height | 1>s- 
.78 | 14” Drive Sets M-1, M-3A 


Used for Sets Nos. 


4, 7 

MC-2 34” 21346”| 134” Lea 34” Dr Sets B-1, B-14, B-14H, B-16, B-16H 
MC-3 734" | 316” 144" is 44” Drive Sets M-2, M-5, M-6, M-7A, R-19A 
MC-4 1914” | 5x¥4e”| 13%” | 2.9 14" & 3%” Drive Sets M-8B, B-4, B-4A 
MC-5 1244” | 334” | 214” 1.9 | 44” Drive Sets S-1A, S-2A, S-3A 
MC-6 1244” | 384” | 2144” | 2 44” Drive Set S-4 
MC-7 23” 734" | 234" 6.4 ae ured Sets B-5B, B-6B, S-5, S-5A, S-6A, 
MC-8 2314” 74” 91%” | 10.5 No Tray, 44” Drive Set S-7B 
MC-8T | 23144” | 744” | 914” | 14.6 | Includes TT-1, 44” Drive Set S-7D, PM-2, GS-101 
MC-9T | 2334” | 734” | 914” | 14.6 | Includes TT-1, 144” & 34” Dr Sets, H-3A, H-4, 
Seat || cements toe It Kaeo ell a tee MBS-1, SH-10B, PM-3, PM-5, PM-8 
MC-10 2034” 514” Ay” 8.3 34” Drive Sets H-1A, H-2A 
MC-11 2914” 8” 44” | 14.9 1” Drive Sets X-1, X-3 
MC-12 3014” | 1114” 434” | 26.4 1” Drive Set X-4 
MC-13 124%” e 14%" 2.1 | AL-102A, AL-102B 
MC-14 1294” 414” 194” 1.8 oe Drive Set BP-1, PM-7 
ere : é aie 2 s ae as Drive Set SP-1 
MC-17_| 1734” | 3” 2%e6”| 2.6 | 14” Drive Sets 8-9, S-9H 
MC-1001| 2254” | 101%” | 10” 36 1001B, DLS-70A 

-1 284" | 7” 1}6” | 4.1 | Fits MC-8, MC-8T, MC-9T 
TT-2 1844” | 714” 3. Fits MC-1001 and MC-2001 
TT-3 75%” Ti 34” .25 | $114” x 8%” ends, B-8, B-9 
TT-4 734" tT 14” _-41 | [114” x 34” ends, B-11, B-12 
TT-5 16%” i 14” -75 | 711346” x 1” ends 14” Drive Sets S-14, S-16 
TT-6 126” i 244” -84 | 7154” x 1¥e” ends 14” Drive Set S-18 
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1 ii “OQ”? SERIES—1/4 Inch Square Drive—POWER DRIVE SOCKETS 
4 For All Types of Power Wrenches 


Standard Length—Thin Wall 


Standard Standard 
Length Length 
f ai For Hardened Magnetic 
\e and For Hardened and 
’ Self-Tapping Self-Tapping 
Bolt Clearance Length Screws Screws 
Maximum Nominal Maximum Nominal 
, Dimensions Dimensions : Dimensions Dimensions 
Nominal 7 = Momieel : 
Opening O: Drive Diam.| Length | Depth ering aN Ce Dist Diam.| Length | Depth 
; End | Nose | Overall | Opening End | Nose | Overall | Opening 


STANDARD LENGTH—THIN WALL 
SINGLE HEXAGON OPENINGS 


Industrial Black Finish 


3/16 | 30-606 435 | .295 | 27/32 3/16 


7/32 30-607 | .485 | .380 | 27/32 | 13/64 


1/4 30-608 | .435 | .367 | 27/32 7/32 
9/32 30-609 | .435 | .411 | 27/32 | 15/64 


5/16 | 30-610 | .453| .453 | 27/32 | 1/4 
11/32 | 30-611 | .490| .490 | 27/32 | 9/32 


3/8 30-612 | .526 | .526 | 27/32 5/16 
7/16 | 30-614 | .606 | .606 | 27/32 9/32 


1/2 30-616 | .674 | .674 | 27/32 | 21/64 


BOLT CLEARANCE LENGTH 
SINGLE HEXAGON OPENINGS 


Industrial Black Finish 


STANDARD LENGTH 
SINGLE HEXAGON OPENINGS FOR 
HARDENED & SELF-TAPPING SCREWS 


Copper colored for positive identification 
3/16 | 20-606 | .440] .315 7/8 1/16 


1/4 | 20-608 | 440] 440] 7/8 7/64 
9/32 | 20-609 | .503 | .471] 7/8 7/64 
5/16 | 20-610 | .503 | .503| 7/8 1/8 

11/32 | 20-611 | .503 | .503| 7/8 1/8 
3/8 | 20-612 | .565| .565| 7/8 3/16 
7/16 | 20-614 | .628| .628| 7/8 | 15/64 
1/2 | 20-616 | .691| .691| 7/8 | 15/64 


STANDARD LENGTH 
SINGLE HEX OP’NGS.—MAGNETIC FOR 
HARDENED & SELF-TAPPING SCREWS 
Copper colored for positive identification 


1/4 | 10-608 | .440| .440| 2 7/32 
5/16 | 10-610 | .503| .503| 2 1/4 

3/8 | 10-612 | 565] .565| 2 5/16 
7/16 | 10-614 | .628| .628| 2 9/32 


3/16 | 20-606M | .440 | .315 7/8 1/16 
1/4 20-608M | .440 | .440 7/8 7/64 
9/32 | 20-609M | .503 | .471 7/8 7/64 
5/16 | 20-610M | .503 | .503 7/8 1/8 
11/32 | 20-611M_| .503 | .503 7/8 1/8 
3/8 20-612M | .565 | .565 7/8 3/16 


EXTENSIONS 


Male squares have spring plunger 


HEXAGON—SQUARE SHANKS 


Sail Md 


Male squares have spring plunger 


No. Length | Square Male |Square Female = No. Length | Square Male | Hex Male 
O-102A 2 1/4 1/4 0-02A 2 1/4 1/4 
O-106A 6 1/4 1/4 0-04A 4 1/4 1/4 
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“2” SERIES—3/8 Inch Square Drive—POWER DRIVE SOCKETS 
For All Types of Power Wrenches 8 


Bolt Clearance Length 


Maximum Nominal 
Nomipal Dimensions Dimensions 
Opening EENo: Diet Diam.| Length | Depth 

End | Nose | Overall | Opening 


STD. LENGTH—ALTERNATE DESIGN 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


5/16 | A2-610 | .690) .477 78 1/4 
3/8 | A2-612 | .690| .555| 15/16 | 5/16 


7/16 | A2-614 | .690| .636| 15/16 |. 9/32 
1/2 A2-616 | .716| .716 18 21/64 


: 4 1 
A2-620 | .878| .878] 1-1/8 29/64 
11/16 | A2-622 | .956| .956 | 1-1/8 29/64 
3/4 A2-624 | 1.034 | 1.034 | 1-3/16 9/16 


STANDARD LENGTH—THIN WALL 
DOUBLE HEXAGON OPENINGS 
Industrial Black Finish 


1/4 | 32-1208 | .659) .378] 15/16 ie 


/' 
11/16 | 32-1222 | .929] .929 | 1-1/8 29/64 
3/4 | 32-1224 | 1.002 | 1.002 | 1-3/16 9/16 


STANDARD LENGTH 
DOUBLE SQUARE OPENINGS 
Industrial Black Finish 


5/16 | 2-810 -690 | .565 7/8 1/4 
3/8 2-812 -690 | .650 | 15/16 5/16 
7/16 | 2-814 -753 | .753 | 15/16 | 15/64 
1/2 2-816 -878 | .878 | 15/16 | 19/64 
9/16 | 2-818 | 1.003 | 1.003 1 3/8 
5/8 2-820 | 1.128 | 1.128 | 1-1/8 25/64 


BOLT CLEARANCE LENGTH 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


5/16 ) 12-610 | .690| .477) 1-1/2 1/4 
3/8 12-612 | .690| .555| 1-1/2 5, 16 
7/16 | 12-614 | .690| .636 | 1-1/2 9/32 
1/2 12-616 | .716| .716| 1-1/2 | 21/64 
9/16 | 12-618 | .794| .794| 1-1/2 | 13/32 
5/8 12-620 | .878| .878| 1-1/2 | 29/64 
11/16 | 12-622 | .956| .956| 1-1/2 | 29/64 
3/4 12-624 | 1.034 | 1.034 | 1-1/2 9/16 


Standard Standard 
Length Length 
Magnetic 
Maximum Nominal 
a Dimensions Dimensions 
Nominal ~- 
Opening) No. Dave Diam.| Length | Depth 
End | Nose | Overall | Opening 


STANDARD LENGTH 

SINGLE HEXAGON OPENINGS FOR 
HARDENED & SELF-TAPPING SCREWS 
Copper colored for positive identification 


5/16 | 22-610 | .690 | .487 | 1-1/16 1/8 
3/8 22-612 | .690 | .548 | 1-1/16 3/16 
7/16 | 22-614 | .690 | .628 | 1-1/16 | 15/64 
1/2 22-616 | .716 | .716 | 1-1/16 | 15/64 


STANDARD LENGTH 
SINGLE HEX OP’NGS.—MAGNETIC FOR 
HARDENED & SELF-TAPPING SCREWS 
Copper colored for positive identification 


5/16 | 22-610M | .690 | .487 | 1-1/16 1/8 
3/8 | 22-612M| .690 | .548 | 1-1/16 3/16 
7/16 | 22-614M | .690 | .628 | 1-1/16 | 15/64 
1/2 | 22-616M| .716 | .716 | 1-1/16 | 15/64 
UNIVERSAL JOINT 
Male square 
has spring plunger 
No. Length |Square Female} Square Male 
2-140 1-23/32 3/8 3/8 
ADAPTER 
Male square 
has spring plunger 
Brake Glied-3/Sa4 | wa/S = med 
EXTENSIONS 
Male squares have 
spring plunger 
2-103A 3 
2-106A 6 
HEX-SQ. SHANKS ‘ oes 
Male squares have BES ug 
spring plunger ai 
2-02A 2 3/8 Sq. 1/4 Hex 
2-33A 2-3/4 3/8 Sa. 7/16 Hex 
2-35A 5 3/8 Sq. 7/16 Hex 
2-38A 8 3/8 Sa. 7/16 Hex 
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<> 


1 y “B ‘4’? SERIES—1/2 Inch Square Drive—POWER DRIVE SOCKETS 
2 For All Types of Power Wrenches 


Standard Length 


Bolt Clearance Length 


Bolt Clearance Length Surface Drive 


Maximum Nominal 
5 Dimensions Dimensions 
Nominal SaaS ages A 
Opening} No. Diam.| 
Drive | Diam.} Length | Depth 
End | Nose | Overall | Opening 


STANDARD LENGTH 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


3/8 | A4-612 ) .878) .608) 1-1/2 ) 5/16 
7/16 | A4-614 | .878| .691| 1-1/2 | 9/32 
1/2 | A4-616 | .940| .776| 1-1/2 | 21/64 
9/16 | A4-618 | .940| .857] 1-1/2 | 13/32 
19/32 | A4-619 | .899] .899] 1-1/2 | 5/16 
5/8 | A4-620 | .944| .944] 1-1/2 | 29/64 
11/16 | A4-622 | 1.025 | 1.025] 1-1/2 | 29/64 
3/4 | A4-624 | 1.108] 1.108] 1-1/2 | 97/16 
25/32 | A4-625 | 1.128|1.128| 1-1/2 | 7/16 
13/16 | A4-626 | 1.190| 1.190] 1-1/2 | 39/64 
7/8 | A4-628 |1.271| 1.271] 1-5/8 | 39/64 
15/16 | A4-630 | 1.357 | 1.357] 1-3/4 | 23/32 
1 A4-632 | 1.440 | 1.440| 1-3/4 | 35/64 
1-1/16 | A4-634 | 1.525 | 1.525] 2 13/16 
1-1/8 | A4-636 | 1.565 | 1.565] 2 13/16 
1-3/16 | A4-638 | 1.628 | 1.628] 2 7/8 
1-1/4 | A4-640 | 1.690 | 1.690] 2 29/32 


STANDARD LENGTH—THIN WALL 
DOUBLE HEXAGON OPENINGS 
Industrial Black Finish 


7/16 | 34-1214 | .888| .638 | 1- 1/2 9/32 
1/2 34-1216 | .888 | .716 | 1- 1/2 

9/16 | 34-1218 | .888| .797 | 1- 1/2 13/32 
5/8 34-1220 | .888 | .888 | 1-17/32 | 29/64 
11/16 | 34-1222 | .959| .959 | 1-17/32 | 29/64 
3/4 34-1224 | 1.029 | 1.029 | 1- 9/16] 9/16 
13/16 | 34-1226 | 1.107 | 1.107 | 1-19/32 | 39/64 
7/8 34-1228 | 1.187 | 1.187 | 1-41/64| 39/64 
15/16 | 34-1230 | 1.243 | 1.243 | 1-41/64 1 23/32 


STANDARD LENGTH 
DOUBLE SQUARE (8 PT.) OPENINGS 
Industrial Black Finish 


3/8 4-812 -878 | .715 | 1-1/2 5/16 
7/16 4-814 -940 


Maximum Nominal 
=e Dimensions Dimensions 
om re = 
perme ie Drive Diam.} Length | Depth 

End | Nose | Overall | Opening 


STANDARD LENGTH—SURFACE DRIVE 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


7/16 | A4-G14A | .878| .691] 1-1/2 9/32 
1/2 A4-616A | .940| .776| 1-1/2 | 21/64 
9/16 | A4-618A | .940| .857] 1-1/2 | 13/32 
5/8 A4-620A | .944] .944] 1-1/2 | 29/64 
11/16 | A4-622A | 1.025 | 1.025 1-1/2 | 29/64 
3/4 A4-624A | 1.108 | 1.108 | 1-1/2 9/16 
13/16 | A4-626A | 1.190 | 1.190 | 1-1/2 | 39/64 
7/8 A4-628A | 1.271 | 1.271 | 1-5/8 | 39/64 


BOLT CLEARANCE LENGTH 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


3/8 14-612 -878 | .608 | 3-1/4 5/16 
7/16 14-614 -878 | .691 | 3-1/4 9/32 
1/2 14-616 | .940| .776 | 3-1/4 | 21/64 
9/16 14-618 -940 | .857 | 3-1/4 13/32 
5/8 14-620 | .940) .940) 3 

11/16 14-622 | 1.025 | 1.025 | 3-1/4 | 29/64 
3/4 14-624 | 1.108 | 1.108 | 3 

13/16 14-626 | 1.190 | 1.190 | 3-1/4 | 39/64 
7/8 14-628 | 1.276 | 1.276 | 3-1/2 | 39/64 

15/16 14-630 | 1.357 | 1.357 | 3-1/2 | 23/32 

1 14-632 | 1.440 | 1.440 | 3-1/2 | 35/64 


BOLT CLEAR. LGTH—SURFACE DRIVE 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


7/16 | Al4-614A| .878| .691| 3-1/4 9/32 
1/2 A14-616A| .940 4 

9/16 | Al4-618A) .940 
5/8 A14-620A| .940 
3/4 A14-624A) 1.108 
13/16 | Al4-626A/ 1.190 


ADAPTERS 


Male squares have spring plunger 


No. Length |Square Female} Square Male 
4-2A 1- 1/2 1/2 3/8 
4-5A | 1-11/16 1/2 5/8 
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**5”? SERIES—5/8 Inch Square Drive—-POWER DRIVE SOCKETS 5g 
For All Types of Power Wrenches 8 


ACCESSORIES 
‘4’? SERIES—1/2” Square Drive 


‘Male squares have spring plunger 


UNIVERSAL JOINT Standard Standard 
Length Length 
Hex and Double Sq. Surface 
No. Length |Square Female} Square Male Openings Drive 
4-140 2-5/16 1/2 1/2 Maximum Nominal 
= ones Dimensions Dimensions 
se Nominal No i 
EXTENSIONS ee Opening) °°" | Bis™| Diam.| Length | Depth 
End | Nose | Overall Opening 


4-105A 5 1/2 1/2 
4-110A | 10 | 1/2 ile. 
HEXAGON 
SQUARE SHANKS 

4-33A 2-3/4 1/2 Sq. 7/16 Hex 
4-35A by 1/2 Sa. 7/16 Hex 
4-53A 3 1/2 Sq. 5/8 Hex 
4-55A 5 1/2 Sq. 5/8 Hex 


“5”? SERIES—5/8” Square Drive 


Male squares have spring plunger 


UNIVERSAL JOINT 


No. Length {Square Female} Square Male 
5-140 2-5/8 5/8 5/8 
ADAPTERS 
{Male Square has 


thru Pin Hole. 


STD. LENGTH—ALTERNATE DESIGN 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


1/2 | AS52616 ) 1.128) .816) 1-1/2 ) 21/64 
9/16 | A5-618 | 1.190] .851| 1-1/2 | 13/39 
19/32 | A5-619 | 1.190] .899| 1-1/2 | 5/16 
5/8 | A5-620 | 1.190] .940| 1-1/2 | 29/64 
11/16 | A5-622 | 1.190] 1.018 | 1-1/2 | 29/64 

A5-624 | 1.190] 1.108] 1-1/2 | 9/16 
13/16 | A5-626 | 1.190] 1.190| 1-5/8 | 30/64 

A5-628 | 1.271 | 1.271| 1-5/8 | 39/64 
15/16 | AS-630 | 1.357] 1.357 | 2 23/32 
1 A5-632 | 1.440] 1.440| 2 35/64 
1-1/16 | A5-634 | 1.525 | 1.525] 2 13/16 
1-1/8 | A5-636 | 1.608 | 1.608 | 2 13/16 
1-1/4 | A5-640 | 1.777| 1.777] 2 29/32 
1-5/16 | A5-642 | 1.853 | 1.853] 2 49/64 
1-3/8 | A5-644 | 1.936 | 1.936] 2-1/8 | 49/64 
1-7/16 | A5-646 | 2.003 | 2.003 | 2-1/4 | 49/64 
1-1/2 | AS-648 | 2.090 | 2.090 | 2-3/8 | 7/8 


STANDARD LENGTH 
DOUBLE SQUARE (8 PT.) OPENINGS 
Industrial Black Finish 


9/16 5-818 | 1.190 | 1.014] 1-1/2 3/8 
2 


No. Length |Square Female| Square Male 11/16 | 5-822 | 1.253 | 1.253 | 1-1/2 | 29/64 
ee | eee 5-824 | 1.315 | 1.815 | 1-1/2 17/32 
5-4A 1-7/8 5/8 1/2 13/16 | 5-826 | 1.407 | 1.407] 1-1/2 | 17/32 
5-6 2 5/8 13/4 5-828 | 1.516] 1.516 | 1-1/2 39/64 
15/16 5-830 | 1.614] 1.614] 1-3/4 5/8 
5-832 | 1.719] 1.719 | 1-3/4 21/32 
EXTENSIONS 1-1/16 5-834 | 1.836 | 1.836 | 2 3/4 
1-1/8 5-836 | 1.933 | 1.933 | 2 25/32 
No. Length |Square Female| Square Male STANDARD LENGTH—SURFACE DRIVE 
S| ee a ee Sees are SINGLE HEXAGON OPENINGS 
5-110A 10 5/8 5/8 Industrial Black Finish 
5/8 A5-620A | 1.190] .940) 1-1/2 29/64 
HEXAGON res 11/16 | A5-622A | 1.190 | 1.018} 1-1/2 | 29/64 
SQUARE SHANKS 3 z 3/4 A5-624A | 1.190 | 1.108 | 1-1/2 9/16 
13/16 | A5-626A | 1.190] 1.190 | 1-5/8 | 39/64 
5-53A 3 5/8 Sa. 5/8 Hex 7/8 A5-628A | 1.271 | 1.271 | 1-5/8 39/64 
5-55A 5 5/8 Sa. 5/8 Hex 15/16 | A5-630A | 1.357 | 1.357 | 2 
5-58A 8 5/8 Sq. 5/8 Hex 1 A5-632A | 1.440 | 1.440] 2 35/64 
5-63A 3 5/8 Sa. 3/4 Hex 1-1/16 | A5-634A | 1.525 | 1.525 | 2 
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3/." **6”? SERIES—3/4 Inch Square Drive—POWER DRIVE SOCKETS 
My For All Types of Power Wrenches 


For Pins and Rings 
to fit these sockets 
see Catalog No. 305 


Bolt Clearance Standard 
Length Length rae 
Maximum Nominal Maximum Nominal 
Dimensions Dimensions Dimensions Dimensions 
Nominal) No. | Diam. ‘NominalleueNo Dian 
Openin; Drive | Diam.| Length | Depth 3 se | Di 
ies End | Nose | Overall | Opening Gnaing Te ae bene Genin 
STANDARD LENGTH 
STANDARD LENGTH DOUBLE SQUARE (8 PT.) OPENINGS 
SINGLE HEXAGON OPENINGS Industrial Black Finish 
Industrial Black Finish 5/8 6-420 | 1.628 | 1.253 | 1-5/8 25/64 


3/4 6-424 | 1.628 | 1.503 | 1-3/4 | 17/32 


13/16 | 6-426 | 1.628] 1.628] 1-7/8 | 5/8 
5/8 | 6-620 | 1.628 | 1.096 | 1-3/4 | 29/64 13/16 | 6-826 | 1.628 | 1.628] 1-7/8 | 17/32 
11/16 | 6-622 | 1.628 | 1.159 | 1-3/4 | 29/64 7/8 6-628 | 1.628 | 1.753] 1-7/8 | 39/64 
3/4 | 6-624 | 1.628] 1.253 | 1-3/4 | 9/16 15/16 | 6-830 | 1.628] 1.815] 1-7/8 | 5/8 
25/32 | 6-625 | 1.628] 1.284] 1-3/4] 7/16 1 6-832 | 1.628] 1.940] 2 21/32 
13/16 | 6-626 | 1.628 | 1.378 | 1-7/8 | 39/64 1-1/16 | 6-834 | 1.753} 2.003 | 2 3/4 
7/8 | 6-628 | 1.628] 1.503 | 1-7/8 | 39/64 1-1/8 6-836 | 1.753 | 2.128] 2-1/8 | 25/32 
15/16 | 6-630 | 1.628 | 1.565 | 2 23/32 1-3/16 | 6-838 | 1.753 | 2.253 | 2-1/8 | 13/16 
1 6-632 | 1.628 | 1.628 | 2 35/64 1-1/4 6-840 | 1.753 | 2.378 | 2-1/8 | 29/32 
1- 1/16 | 6-634 | 1.628} 1.690] 2 13/16 1-5/16 | 6-842 | 1.753} 2.503} 2-1/4 | 49/64 
1-1/8 | 6-636 | 1.628] 1.753 | 2-1/8 | 13/16 1-7/16 | 6-846 | 1.753 | 2.628 | 2-1/4 | 49/64 
1- 3/16 | 6-638 | 1.628] 1.878] 2-1/4 | 7/8 
1- 1/4 | 6-640 | 1.753 | 2.003 | 2-1/4 | 29/32 ACCESSORIES 
13. | eceea | iires |2tas | 21/4 | 49/e4 ee ues 
1- 3/8 ~! . 5 7 have thr i 
tas) esis |e yeas | aye | 4 nee 
1-1/2 | 6-6 2 i i 
1- 8 6-652 | 1.878 | 2.440| 2-3/8 | 7/8 UNIVERSAL 
1-11/16 | 6-654 | 1.878 | 2.503 | 2-3/8 1 JOINT 
No. Length |Square Female} Square Male 
BOLT CLEARANCE LENGTH ee | ener 
SINGLE HEXAGON OPENINGS 6-140 3-5/16 3/4 3/4 


Industrial Black Finish 


5/8 | 16-620 | 1.628 | 1.096 | 3-1/4 | 29/64 ADAPTER 

11/16 | 16-622 | 1.628] 1.159] 3-1/4 | 29/64 

3/4 | 16-624 | 1.628] 1.253] 3-1/4 | 9/16 

DP oltiweries tise (anette - ea aaa a 

7/8 6-6 i i E z 5 

w/ie | 16-630 | 1.628 | 1.565 | 3.1/2 | 23/32 is Se ES CSE TT Res PR ee 

1 16-632 | 1.628 | 1.628] 3-1/2 | 35/64 

ts | aes [ioe] ia | Hh 

1-1/8 | 16-636 | 1. i 

Tei 16-638 | 1.628] 1.878] 3-1/2 | 7/8 EXTENSIONS 

1-1/4 | 16-640 | 1.753 | 2.003 | 3-1/2 | 29/32 

1-5/16 | 16-642 | 1.753 | 2.065| 3-1/2 | 49/64 

1-7/16 | 16-646 | 1.753 | 2.253 | 3-1/2 | 49/64 

1-1/2. | 16-648 | 1.753 | 2.315] 3-1/2 | 7/8 6-107 7 3/4 3/4 

1-5/8 | 16-652 | 1.753 | 2.440] 3-1/2 | 7/8 6-110 10 3/4 3/4 
6-113 13 3/4 3/4 


For Socket Servicing Budd Wheels in 3/4” Square Drive see Page 53 
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5 


“7°? SERIES—1 Inch Square Drive—POWER DRIVE SOCKETS 


For All Types 
of Power Wrenches 


Standard 
Length For Pins and Rings to 
fit these sockets see 
Catalog No. 305 
Maximum Nominal Maximum Nominal 
Dimensions Dimensions Dimensions Dimensions 
Nominal] No. Diam. Nominal | Diam. 
Opening’ Drive | Diam.} Length | Depth Opening} No. | Drive} Diam.| Length | Depth 
End | Nose | Overall | Opening End | Nose | Overall | Opening 
STANDARD LENGTH STANDARD LENGTH 
SINGLE HEXAGON OPENINGS SINGLE HEXAGON OPENINGS 
Industrial Black Finish Industrial Black Finish 
3/4 | 7-624 | 2.003 | 1.440) 2- 1/16] 9/16 inpreacleria : 
13/16 | 7-626 | 2.003 | 1.503 | 2- 3/16] 39/64 paper ieig apinent pat igs a 
7/8 7-628 | 2.003 | 1.534 | 2- 3/16 39/64 
15/16 | 7-630 | 2.003 | 1.596 | 2- 3/16] 23/32 4- 1/16 | 7-6130 | 3.265 | 5.780 4- 7/8 | 2- 7/16 
1 7-632 | 2.003 | 1.753 | 2- 1/4 35/64 4- 1/8 7-6132 | 3.265 | 5.780 | 4- 7/8 | 2-31/64 
1- 1/16 | 7-634 | 2.003 | 1.753 | 2- 1/4 13/16 4- 3/16 7-6134 | 3.265 | 6.030 | 5- 3/8 | 2-33/64 
1- 1/8 | 7-636 | 2.128 | 1.815 | 2-3/8 | 13/16 4-1/4 7-6136 | 3.265 | 6.030 | 5- 3/8 | 2- 9/16 
1- 3/16 | 7-638 | 2.128 | 1.878 | 2- 7/16] 7/8 4- 5/16 | 7-6138 | 3.265 | 6.030 | 5- 3/8 | 2-39/64 
1- 1/4 | 7-640 | 2.128 | 2.003 | 2- 7/16] 29/32 4- 3/8 7-6140 | 3.265 | 6.030 | 5- 3/8 | 2-41/64 
1- 5/16 | 7-642 | 2.128 | 2.065 | 2- 9/16] 49/64 4- 7/16 | 7-6142 | 3.265 | 6.030 | 5- 3/8 | 2-11/16 
1- 3/8 | 7-644 | 2.253 | 2.128] 2- 9/16] 49/64 4.1/2 7-6144 | 3.265 | 6.280 | 5- 3/4 | 2-47/64 
1- 7/16 | 7-646 | 2.253 | 2.253 | 2- 9/16 | 49/64 4- 9/16 | 7-6146 | 3.265 | 6.530 | 5- 3/4 | 2-49/64 
1-1/2 7-648 | 2.253 | 2.315 | 2- 5/8 7/8 4- 5/8 7-6148 | 3.265 | 6.530 | 5- 3/4 | 2-13/16 
1- 9/16 | 7-650 | 2.253 | 2.378 | 2- 5/8 7/8 4- 3/4 7-6152 | 3.265 | 6.780 | 5- 3/4 | 2-57/64 
1- 5/8 7-652 | 2.253 | 2.440 | 2- 5/8 7/8 4- 7/8 7-6156 | 3.265 | 7.030 | 6- 1/4 | 2-63/64 
1-11/16 | 7-654 | 2.253 | 2.565 | 2-11/16| 1 5 7-6160 | 3.265 | 7.280 | 6- 1/4 | 3- 1/16 
1- 3/4 7-656 | 2.253 | 2.628 | 2-11/16 1 5- 3/8 7-6172 | 3.265 | 7.780 | 6- 1/2 | 3- 5/16 
1-13/16 | 7-658 | 2.253 2.783 2- 3/4 1 5- 3/4 7-6184 | 3.265 | 8.280 | 6- 1/2 | 3- 9/16 
1- 7/8 7-660 | 2.253 | 2.753 | 2- 7/8 | 1- 3/32 TANDARD > 
15/16) art 602 2 203) P28 Redes) Defoe SQUARE & DOUBLE SQUARE OPENINGS 
2 7-664 | 2.253 | 3.003 | 2-15/16 | 1- 3/32 T d ial Black Finish 
2- 1/16 | 7-666 | 2.253 | 3.003 | 3- 1/16 | 1-13/64 ndustrial Black Finis 
2- 1/8 7-668 | 2.378 | 3.128 | 3- 1/8 | 1-13/64 3/4 7-424 | 2.003 | 1.878 | 2- 1/8 17/32 
2- 3/16 | 7-670 | 2.378 | 3.253 | 3- 1/8 | 1-13/64 25/32 | 7-425 | 2.003 | 1.940 | 2- 1/8 17/32 
2- 1/4 7-672 | 2.378 | 3.253 | 38- 1/4 | 1- 5/16 13/16 | 7-426 | 2.003 | 1.940 | 2- 1/8 17/32 
2- 5/16 | 7-674 | 2.378 | 3.378 | 3- 5/16 | 1- 5/16 7/8 7-428 | 2.003 | 2.003 | 2- 1/4 39/64 
2- 3/8 7-676 2.378 | 3.503 | 3- 5/16 | 1- 5/16 15/16 | 7-430 | 2.128 | 2.065 | 2- 1/4 5/8 
2- 7/16 | 7-678 | 2.378 | 3.503 | 8- 1/2 | 1-25/64 1 7-432 | 2.128 | 2.128 | 2- 5/16] 21/32 
2- 1/2 7-680 | 2.378 | 3.628 | 3- 1/2 | 1-25/64 1- 1/16 | 7-434 | 2.128 | 2.128 | 2- 5/16 3/4 
2- 9/16 | 7-682 | 2.378 | 3.753 | 3- 1/2 | 1-25/64 1- 1/8 7-436 =| 2.253 | 2.253 | 2- 1/2 25/32 
2- 5/8 7-684 | 2.378 | 3.753 | 3-11/16 | 1- 1/2 1- 3/16 | 7-838 | 2.253 | 2.315 | 2- 1/2 13/16 
2-11/16 | 7-686 | 2.378 | 3.878 | 3-11/16 | 1- 1/2 1- 1/4 7-840 | 2.253 | 2.3878 | 2- 1/2 29/32 
2- 3/4 7-688 | 2.378 | 3.878 | 3-11/16 | 1- 1/2 1- 5/16 | 7-842 | 2.253 | 2.565 | 2- 1/2 49/64 
2-13/16 | 7-690 | 2.378 | 4.003 | 3- 7/8 | 1-39/64 1- 3/8 7-844 =| 2.253 | 2.628 | 2- 1/2 49/64 
2- 7/8 7-692 | 2.378 | 4.003 | 3-15/16 | 1-39/64 1- 7/16 | 7-846 | 2.253 | 2.628 | 2- 1/2 49/64 
2-15/16 | 7-694 | 2.378 | 4.128 | 3-15/16 | 1-39/64 1- 1/2 7-848 | 2.253 | 2.753 | 2- 5/8 7/8 
a 7-696 | 2.378 | 4.253 | 4- 1/16 | 1-23/32 1- 9/16 | 7-850 | 2.253 | 2.878 | 2- 5/8 7/8 
3- 1/8 7-6100 | 2.378 | 4.378 | 4- 1/8 | 1-23/32 1- 5/8 7-852 | 2.253 | 3.003 | 2- 5/8 7/8 
3- 1/4 7-6104 | 2.378 | 4.503 | 4- 1/8 | 1-23/32 1-11/16 | 7-854 | 2.253 | 3.128 | 2-13/16 L 
3- 3/8 7-6108 | 2.378 | 4.628 | 4- 1/2 | 1-59/64 1- 3/4 7-856 | 2.253 | 3.253 | 2-13/16 1 
3- 1/2 7-6112 | 2.378 | 4.753 | 4- 1/2 | 1-59/64 1-13/16 | 7-858 | 2.253 | 3.253 | 2-13/16 1 
3- 5/8 7-6116 | 2.378 | 5.003 | 4- 1/2 | 1-59/64 1- 7/8 cee aoe 3.378 | 3 1- 3/32 
The following sockets are Non-Stock, : aoe voce oi oe a 1A8 a: 389 
available on special order only. 2- 1/16 | 7-866 | 2.253 | 3.628 | 3- 1/4 | 1-13/64 
3-11/16 7-6118 | 3.265 | 5.280 | 4- 9/16 | 2- 3/16 2- 1/8 7-868 | 2.253 | 3.753 | 3- 1/4 | 1-13/64 
3- 3/4 7-6120 | 3.265 | 5.280 | 4- 9/16 | 2-15/64 2- 3/16 | 7-870 | 2.253 | 3.878 | 3- 1/4 | 1-13/64 
3-13/16 7-6122 | 3.265 | 5.280 | 4- 9/16 | 2-17/64 2- 1/4 7-872 | 2.253 | 3.878 | 3- 7/16 | 1- 5/16 
3- 7/8 7-6124 | 3.265 | 5.280 | 4- 9/16 | 2- 5/16 2- 5/16 | 7-874 | 2.378 | 4.003 | 3- 7/16 | 1- 5/16 
3-15/16 7-6126 | 3.265 | 5.530 | 4- 7/8 | 2-23/64 2- 3/8 7-876 | 2.378 | 4.128 | 8- 1/2 | 1- 5/16 
4 7-6128 | 3.265 | 5.530 | 4- 7/8 | 2-25/64 2- 3/4 7-888 | 2.378 | 4.503 | 3- 7/8 | 1- 1/2 


i 
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“7” SERIES—1 Inch Square Drive—POWER DRIVE SOCKETS 
For All Types 


Bolt Clearance Length 


of Power Wrenches # 


For Pins and Rings to 
fit these sockets see 


Catalog No. 305 


No. 


Nominal 
Dimensions 


Diam.| Length 
Nose | Overall 


Industrial Black Finish 


17-628 
17-630 
17-632 
17-634 
17-636 
17-638 
17-640 
17-642 
17-644 
17-646 
17-648 
17-650 
17-652 
17-654 
17-656 
17-658 
17-660 
17-662 
17-664 
17-666 
17-668 
17-670 
17-672 
17-674 
17-676 


The following sockets are Non-Stock, 


available on special order only. 


Depth 


Opening 
BOLT CLEARANCE LENGTH 
SINGLE HEXAGON OPENINGS 


17-6130 


41/2 
4- 1/2 
4- 1/2 


1-25/64 
1-25/64 


2- 7/16 


Bolt Clearance Length 


Nominal 
Opening! 


No. 


Nominal 
Dimensions 


Diam.| Length 
Overall 


Depth 
Opening 


BOLT CLEARANCE LENGTH 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


The following sockets are Non-Stock, 
available on special order only. 


17-6132 
17-6134 
17-6136 


17-6184 


BOLT CLEARANCE LENG 


TH 


SQUARE & DOUBLE SQUARE OPENINGS 


3/4 


17-876 
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3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
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Industrial Black Finish 


“7?” SERIES—1 Inch Square Drive—POWER DRIVE SOCKETS 


UNIVERSAL 
JOINT 
Male Square has 
thru Pin Hole 


No. Length 
7-140 


4-3/8 


Square Female} Square Male 


ADAPTER 
Male Square has 
thru Pin Hole 


Square Male 
3/4 


Square Female 


No. | Length 
7-6 3 


EXTENSION 
Male Square 
has thru 
Pin Hole 


Square Female 
1 


Square Male 
1 


No. | Length 
7-107 7 


For All Types of Power Wrenches 


BUDD WHEEL SOCKETS 


6-BW4 
7-BW4 


16- BW426 
17-BW426 


Sockets 6 or 7-BW4 and 6-BW7 or 
7-BW9 each have two openings 
(18/16” sq. and 1-1/2” hex) in the 
same socket. For checking the tight- 
ness of installed wheels, the 1-1/2” 
hexagon opening of either 6 or 

7-BW4 or 6-BW7 or 7-BW9 may be 
used with 16 or 17-BW426 to tighten the square-ended 
Budd stud separately. 


“6”? SERIES 
_3/4" Square Drive 


6-BW7 
7-BW9 


“7”? SERIES 
1” Square Drive 


No. Length No. Length 
6-BW4 4 7-BW4 4 
6-BW7 7-1/2 7-BW9 9 

16-BW426 4 17-BW426 4 


“8”? SERIES—1-1/2 Inch Square Drive—POWER DRIVE SOCKETS 
For All Types of Power Wrenches 


Nominal 
Dimensions 


Maximum 
Nomindl Dimensions 
Opening} No. Diam.| 
Drive | Diam.| Length | Depth 
End | Nose | Overall | Opening 


STANDARD LENGTH 

SINGLE HEXAGON OPENINGS 
Industrial Black Finish 

1- 5/16 | 8-642 | 3.253 | 2.503 | 3-1/8 49/64 
1- 3/8 8-644 3.253 | 2.753 | 3-1/8 49/64 
1- 7/16 | 8-646 | 3.253 | 2.753 | 3-1/8 49/64 
1- 1/2 8-648 | 3.253 | 2.878 | 3-1/8 7/8 


1- 5/8 8-652 | 3.253 | 3.003 | 3-1/8 7/8 
1-11/16 | 8-654 | 3.253 | 3.003 | 3-1/8 1 

1-13/16 | 8-658 | 3.253 | 3.128 | 3-1/4 1 

1- 7/8 8-660 | 3.253 | 3.128 | 3-1/4 | 1- 3/32 
2 8-664 | 3.253 | 3.253 | 3-3/4 | 1- 3/32 
2- 1/16 | 8-666 | 3.253 | 3.503 | 3-7/8 | 1-13/64 
2- 1/8 8-668 | 3.253 | 3.503 | 3-7/8 | 1-13/64 
2- 3/16 | 8-670 | 3.253 | 3.503 | 3-7/8 | 1-13/64 
2- 1/4 8-672 | 3.253 | 3.753 1- 5/16 
2- 3/8 8-676 | 3.253 | 3.878 | 4-1/8 | 1- 5/16 
2- 7/16 | 8-678 | 3.253 | 3.878 | 4-1/8 | 1-25/64 
2- 9/16 | 8-682 | 3.253 | 4.003 | 4-1/4 | 1-25/64 


1-39/64 

8-696 | 3.253 | 4.503 | 4-5/8 | 1-23/32 

3- 1/8 8-6100 | 3.253 | 4.753 | 4-5/8 | 1-23/32 
3- 3/8 8-6108 | 3.253 | 5.003 | 4-5/8 | 1-59/64 
3- 1/2 8-6112 | 3.253 | 5.128 | 4-5/8 | 1-59/64 


Maximum Nominal 
Nominal Dimensions Dimensions 
Opening] No. Diam.| 

Drive | Diam.| Length | Depth 

End | Nose | Overall | Opening 


STANDARD LENGTH 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


The following sockets are Non-Stock, 
available on special order only. 


3-5/8 8-6116 | 3.265 | 5.530 | 5-1/16 | 2- 9/64 
3-3/4 8-6120 | 3.265 | 5.5380 | 5-1/16 | 2-15/64 
3-7/8 8-6124 | 3.265 | 5.580 | 5-1/16 | 2- 5/16 
4 8-6128 | 3.265 | 5.780 | 5-3/8 | 2-25/64 
4-1/8 8-6132 | 3.265 | 5.780 | 5-3/8 | 2-31/64 
4-1/4 8-6136 | 3.265 | 6.030 | 5-7/8 


4-7/8 8-6156 | 3.265 | 7.030 | 6-3/4 | 2-63/64 

8-6160 | 3.265 | 7.280] 6-3/4 | 3- 1/16 
5-3/8 8-6172 | 3.265 | 7.780 3- 5/16 
5-3/4 8-6184 | 3.265 | 8.280 3- 9/16 


b 4- 5/16 
7-1/4 8-6232 | 3.265 |10.030 4- 9/16 
7-5/8 8-6244 | 3.265 |10.780| 8-1 4-13/16 
8 8-6256 | 3.265 |11.030| 8-3/8 | 5- 1/16 
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1% *°8”? SERIES—1-1/2 Inch Square Drive—POWER DRIVE SOCKETS 


Bolt Clearance Length 


For All Types 
of Power Wrenches 


For Pins and Rings to 
fit these sockets see 
Catalog No. 305 


Bolt Clearance Length 


Maximum Nominal 

Dimensions Dimensions 
Nominal No. : |_—_____—_—__—- 
Spenue Diam. Diam.| Length | Depth 

End | Nose | Overall | Opening 


Maximum Nominal 
: Dimensions Dimensions 
Nominal No. = 
Opening Diam.| Diam.| Length | Depth 
End Nose | Overall | Opening 


BOLT CLEARANCE LENGTH 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


BOLT CLEARANCE LENGTH 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


The following sockets are Non-Stock, 
available on special order only. 


18-664 | 3.265 | 3.280 | 6-1/8 | 1- 3/32 


3- 7/8 18-6124 | 3.265 | 5.530 7-5/8 | 2- 5/16 


For All Types 
of Power Wrenches 


BOLT CLEARANCE LENGTH 
SINGLE HEXAGON OPENINGS 


Industrial Black Finish 


The following sockets are Non-Stock, 
available on special order only. 


3-7/16 19-6110 | 5.015 | 5.405 | 7- 5/8 | 2- 1/64 
3-1/2 19-6112 | 5.015 | 5.405 | 7- 5/8 | 2- 1/16 
3-5/8 19-6116 | 5.015 | 5.655 | 8- 1/16 | 2- 9/64 
3-3/4 19-6120 | 5.015 | 5.655 | 8- 1/16 | 2-15/64 
3-7/8 19-6124 | 5.015 | 5.655 | 8- 1/16 | 2- 5/16 
4 19-6128 | 5.015 | 6.030 | 8- 3/8 | 2-25/64 
4-1/8 19-6132 | 5.015 | 6.030 | 8- 3/8 | 2-31/64 
4-1/4 19-6136 | 5.015 | 6.030 | 8- 7/8 | 2- 9/16 
4-3/8 19-6140 | 5.015 | 6.280 | 8- 7/8 | 2-41/64 
4-1/2 19-6144 | 5.015 | 6.530 | 9- 1/4 | 2-47/64 
4 
4 
4 
5 


-5/8 19-6148 | 5.015 | 6.530 | 9- 1/4 | 2-13/16 
3/4 19-6152 | 5.015 | 6.780 | 9- 1/4 | 2-57/64 
-7/8 19-6156 | 5.015 | 7.030 | 9- 3/4 | 2-63/64 

19-6160 | 5.015 | 7.280 | 9- 3/4 | 3- 1/16 


The following sockets are Non-Stock, 
available on special order only. 


4 18-6128 | 3.265 | 5.780 | 8-1/4 | 2-25/64 


18-6256 | 3.265 |11.030 | 10-7/8 | 5- 1/16 


“9”? SERIES—2-1/2 Inch Square Drive—POWER DRIVE SOCKETS 


STANDARD LENGTH 
SINGLE HEXAGON OPENINGS 
Industrial Black Finish 


The following sockets are Non-Stock, 
available on special order only. 


4-1/2 9-6144 | 5.015 | 6.530 2-47/64 
4-5/8 9-6148 | 5.015 | 6.530 f 2-13/16 
4-3/4 9-6152 | 5.015 | 6.780 2-57/64 


i 9 
9-6256 | 5.015 |11.280 | 9- 1/8 | 5- 1/16 


On 
& 
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WILLIAMS’ SUPERJUSTABLE@® WRENCHES 
Selected Alloy Steel — Industrial Black Finish 


Coma 


MSUPERJUSTABLE™ 


“SUPERJUSTABLE™” “HRONe S$ 
PUSH UP TO LOCK 


For Chrome-Plated Finish See Page 1. 


REGULAR LOCK-A-JUST 
; F Thickness Head : ; Thickness Head 
Mo Size | Capacity Tip of Jaws} Extreme No. | Size | Capacity Tip of Jaws} Extreme 
4B 4 1/2 9/64 5/16 
6B 6 3/4 7/32 3/8 6BL 6 3/4 7/32 3/8 
8B 8 1 17/64 1/2 8BL 8 1 17/64 1/2 
108 10 en Be ae 10BL 10 1-1/8 23/64 19/32 
12 1-5/16 15 as 
15B 15 13/4 19/32 31/32 12BL 12 1-5/16 15/32 23/32 
18B 18 2-1/16 23/32 1-3/16 15BL 15 1-3/4 19/32 31/32 


WILLIAMS’ OPEN END (ENGINEERS’) WRENCHES 
Industrial Black Finish - Single Head—15° Angle 


—- 


\ Games 


Drop-forged and heat-treated. Smooth finish, head faces polished. Wrenches No. 
11 and larger have tapered handle. Handles can be bent above heads at angles 
of 45° to 90° from opening, at an additional charge. 


No Nominal Thickness Overall No Nominal Thickness Overall 
‘ Opening Head Length Opening Head Length 
oan aie ee en ll 1 13/16 27/32 17 1/8 
4A" |) 27/8 27/32 17 1/8 
S00 1/4 3/16 2 7/8 12 2 29/32 18 7/8 
00 5/16 3/16 3 5/8 ; 
‘ : 12A | 2 1/16 29/32 18 7/8 
700 /8 7/32 eel 13 2 3/16 31/32 20 3/4 
13/32 7/32 41/8 13A | 2 1/4 31/32 20 3/4 
701 aie ua 4 ue 14 2 a8 1 1/38 22 a8 
1/2 16 - 1/32 22 3/4 
702 9/16 9/32 5 5/8 15 2 9/16 1- 1/8 24 
19/32 9/32 5 5/8 15A | 2 5/8 tS hs 24 
5/8 5/16 6 1/2 16 2 " 1- 7/32 27 
A ea ne ie 16B | 213/16 | 1- 7/32 | 27 
704 4 11/32 7 3/8 16A | 2 15/16 1237/32 27 
25/32 11/32 7 3/8 yA aan 1- 3/8 30 
705 13/16 13/32 8 3/8 isa | 3 3/8 Layee | Be 
5 7/8 13/32 8 3/8 18 3 if 
6 15/16 | 15/32 9 1/2 Be hesigay, fetes 
706 | 1 15/32 9 1/2 19 3 Ws my 38 
7 1 1/16 17/32 10 3/4 19G | 4 1/8 1- 5/8 38 
707 iteat/s 17/32 10 3/4 19A | 4 1/4 1- 5/8 38 
8 1 1/4 5/8 12 1/4 20B | 4 1/2 1- 7/8 42 
8A | 1 5/16 5/8 12 1/4 20 4 5/8 1- 7/8 42 
708A. ibe BYE 5/8 12 1/4 a 5 y 1- iis 42 
9 1 7/16 11/16 13 7/8 5 3/8 2- 1/2 47 
709 1 1/2 11/16 13 7/8 21B | 5 3/4 2- 1/2 47 
10 1 5/8 3/4 15 1/2 iid . Se ara a 
7 5 9) 
10A | 1 11/16 3/4 15 1/2 ote Ree : oe 


THE BROADEST LINE OF ITS KIND 55 


WILLIAMS’ OPEN END (ENGINEERS’) WRENCHES 
Industrial Black Finish 
Double Head—15° Angle 


Drop-forged and heat-treated. Smooth finish, head faces polished. 


Nominal Thickness | Overall ‘ Nominal Thickness Overall 
No. Openings Head Length No. Openings Head Length 
pan Tae 5 
ml yee eh | ae [Ew BP ee | ae 
ml ase tag] wet |enas Se [INETE) BB | 
a Me Ve | We [eve | BP TREN) I | 
plane ye | we eee RAM EIa| Gia ae 
mvean| us |em  # lidsel aa] 
me | 1/2 & "5s | ate [ote 9 2 mets) oe | 
A | Viok Ws | are [Eis 48 [i heIs) te | 
mo gnce use| ye [eve te [het | A | 8 
Bl Yee | Ba EME Be PRED! BA] 8 
eel eae ee | met |e ut Me [aueeel a |e 
Mle Yi | Ws [ES la eRRT EM |g 
pe UY & 21 es 

Boise we | ane [8 | MA LANES LAE) & 
70 u/iog "ra | aie |S aye = 8 | Bhe aM) naa | 
mil age | we [eae MS RR ERR |B 
amaze uae | nae lease BB Laut (thd | 
panes of, | up |e BP akth| ee | 8 
AY Meer | Be rie Bt SESK sae | 
29 Elin |B fide GN SHEE EER |e 
wauaperias| we faye GS | ERELE CCI | 8 
735 1 &1-1/8 7/16 12- 1/4 63A 145% &5 1- 7/8 47 
64A 5 & 5 3% | *2- 1/2 47 


* Large head only. Small head slightly thinner 
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WILLIAMS’ OPEN END (ENGINEERS’) WRENCH SETS 
Double Head—15° Angle — Industrial Black Finish 


SET No. 25BR SET No. 25BB SET No. 10AB 


In K-10 Kit In Cardboard Box In Cardboard Box 
CONTENTS CONTENTS 
One each Nos. 723, 725B, 729, 29C, 733 and One each Nos. 723, 25, 727, 29, 731, 33A, 735, 
384A with all popular openings 3/8” to 1-1/16”. 37, 39A and 39C with openings 3/8” to 1-1/2”. 


WILLIAMS’ CHECK NUT WRENCHES 
Industrial Black Finish 
_. Single Head—15° Angle 


— 


= ‘ === (wag) = i 
y \ 4 


For Check, Jam or Lock Nuts, etc. Drop-forged and heat-treated. Smooth 
finish, head faces polished. This class of Wrench is guaranteed amply strong for 
its intended purpose, but is not designed for severe service. 


N Nominal — Dye No Nominal bose Overall 
oO. i 3 . 
Opening Head ength Openings Heade ngtl 
1A 7/16 5/32 4 623 | 13/32& 1/2 5/32 45/8 
ba Ue ve ye 623D| 7/16& 1/2 5/32 4 5/8 
602A 9/16 11/64 4 1/2 624A] 7/16& 9/16 5/32 4 3/4 
A/a ae 41/2 624B| 1/2 & 9/16 5/32 4 3/4 
602 19/; 625 1;2 & 19/32 5/32 4 3/4 
603A 5/8 3/16 5 1/16 626S | 9/16& 5,8 3/16 6 
603 11/16 3/16 5 1/16 627 | 19/32& 11/16 3/16 6 
604A 3/4 7/32 5 15/16 629D| 5/8 & 3/4 3/16 6 3/4 
604 25/32 7/32 5 15/16 629 | 11/16 & 25/32 3/16 6 3/4 
en 13/16 1/4 6 11/16 630 | 11/16& 7/8 7/32 71/2 
AOE ae ei 6 11/16 630B| 3/4 & 13/16 7/32 71/2 
iA / 630E | 3/4 & 7/8 7/32 71/2 
we eon sta Geass es osia| ice vs | vee | Fie 
600B 1 a A 632C| 7/8 & 15/16 1/4 8 7/8 
607 1 1/16 /1 634A | 7/8 &1 1/4 8 7/8 
SE ee ea Secu aace 632x| wisi | ia 81/8 
eos ee ais 10 634B | 15/16 & 11/16 1/4 8 7/8 
608A | 1 5/16 3/8 10 635D | 1 &11/8 9/32 10 1/2 
609 1 7/16 7/16 11 5/8 637 | Bee ee 10 7 
5/8 /8 & 15/16 9/32 0 1/2 
609A | 1 1/2 ees oe ae 639 | 11/4 &17/16 3/8 12 1/2 
610 1 5/8 / 640 | 11/4 &15/8 3/8 12 1/2 
610A | 1 11/16 1/2 13. 1/4 640A | 15/16 & 11/2 3/8 12 1/2 


1 SSS 
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WILLIAMS’ WILLIAMS’ 
CONSTRUCTION WRENCHES STRUCTURAL WRENCHES 
15° Angle—Straight Handle Straight Opening 
Long handle is round for the greater Drop-forged and _ heat-treated, 
part of its length, tapered end. Drop- smooth finish. Handle is round for the 
forged, heat-treated, smooth finish. most of its length, with tapered end. 
| Handle 
Nominal | Thickness | Overall Nominal | Thick- | Offset | Overall 
No. Opening Head Length No. | Opening ness. At Length 
Head Head 
201A 7/16 11/32 O12 901A 7/16 11/32 13/16 9 1/2 
201 1/2 11/32 9 1/2 901 1/2 | 11/32 |) 13/16 || 9.1/2 
201B 9/16 11/32 9 1/2 901B 9/16 | 11/32 | 13/16 | 91/2 
202 19/32 11/32 9 1/2 902 19/32 | 11/32 | 13/16 | 91/2 
203A 5/8 7/16 12 903A 5/8 7/16 7/8 | 12 
203 11/16 7/16 12 903 11/16 | 7/16 (ifs \\ 263 
204A 3/4 7/16 12 904A 5/4. 7/16 7/8 | 12 
204 25/32 7/16 12 904 25/32 | 7/16 7/3 | 12 
205A 13/16 17/32 14 1/ 905A | 13/16 | 17/32 | 1 14 1/2 
205 7/8 17/32 14 1/2 905 LA 17/32 1 14 1/2 
206 15/16 17/32 14 1/2 906 15/16) 117/321 14 1/2 
206B | 1 17/32 14 906B | 1 17/32 | 1 14 1/2 
207 1 1/16 5/8 17 907° | 1 1/16 | 5/8 1/8 |e 
207A | 1 1/8 5/8 17 907A | 1 1/8 5/8 ives |e alee 
208 1 1/4 11/16 19 908 | 1 1/4 11/16 | 11/4 | 19 
208A | 1 5/16 11/16 19 908A | 1 5/16 | 11/16 | 11/4 | 19 
209 1 7/16 3/4 21 909 | 1 7/16 | 3/4 1 3/8 | 21 
209A 1 1/2 3/4 21 909A} 1 1/2 3/4 1 3/8 21 
210 1 5/8 27/32 23 910 | 1 5/8 13/16" lit/ 22s 
210A | 1 11/16 27/32 23 910A | 1 11/16 | 13/16 | 1 1/2 | 23 
211 1 13/16 15/16 25 911 | 1 13/16 7/8 15/8 | 25 
211A | 1 7/8 15/16 25 911A | 1 7/8 7/8 1 5/8 | 25 
212 2 15/16 25 912 | 2 7/8 1 5/8 | 25 


15° Angle—90° Bent Handle 


Drop-forged and _ heat-treated. Drop-forged and heat-treated. 

Smooth finish. Smooth finish. 
Nominal | Thickness Overall Nominal | Thickness Overall 

No. Opening Head Length No. Opening eal Length 
X-205A 13/16 17/32 14 Z-205A 13/16 17/32 12 
X-205 17/32 14 Z-205 17/32 12 
X-206 15/16 17/32 14 Z-206 15/16 17/32 12 
X-206B|] 1 17/32 14 Z-206 1 17/32 12 
X-207 1 1/16 5/8 16 1/2 Z-207 1 1/16 5/8 14 5/8 
X-207A|} 1 1/8 5/8 16 1/2 Z-207A 1 1/8 5/8 14 5/8 
X-208 1 1/4 11/16 18 1/2 Z-208 1 1/4 11/16 16 3/8 
X-208A/ 1 5/16 11/16 18 1/2 Z-208A 1 5/16 11/16 16 3/8 
X-209 1 7/16 3/4 20 3/8 Z-209 17/16 3/4 17 7/8 
X-209A} 1 1/2 3/4 20 3/8 Z-209A 1 1/2 3/4 17 7/8 
X-210 1 5/8 27/32 22 1/4 Z-210 1 5/8 27/32 19 1/2 
X-210A} 1 11/16 27/32 22 1/4 Z-210A |] 1 11/16 27/32 19 1/2 
X-211 1 13/16 15/16 24 Z-211 1 13/16 15/16 21 
X-211A} 1 15/16 24 Z-Z11A 1 7/8 15/16 21 
X-212 2 15/16 24 Z-212 2 15/16 21 
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WILLIAMS’ 


HEAVY ‘‘S’? or CAR WRENCHES 
Double Head—22-1/2° Angle 


WILLIAMS’ 
SET SCREW WRENCHES 
Industrial Black Finish_ 


ee 


For Set Screws, Square Cap Screws 


and Nuts. Drop-forged and heat- 
treated. Smooth finish, head faces Drop-forged, heat-treated, smooth 
polished. finish, 
N Nominal Thick- Overall N Nominal Thick- | Qyerall 
oO. Openings Head Length it Openings Heads Length 
. oO 
e Single Head =i de hae eee Fie eae a 
au vie vee ee pi 11/16& 7/8 | 7/16 12 
502 5/16 11/32 41/4 0C | 13/16& 7/8 | 1/2 19 
503 3/8 3/8 5 370A 13/16 & 1 1/2 19 
504 7/16 13/32 5 3/4 370 7/8 &1 1/16| 1/2 19 
505 -: ye 8 a 370B | 1 &1 1/8 | 1/2 19 
6 16 372A 
507 5/8 19/32 8 1/2 Sells ee ae ee 2 
eas 34 31/39 9 1/2 1 1/8 &1 5/16] 1/2 20 
209 78 23/32 10 172 376A | 1 1/4 &1 7/16] 9/16 21 
510 1 25/32 11 1/2 376 1 5/16&1 1/2 9/16 21 
511 11/8 27/32 12 1/2 378A | 1 7/16&1 5/8 | 9/16 22 
Double Head—22-1/2° Angle qa Poway ane ee tees 
eee ee te ae ee ee 
383B | 1 7/8 &2 1/4 | 5/8 24 
ze Vr . ae ae Buss 385 | 113/16 &2 5/8 24 
527 5/16& 3/8 3/8 5 389 2 &2 3/8 3/4 25 
529 | 3/8 & 7/16| 13/32 5 3/4 389B | 2 3/16&2 3/8 | 3/4 25 
etl ae ia | ie | bis 
531 /16 
533 | 1/2 € 9/16 ee z 1/2 SQUARE BOX WRENCHES 
534 | 1/2 5/8 19/32 1/2 5 ane 
535 | 9/16& 5/8 19/39 8 1/2 Industrial Black Finish 
ho af - #8 SO (A 3/4 Single Head—22-1/2° Angle 
541 | 7/8 &1 25/32 12 1/2 aa : 
543 | 1 &11/8 27/32 14 


TOOL POST WRENCHES 
Industrial Black Finish 


Drop-forged and heat-treated. 


8-point openings furnished to order. 


N Nominal Thick- Overall 
ZNO! Opening ness Length 
ead 
For Set Screw Size ca el 580 3/16 1/4 3 
Gloeed | fees | Seago Sak | Rel S| ae 
; 5/16 5/16 3 3/4 
acral eae rede Sa doe aie 
554 as 7/16 we 51/2 oes 19 16/88 Bis 
555 1/ 1/2 /16] 6 586 9/16 1/2 6 1/4 
555 9/16 9/16 9/16] 6 587 ae ae 7 
5/8 5/8 5 3/4 8 8 
a A a ee a 8 rae 1s u7te 3 
/ 5/ 590 1 3/4 10 


neem 
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WILLIAMS’ HEX-BOX WRENCHES 
Industrial Black Finish 
Regular Pattern—15° Angle « Heavy Pattern—15° Angle 


Drop-forged and heat-treated. Smooth finish, head faces polished. 


Designed for use requiring an exceedingly strong tool and where head clearance 
is limited. Wrenches larger than No. 810 and H-809 have tapered handle. 


Handle can be bent above head at angles of 45° to 90° from opening, at an addi- 
tional charge. 


Nominal Head A ominal Head 
i a, Out- 10) Il penings 
Nome rene | Taek oe ree, No. | Aeros” | Thick- | Outside | Dvr 
Flats ness Diam. Flats ness Diam. 
800 13/32 7/32 | 45/64| 3 1/2 1808 1 1/4 13/16 | 2 1/16| 11 1/2 
801A 7/16 17/64 27/32| 4 H808A 1 5/16 13/16 2 1/16} 11 1/2 
so | ia | wee | arma] 4 HOB] Lae | mae | a ae | ae 
802A 9/16 5/16 | 61/64| 47/8 1810 peerage er eer 
802 19/32 5/16 61/64] 4 7/8 H810A| 111/16 1 1/8 | 2 5/8 | 15 1/4 
803A 5/8 23/64 |1 3/32| 5 7/8 H81i1 113/16 | 1 1/4 | 2 15/16] 17 
803 11/16 23/64 |1 3/32] 57/8 H8I1A 17/8 1 1/8 aa 7 
804A 3/4 13/32 }1 1/4 | 67/8 
804 25/32 | 13/32 |1 1/4 | 67/8 Aa ale s eeeoee 
H813A| 2 1/4 11/2 | 3 1/2 | 21 
805A 13/16 29/64 | 1 23/64] 7 3/4 Hsia | 2 3/8 1 35/8 | 3 3/4 | 23 
805 7/8 29/64 | 1 23/64) 7 3/4 H815 2 9/16 1 3/4 | 4 1/8 | 25 
806 15/16 1/2 | 135/64] 8 3/4 H815A| 2 5/8 1 3/4 | 4 1/8 | 25 
806B 1 1/2 |1 35/64] 8 3/4 H816 2 3/4 1 7/8 | 4 9/16} 27 
807 1 1/16 9/16 | 1 25/32] 9 7/8 ae : ; 2 4 aie 30 
807A | 1 1/8 9/16 | 1 25/32| 9 7/8 TIS E7 As SSMS ees Sebe S513 /16) [30a 
808 1 1/4 9/16 |2 1/16} 11 1/2 Striking Face Pattern—15° Angle 
808A 1 5/16 9/16 }2 1/16] 11 1/2 a ee 
809 1 7/16 21/32 |2 3/8 | 13 3/8 Industrial Black Finish 
809A 11/2 21/32 |2 3/8 | 13 3/8 
810 1 5/8 3/4 |2 5/8 | 15 1/4 
810A 1 11/16 3/4 |2 5/8 | 15 1/4 
811 1 13/16 13/16 | 2 29/32 | 17 1/8 
811A 1 7/8 13/16 | 2 29/32 | 17 1/8 
812 2 15/16 |3 1/4 | 19 
13 2 3/16 | 1 3 31/64 | 21 : ' 
on 2 a 1 3 sea 21 Designed for heavy work in close 
814 2 3/8 11/16 |3 23/32| 23 quarters where large nuts must be set 
815 29/16 | 11/8 |4 3/32] 25 up tight, or frozen nuts loosened. 
815A 2 5/8 11/8 |4 3/32] 25 
816 2 3/4 11/4 |4 9/16| 27 ; 
817A | 3 13/8 | 4 53/64 | 30 pees ee ae 
817 3 1/8 13/8 | 4 53/64| 30 No. Thick- | 5 
Across side | Length 
818A 3 3/8 11/2 5 1/4 | 34 Flats ness ial 
818 3 1/2 11/2 |5 1/4 | 34 SF-818A | 33/8 | 11/2 | 51/4] 18 
819B | 3 3/4 15/8 |5 7/8 | 38 SF-818 31/2 11/2 | 51/4] 18 
819 3 7/8 15/8 |5 7/8 | 38 SF-819B 33/4 15/8 | 5 7/8| 19 
ahee ed tris era meme ie eel eer cE 
819A | 4 1/4 13/4 |6 1/2 | 42 = 
$20B 4 1/2 1 pe 7 76 SF-819A 41/4 13/4 | 61/2] 20 
aan Css ve : SF-820B 41/2 17/8 21 
/ SNe 6 SF-820 45/8 17/8 | 7 21 
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T-HANDLE SOCKET WRENCHES 


WILLIAMS’ 


‘Industrial Black Finish 


WILLIAMS’ 


OFFSET SOCKET WRENCHES 


Drop-forged and heat-treated. Smooth finish, head faces 
polished. Special broaching to order in reasonable quantities. 

Hexagon end of shank is designed for use in combination 
with another wrench. Pin can be removed by driving through. 


Wrenches of shorter or longer lengths than stated in table 
can be furnished to order in quantities. 


Industrial Black Finish 


4 5 Handle 
Nominal Diam. Nominal | Diam. | Offset in 
No. Opening oO ! Overall No. | Opening | of Clearfrom Overall 
Across Head Length Across | Head Face of Length 
Flats Flats Wrench 
. HEXAGON OPENINGS HEXAGON OPENINGS 
901A 5/16 1/2 4 1/4 261A 5/16 1/2 13/16 3 3/8 
962D 3/8 5/8 4 1/2 262D 3/8 5/8 1 37/8 
963A 13/32 11/16 4 7/8 263A 13/32 | 11/16] 1 1/16 45/16 
963D 7/16 11/16 4 7/8 263D 7/16 | 11/16] 1 1/16 45/16 
964A 1/2 3/4 5 1/4 264A 1/2 3/4 1 1/4 5 1/8 
965D 9/16 7/8 5 3/4 265D 9/16 7/8 1 7/16 57/8 
965A 19/32 7/8 5 3/4 265A 19/32 7/8 1 7/16 5 7/8 
966D 5/8 1 6 1/8 266D 5/8 |1 1 9/16 61/4 
967A 11/16 1s 6 1/2 267A 11/16 | 11/8 1 5/8 6 3/4 
967D 3/4 1 1/8 6 1/2 267D 3/4 1|11/8 1 5/8 6 3/4 
968A 25/32 11/4 7 268A 25/32 | 11/4 1 13/16 71/2 
968D 13/16 11/4 a 268D 13/16 | 11/4 1 13/16 71/2: 
969A 7/8 1 3/8 7 3/8 209A 7/8 |13/8 2 83/8 
970S 15/16 1 1/2 7 7/8 270S 15/16 | 11/2 2 3/16 91/8 
970D 1 11/2 7 7/8 270D | 1 11/2 2 3/16 91/8 
971A 1 1/16 1 5/8 8 1/4 271A | 1 1/16 | 15/8 2 3/8 10 
971D 1 1/8 1 5/8 8 1/4 271D | 1 1/8 | 15/8 2 3/8 10 
973A 1 1/4 1 7/8 9 1/8 273A |1 1/4 |17/8 2 3/4 11 5/8 
973B 1 5/16 1 7/8 9 1/8 273B | 1 5/16 | 17/8 2 3/4 11 5/8 
975A 1 7/16 2 1/8 10 275A | 1 7/16 | 21/8 3 1/8 13 1/4 
975D 1 A/2: 2 1/8 10 275D | 1 1/2 |21/8 3 1/8 13 1/4 
976A 1 5/8 2 3/8 10 3/8 276A | 1 5/8 | 23/8 3 1/2 14 7/8 
976B 111/16 2 3/8 10 3/8 276B | 1 11/16 | 23/8 3 1/2 14 7/8 
977A 113/16 2 5/8 10 7/8 277A | 1 13/16 | 25/8 3 7/8 16 1/2 
977B 17/8 2 5/8 10 7/8 277B | 1 7/8 | 25/8 3 7/8 16 1/2 
978A 2 2 7/8 11 3/8 278A | 2 27/8 4 3/8 18 1/4 
979A 2 3/16 3 11 7/8 279A | 2 3/16 )3 4 7/8 20 
979B 2 1/4 3 11 7/8 279B | 2 1/4 13 4 7/8 20 
980A 2 3/8 35/16) 2 ly2 280A | 2 3/8 |35/16| 5 3/8 21 3/4 
SQUARE OPENINGS SQUARE OPENINGS 
961H 3/16 1/2 41/4 
9615 1/4 1/2 41/4 2615 1/4 1/2 13/16 3 3/8 
962H 5/16 5/8 4 1/2 262H 5/16 5/8 1 37/8 
963H 3/8 11/16 4 7/8 263H 3/8 11/16] 1 1/16 45/16 
965H 7/16 7/8 5 3/4 265H 7/16 7/8 1 7/16 5 7/8 
966H 1/2 1 6 1/8 266H 1/2 |1 1 9/16 61/4 
pee re ei b ar2 267H | 9/16 |11/8 | 1 5/8 63/4 
968P 11/16 1 1/4 7 268 5/8 |11/4 1 13/16 71/2 
Hee 3/4 1 3/8 7 3/8 268P | 11/16 |11/4 | 113/16 | 71/2 
Moe a5 ies (oun 269H | 3/4 [13/8 | 2 83/8 
973H 1 1 7/8 9 1/8 271H 7/8 115/8 2 3/8 10 
974H 1 1/8 2 9 1/2 273H 17/8 2 3/4 11 5/8 
976H 1 1/4 2 3/8 10 3/8 274H | 1 1/8 |2 2 7/8 12 3/8 
977X 1 7/16 2 5/8 10 7/8 276H | 1 1/4 | 23/8 3 1/2 14 7/8 
977P 1 1/2 2 5/8 10 7/8 
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WILLIAMS’ 
PIN SPANNERS 
Industrial Black Finish 


— 


Pins are forged integral with wrench. 
Surfaces smoothed, pins milled, heat- 


treated. 

For Circle Finished | Overall 
No. Diameter aie Length 
452 1 3/16 4 
453 11/4 13/64 4 1/2 
454 11/2 7/32 5 
455 13/4 15/64 5 1/2 
456 2 1/4 6 
457 21/4 17/64 6 1/2 
458 21/2 9/32 ve 
459 23/4 19/64 ie Af 
460 3 5/16 8 
461 31/4 21/64 8 1/2 
462 3 1/2 11/32 9 
463 33/4 23/64 9 1/2 
464 4 3/8 10 
466 5 7/16 12 
468 6 1/2 14 


FACE SPANNERS 
Industrial Black Finish 


Pins are forged integral with wrench. 
Surfaces smoothed, pins milled, heat- 


treated. 
Pins Length 
from 

No. |Distance | Diam. h Center 

CtoC | Milled | Length | of Pins 
418 1 3/16 3/16 41/2 
420 1 1/4 7/32 7/32 5 
422 1 1/2 7/32 7/32 5 1/2 
424 1 3/4 7/32 7/32 
426 2 1/4 1/4 6 1/2 
428 2 1/4 1/4 1/4 
430 2 1/2 9/32 9/32 “1/2 
432 2 3/4 9/32 9/32 
434 3 5/16 5/16 8 1/2 
436 3 1/4 5/16 5/16 91/8 
438 Sl/2 5/16 5/16 9 3/4 
440 3 3/4 3/8 3/8 10 3/8 
442 4 3/8 3/8 11 


WILLIAMS’ 
ADJUSTABLE FACE SPANNERS 
Industrial Black Finish 


A desirable and dependable tool for 
service where Center to Center dimen- 


sions vary. Pins milled, surfaces 
smooth, heat-treated. 
No. Extreme DUES Overall 
Capacity Pins Length 
482 2 3/16 6 3/8 
483 3 1/4 8 1/4 
484 + 5/16 10 3/8 


LIGHT HOOK SPANNERS 


OO Nettie 


Not Machined 


All Hooks 3/8” wide and 7/32” thick. 
+ Length of handle can be varied. 


For 

ante Hook | Diameter] Overall 
ped ee Length} Handle | fLength 
491 1 3/16 1/16 3/8 6 1/2 
493 13/4 1/8 3/8 71/2 
494 21/8 1/8 3/8 8 
495 21/2 1/8 3/8 81/4 
496 23/4 1/8 3/8 8 1/2 
497 8 3/8 8 3/4 
498 3 1/2 1/8 3/8 9 


Not Machined 


Forgings | Forgings will f 
No. |for Circle;|_ finish for |Thick-| Overall 
Diameter |Circles; Diam.| 2€s8 Length 


403 11/4 {1 to 11/4) 7/32 | 4 3/4 
404 11/2 |13/8 to 1 5/8] 1/4 | 6 

405 2 1 3/4 to 2 1/4 | 71/8 
406 21/4 |21/8 to 23/8] 1/4 | 8 7/16 
407 25/8 |21/2 to 23/4! 1/4 | 93/4 
408 31/8 |2 7/8 to 3 1/4] 5/16 |11 

409 33/4 |3 3/8 to 3 7/8] 5/16 |12 

410 43/8 |4 to 4 1/2) 5/16 |13 

412 53/4 |5 1/4 to 5 3/4| 7/16 |15 - 
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WILLIAMS’ 
ADJUSTABLE HOOK SPANNERS 
- Industrial Black Finish 


Drop-forged and heat-treated,surfaces 
smoothed. Especially serviceable on 
spindle bearings of lathes, milling 
machines and grinding machines. 


Capacity for |Thick- 


No. Circles; ness |Depth | Overall 

Diameter | Hook | Hook | Length 
471 3/4 to 2 11/32] 1/8 6 3/8 
472 11/4 to 3 13/32| 5/32] 8 1/8 


474 |2 to 4 3/4] 15/32] 3/16) 11 3/8 
474A |4 1/2 to 6 1/4] 15/32] 1/4 | 12 1/8 
474B |6 1/8 to 8 3/4| 15/32] 5/16) 13 3/4 


ADJUSTABLE HOOK SPANNERS 
SET No. 401B 


In 
Cardboard 
Box 
One each, 
Nos. 471,472, 
474 and 474A. 


HOOK SPANNERS 
Industrial Black Finish 


Made especially to service Face Plate 
Draw Nuts used on taper-nose spindles 
for new design lathes. Very efficient; 
also, for general work. Supplied with 
bearing pads and hook machined. 
Drop-forged and heat-treated. 

* Can be furnished to order for circle 

1/8” larger. 


For Thick- 


For Circle;} Lathe ness, Overall 
No. | Diameter | Spindle | Hook | Length 
No. End 
410LS| 4 15/32 00 5/16 | 13 
412LS 5 1/2 0 7/32 | 15 
414 * 7 3/8 1 5/8 
415 *Q9 1/4 2 11/16 | 23 1/4 
416 *12 1/2 3 3/4 30 3/4 


WILLIAMS’ 


ADJUSTABLE HOOK SPANNERS 
Industrial Black Finish 
With Round Pins 


Used for adjusting collars, lock nuts, 
rings, etc., used on various types of 
machine tool equipment. Drop-forged 
and heat-treated, surfaces smoothed. 


No. | For Circles, | Thick. ebin Siew Overall 
Diameter | Hook | Diam.} Leth. | Length 


0-471 | 3/4to2 11/32 | 1/8 | 1/8 6-3/8 
O-471A| 3/4to2 11/32 | 3/16 | 5/32 | 6-3/8 
0-472 |1-1/4to3 13/32 | 3/16 | 3/16 | 8-1/8 


O-472A)1-1/4 to3 13/32 | 1/4 | 7/32 | 8-1/8 
0-474 |2 to 4-3/4] 15/32 | 1/4 | 1/4 | 11-3/8 
0-474A|4-1/2 to 6-1/4| 15/32 | 3/8 | 1/4 | 12-1/8 


BULL DOG WRENCHES 
Industrial Black Finish 


= Nos, 2 to 5 


Twin 


Designed for all-around service, 
these wrenches will grip round, square, 
hexagon or any shape that will At be- 
tween their tough jaws. 


Drop-forged and heat-treated. 


N Capacity Overall 
ie Pipe Rounds Length 
1 1/8 to 3/8| 1/4to 3/4 5-1/2 
2 1/4to 3/4] 1/2tol 9 
2-1/2| 3/8tol 5/8 to 1-1/4| 12-1/2 
3 1/2 to 1-1/4] 3/4 to 1-1/2| 16 
3-1/2] 1/2to1-1/2| 3/4 to 1-3/4] 18-3/4 
4 i to 2-1/4 


3/4 
4-1/2 }1 
5 2 


to 2 

to 2-1/2 |1-1/4 to 2-3/4 | 24 
2 to3 
Twin| 1/8 to 


2-1/4 to 3-1/2 | 27 
3/4 | 5/16 to 1 10 


a SS SS 
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WILLIAMS’ DROP-FORGED PLIERS 


SLIP-JOINT PLIERS 


= a : 


No. 5-Lgth., 5” No. 8-Lgth., 8” 
No. 6-Lgth., 6” No. 10-Lgth., 10” 
2-position slip-joints. Drop-forged 
from selected steel, with knurled 
handles, polished and nickel-plated. 


THIN NOSE COMBINATION 
SLIP-JOINT PLIERS 


fe o 


No. 15-5” No. 16-6". _—_—No. 18-8” 


2-position slip-joints. Drop-forged 
from selected steel, with knurled 
handles; polished and nickel-plated. 


DIAGONAL CUTTING PLIERS 


es A S 
No. 46-Lgth., 6” No. 47-Lgth., 7” 
Cutting edges are made for last- 


ing service. Drop-forged from selected 
steel, faces polished. 


HIGH LEVERAGE 
DIAGONAL CUTTING PLIERS 


No. 57—Length, 7” 


Added leverage for easier and more 
powerful heavy duty cutting. Drop- 
forged, faces polished. 


BATTERY PLIERS 


No. 67—Length, 7’ 
Offset jaws allow ample hand clear- 
ance for battery terminal work. Milled 
teeth assure positive grip. 


LONG CHAIN NOSE PLIERS 


No. 76-Lgth., 6” No. 77-Lgth., 7” 
WITH SIDE CUTTER 


Long, thin nose for close quarters. 
Ideal for ignition and electrical work, 
etc. 


SHORT CHAIN NOSE PLIERS 
WITH SIDE CUTTER 


No. 95—Length, 5” 


For fine mechanical work such as 
done in the jewelry, optical and elec- 
tronics fields. 


LONG NEEDLE NOSE PLIERS 


No. 116—Length, 6” 


The long slender jaws have strong 
gripping ability. Jaws will not become 
distorted in normal use. 


BENT NEEDLE NOSE PLIERS 


nF, 
No. 126—Length, 6” 


The long slender jaws are bent to 
reach around or under obstructions. 
Jaws have strong gripping ability. 


ROUND NOSE PLIERS 


No. 136—Length, 6” 
Extensively used for flat or round 
wire forming. Nose and jaws are amply 

strong for this type of work. 
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WILLIAMS’ DROP-FORGED PLIERS 


DUCK BILL PLIERS 


No. 146—Length, 6” 


Used in highly inaccessible places. 
Strong jaws have firm grip. 


END CUTTING NIPPERS 


No. 166-Lgth., 6” No. 167-Lgth., 7” 


These powerful, easy cutting nippers 
have carefully sharpened edges. 


fi FENCE PLIERS 


No. 190—Length, 10” 


Pliers have two wire cutters, staple 
puller and wire splicer in nose, wire 
stretcher and lug lifter. 


LINEMEN’S PLIERS 


<g> <a 


No. 206-6” No. 207-7” No. 208-8” 


Surface of jaws are deep milled for 
holding and bending wire. 


SLIP-JOINT PLIERS 


Ae 5 < 


No. 370 With Side Cutter-Lgth., 7” 


These pliers have keen side cutters 
and a flush head rivet on one side. 


LOCK RING PLIERS 


No. 1515—Length, 8” 


For spreading “Horse Shoe’ snap 
lock rings on brakes, transmissions, etc. 


BRAKE PLIERS 


—— 


No. 1517A—Length, 13” 
For inserting and removing springs 
(internal). Gray satin finish; faces of 
head polished. 


RIB-JOINT IGNITION PLIERS 


No. 1519A—Length, 5” 


Rib-joint holds jaws parallel at the 
mostimportant openings; faces polished. 


RIB-JOINT UTILITY PLIERS 


No. 1520A—Length, 10” 
Very efficient for general service. 
Drop-forged from selected steel, faces 
polished. 


RIB-JOINT HEAVY DUTY PLIERS 


No. 1521A—Length, 10” 


Heavy duty construction makes this . 
plier particularly useful in plumbing 
and electrical trades. 


RIB-JOINT HEAVY DUTY PLIERS 


No. 1522—Length, 14” 
Unusually rugged pliers have seven 


positions with maximum opening, 
2-7/8”. Handles are fitted with red 
vinyl grips. 
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WILLIAMS’ SCREW DRIVERS 
PHILLIPS 


REGULAR — SQUESE BLADE 


TRANSPARENT PLASTIC HANDLE 


CUSHION GRIP HANDLE 


= __) 


Stubby No. 62 Stubby No. 62G 
¥*No. 4G, 9/32” 


No. and Type Handle Blade | Stock | Tip 


Plastic Cushion | Lgth.| Size | Width 

4 4G 4 1/4 |* 5/16 

6 6G 6 5/16 5/16 
6B 6 3/8 3/8 
8 8G 8 3/8 3/8 
12 12 3/8 3/8 
62 62G 1-1/4 | 1/4 1/4 


TRANSPARENT PLASTIC HANDLE 


CUSHION GRIP HANDLE 


No. and Type Handle 


Blade | Stock | Tip 


Plastic Cushion | Lgeth.| Size | Width 
24 24G 4 1/4 1/4 
26 26G 6 5/16 | 5/16 
28 28G 8 3/8 3/8 
30 30G 10 3/8 3/8 
32 32G 12 3/8 3/8 
ELECTRICIANS’—ROUND BLADE 


TRANSPARENT PLASTIC HANDLE 


POCKET WITH CLIP 


No. and Type Handle Blade| Stock | Tip 


TRANSPARENT PLASTIC HANDLE 


WOOD HANDLE 


No. TP-62 No. TP-62G No. WP-62 


NOnauCEBypaea ane Fits Screws | Blade 
Plastic |Cushion| Wood No. Leth. 
TP-1 | TP-1G| WP-1| 4 
TP-2 | TP-2G| WP-2]| 5 to 9 incl. 4 
TP-3 | TP-3G} WP-3 | 10 to 16 incl. 6 

18 and larger} 8 


TP-4 
TP-62 |TP-62G| WP- 62 5 to 9 inel, | 1-1/4 


or smaller} 3 


SET No. GP-4 

In Cardboard Box 
One each Nos. TP-1G, TP-2G, 
TP-3G and TP-62G with cushion grips. 


SET No. TP-5 
In Cardboard Box 


One each Nos. TP-1, TP-2, TP-3, 
TP-4 and TP-62 with plasiie handles. 


Plastic Cushion | Lgth.| Size | Width SET No. WP-5 
te ree 3 ie ae In Cardboard Box 

6 ‘16 | 3/16 One each Nos. WP-1, WP-2, WP-3, 

oy ee: Sy ae ae WP-4, WP-62 with hardw ood handles. 
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WILLIAMS’ SCREW DRIVERS 


SET No. 1-D SET No. 4-DG 
In Cardboard Box In Cardboard Box 
Contains 1 each Nos. 4, 6, 8, 12 and Contains 1 each Nos. 4G, 6G, 8G and 
62 Regular Screw Drivers with square 62G Regular Screw Drivers with square 
blades, plastic handles. blades and cushion grip handles. 


SET No. 4-D SET No. 5-DG 

In Cardboard Box In Cardboard Box 
Contains 1 each Nos. 24, 26, 28, 30 Contains 1 each Nos. 24G, 26G, 28G, 
and 32 Regular Screw Drivers with 30G and 32G Regular Screw Drivers 
round blades, plastic handles. with round blades and cushion grips. 


SET No. 3-D SET No. 6-DG 
In Cardboard Box In Cardboard Box 
Contains 1 each Nos. 43, 46, 50 and Contains 1 each Nos. 43G, 46G and 
52 Williams’ Electricians’ Screw 50G Electricians’ Screw Drivers with 
Drivers with plastic handles. cushion grip handles. 


WILLIAMS’ HOLLOW-SHAFT NUT DRIVERS 


Hex openings. Shafts are plated and solidly 
anchored in_ color-coded plastic handles, 
approved by U.L. 


Opening No. Handle Color} Length 


3/16 | HND-6 Black 

7/32 HND-7 Brown 

1/4 HND-8 Red 

9/32 | HND-9 Orange SET No. NDS-7 


5/16 HND-10 Amber 
11/32 HND-11i Green 

3/8 HND-12 Blue 

7/16 | HND-14 Brown 


In Cardboard Box “oom 


Contains one each GFT No. NDS-11 
Nos. HND-8, HND-9, ‘Tn Cardboard Box 


ANIIIIIIDA®AAO® 


1/2 HND-16 Red HND-10, HND-11, Contains one each 
9/16 HND-18 Orange HND-12, HND-14 Nos. HND-6 through 
5/8 HND-20 Amber and HND-16. HND-20. 
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WILLIAMS’ PUNCHES 


Williams’ Punches are forged from high grade octagon alloy steel, properly 
hardened and tempered to stand up under the most severe service. Black body; 


taper and head full polished. 
PIN PUNCHES 


LONG TAPER PUNCHES 


No. Point Diam.| Stock Size | Length 
P-3 3/32 3/8 6 
P-4 1/8 3/8 6 
P-5 5/32 3/8 6 
P-6 3/16 1/2 6 
P-8 1/4 1/2 6 
P-10 5/16 1/2 6 
SOLID PUNCHES 
No. | Point Diam.| Stock Size Length 
P-13 | 3/32 1/2 6 
P-14 1/8 1/72: 6 
P-15 5/32 1/2 6 
P-16 3/16 172: 6 
P-17 1/4 1/2 6 


PUNCH & CHISEL SET No. PC-26R 
In K-17 Kit 


This combination set contains a com- 
plete assortment of Williams Punches 
and Chisels. It combines the contents 
of Punch Set No. PS-17 and Chisel Set 
No. C§-9 into one handy roll. 


No. | Point Diam.| Stock Size | Length 
P-25 5/32 3/8 9 
P-26 3/16 1/2 10 
P-28 1/4 5/8 12 

PRICK PUNCHES 

No. | Point Diam.| Stock Size | Length 

P-=300 [enn 3/8 5 
CENTER PUNCHES 

No. | Point Diam.| Stock Size | Length 
PS40 |e: Seatteelernstare 3/8 5 
P42 | hee Men i 1/2 6 


CWVILLIAMS 
= 


PUNCH SET No. PS-17R 
In K-18 Kit 


This complete punch set contains 
one each Pin Punches P-3, P-4, P-5, 
P-6, P-8 and P-10; Solid Punches P-13, 
P-14, P-15, P-16 and P-17; Long Taper 
Punches P-25, P-26 and P-28; Prick 
Punch P-30; Center Punches P-40 
and P-42. 
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WILLIAMS’ CHISELS 


Williams Chisels and Pinch Bars of high grade octagon alloy steel are carefully 
forged, hardened and tempered. Body finished in black with full polished ends. 
Rivet Buster is designed especially for cutting off hardened rivet heads. 


COLD OR FLAT CHISELS 


my 
No. | Width of Cut | Stock Size | Length 
C-8 1/4 1/4 5 
C-10 5/16 1/4 5 
C-12 3/8 5/16 5-1/2 
C-16 1/2 7/16 6 
C-20 5/8 1/2 6-1/2 
C-24 3/4 5/8 us 
C-28 7/8 3/4 7-1/2 
C-32 i 7/8 8 
G-36 | 1-1/8 1 | 
EXTRA LONG COLD CHISELS 
No. | Width of Cut Stock Size | Length 
C-120 5/8 1/2 12 
C-124 3/4 5/8 12 
C-132 1 3/4 12 
RIVET BUSTER 
No. | Width of Cut | Stock Size | Length 
C-422 11/16 3/4 12 


CHISEL SET No. CS-8R 
In K-8 Kit 


This handy chisel set contains one 
each Cape Chisels C-40, C-42, C-44 
and C-46; Diamond Point Chisels 
C-60 and C-62; Round Nose Chisels 
C-72 and C-74. 


CAPE CHISELS 


No. | Width of Cut | Stock Size | Length 
C-40 3/16 3/8 6 
C-42 1/4 1/2 6-1/4 
C-44 5/16 1/2 6-1/4 
C-46 3/8 5/8 a 


DIAMOND POINT CHISELS 


ya = y 
No. | Width of Cut | Stock Size | Length 
C-60 1/4 3/8 5-1/4 
C-62 3/8 5/8 6 


No. | Width of Cut | Stock Size | Length 
C-72 1/4 1/2 6-1/4 
C-74 3/8 5/8 os 

PINCH BARS 
No. | Width of Cut Stock Size | Length 


CHISEL SET No. CS-9R 
In K-16 Kit 


This compact set contains a complete 
range of Cold Chisels consisting of one 
each C-8, C-10, C-12, C-16, C-20, 
C-24, C-28, C-32 and C-36. 
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WILLIAMS’ 
SOFT-FACE HAMMERS 


With Interchangeable Tips 


These tips are highly resistant to common industrial solvents and acids. They are 
non-explosive and electrically non-conductive. Hickory handles used throughout. 
Series 100, 150, 153, 200, 250 and 300 have aluminum alloy heads. Series 105, 
155, 205, 207, 255 and 305 have die-cast zinc-alloy heads all with bright finish. 
Series 152 and 202 have chrome-plated brass heads and are shot loaded offering 
30% more driving power with fewer blows, less rebound and less shock. 
Hammer bodies and tips as listed below are shipped unassembled. 


Nihon | Seed | | Welt Number | Head Tip Weight 
umber | Diam.) Hardness Color Each umber | Diam.) Hardness Color Each 
100-SS 1 Super Soft | Gray 5 02. *202-SS 2 Super Soft Gray | 2-1/2 lb. 
100-S 1 Soft Brown 5 oz. *202-S 2 Soft Brown | 2-1/2 lb. 
100-M 1 Medium Red 5 oz. *202-M 2 Medium Red | 2-1/2 lb. 
100-T 1 Tough Green 5 oz. *202-T 2 Tough Green | 2-1/2 lb. 
100-N 1 Med. Hard | Cream 5 oz. *202-N 2 Med. Hard | Cream | 2-1/2 lb. 
100-H 1 Hard Black 5 02. *202-H 2 Hard Black | 2-1/2 lb. 
100-XH 1 Extra Hard | Yellow 5 oz. *202-XH 2 | Extra Hard | Yellow | 2-1/2 1b 
105-SS 1 Super Soft | Gray 8 oz. 205-SS 2 Super Soft | Gray 2 |b. 
105-S 1 Soft Brown 8 oz. 205-S 2 Soft Brown 2 Ib. 
105-M 1 Medium Red 8 oz. 205-M 2 Medium Red 2b. 
105-T 1 Tough Green 8 oz. 205-T 2 Tough Green 2 Ib. 
105-N 1 Med. Hard | Cream 8 oz. 205-N 2 Med. Hard | Cream 2 Ib. 
105-H 1 Hard Black “8 02. 205-H 2 Hard Biack 2 lb. 
105-XH 1 Extra Hard | Yellow 8 oz. 205-XH 2 Extra Hard | Yellow 2 Ib. 
150-SS 1-1/2 | Super Soft | Gray 3/4 lb. 207-SS 2 Super Soft | Gray 3 lb. 
150-S 1-1/2 Soft Brown | 3/4 lb. 207-S 2 Soft Brown 3 Ib. 
150-M 1-1/2| Medium Red 3/4 |b. 207-M 2 Medium Red 3 lb. 
150-T 1-1/2 Tough Green | 3/4 lb. 207-T 2 Tough Green 3 Ib. 
150-N 1-1/2 | Med. Hard | Cream | 3/4 lb. 207-N 2 Med. Hard | Cream 3 lb. 
150-H 1-1/2 Hard Black | 3/4 lb. 207-H 2 Hard Black 3 Ib. 
150-XH 1-1/2 | Extra Hard | Yellow | 3/4 lb. 207-XH 2 Extra Hard | Yellow 3 Ib. 
*152-SS 1-1/2 | Super Soft | Gray | 1-1/4 lb 250-SS 2-1/2} Super Soft | Gray 2 |b. 
*152-S 1-1/2 Soft Brown | 1-1/4 lb. 250-S 2-1/2 Soft Brown 2 Ib. 
*152-M 1-1/2 Medium Red 1-1/4 lb 250-M 2-1/2 Medium Red 2 Ib. 
*152-T 1-1/2 Tough Green | 1-1/4 |b. 250-T 2-1/2 Tough Green 2 Ib. 
*152-N 1-1/2 | Med. Hard | Cream | 1-1/4 lb 250-N 2-1/2 | Med. Hard | Cream 2 lb. 
*152-H 1-1/2 Hard Black | 1-1/4 lb. 250-H 2-1/2 Hard Black 2 lb. 
*152-XH_ | 1-1/2] Extra Hard | Yellow | 1-1/4 lb. 250-XH_ | 2-1/2 | Extra Hard | Yellow 2 Ib. 
153-SS 1-1/2 | Super Soft | Gray 1 Ib. 255-SS 2-1/2] Super Soft | Gray 4 |b. 
153-S 1-1/2 Soft Brown 1 lb. 255-S 2-1/2 Soft Brown 4 lb. 
153-M 1-1/2] Medium Red 1 lb. 255-M 2-1/2| Medium Red 4 lb. 
153-T 1-1/2 Tough Green 1b. 255-T 2-1/2 Tough Green 4 lb. 
153-N 1-1/2 | Med. Hard | Cream 1 lb. 255-N 2-1/2 | Med. Hard | Cream 4 lb. 
153-H 1-1/2 Hard Black 1b. 255-H 2-1/2 Hard Black 4 lb. 
153-XH_ | 1-1/2 | Extra Hard | Yellow 1b. 255-XH_ | 2-1/2 | Extra Hard | Yellow 4 lb. 
155-SS 1-1/2] Super Soft | Gray | 1-1/4 lb. 300-SS 3 Super Soft | Gray | 8-1/2 lb. 
155-S 1-1/2 Soft Brown | 1-1/4 lb. 300-S 3 Soft Brown | 3-1/2 lb. 
155-M 1-1/2 Medium Red | 1-1/4 lb. 300-M 3 Medium Red | 3-1/2 lb. 
155-T 1-1/2 Tough Green | 1-1/4 lb 300-T 3) Tough Green | 3-1/2 Ib. 
155-N 1-1/2 | Med. Hard | Cream | 1-1/4 |b 300-N 3 Med. Hard | Cream | 3-1/2 lb. 
155-H 1-1/2 Hard Black | 1-1/4 Ib. 300-H 3 Hard Black | 3-1/2 1b. 
155-XH 1-1/2 | Extra Hard | Yellow | 1-1/4 lb 300-XH 3 Extra Hard | Yellow | 3-1/2 lb. 
200-SS 2 Super Soft | Gray | 1-1/4 lb. 305-SS 3 Super Soft | Gray 6 lb. 
200-S 2 Soft Brown | 1-1/4 lb. 305-S 3 Soft Brown 6 lb. 
200-M 2 Medum Red | 1-1/4lb 305-M 3 Medium Red 6 Ib. 
200-T 2 Tough Green | 1-1/4 lb. 305-T 3 Tough Green 6 lb. 
200-N 2 Med. Hard | Cream | 1-1/4 lb. 305-N 3 Med. Hard | Cream 6 lb. 
200-H 2 Hard Black | 1-1/4 lb. 305-H 3 Hard Black 6 Ib. 
200-XH 2 Extra Hard | Yellow | 1-1/4 lb. 305-XH 3 Extra Hard | Yellow 6 lb. 
*Shot-loaded heads. 


eee cn ec ene c ence ee EEE 
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WILLIAMS’ HAMMER BODIES ONLY 


= Head Handle = Head Handle 
‘ Diam. Length Length ee Diam Length Length 

100 1 3-1/2 11-3/8 202 2 7 13 

105 1 3-1/2 11-3/8 205 2 5 13 

150 1-1/2 4-3/8 13 207 2 6-3/8 15 

152 1-1/2 5-3/8 13 250 2-1/2 6-1/4 15 

153 1-1/2 by) 13 255 2-1/2 6-1/4 13 

155 1-1/2 4-3/8 13 300 3 he 14 

200 2 5 13 305 3 7 14 

TIPS ONLY 
Tip 1” Diam. 2” Diam 
Hardness Color No. No. 
Super Soft Gray 10-SS 20-SS 
Soft Brown 10-S 20-S 
Medium Red 10-M 20-M 
Tough Green 10-T 20-T 
Med. Hard | Cream 10-N 20-N 
Hard Black 10-H 20-H 
Extra Hard | Yellow 10-XH 20-XH 
WILLIAMS’ WILLIAMS’ 
BALL PEIN HAMMERS ADJUSTABLE FILE HOLDER 


Hammers are exceptionally well 
balanced. They are drop-forged from 
specially selected steel and carefully 
heat-treated for uniform, dependable 
strength and hardness. 

Handles are made from second 
growth white hickory, clear lacquered, 
and carefully fitted and permanently 
wedged into the head. 


No. Length Weight 
7-0 9-3/4 2 oz 
5-0 9-3/4 4 oz 
3-0 11-1/2 8 oz 
2-0 13-1/2 12 oz 
0 14 b 
2 14-1/2 1-1/2 lbs 
4 15-1/2 2 lbs. 
6 16 2-1/2 lbs. 


No. 1150 


Although light in weight, Holder is 
extremely rigid and comfortably bal- 
anced. File may be flexed either way to 
the maximum point of safety against 
breakage. Before flexing, the bolt which 
attaches blade should be loosened. 

14” STANDARD FLEXIBLE 
MILLED CURVED-TOOTH FILE 


Curved teeth are milled on both sides. 
These files are made from special alloy 
steel, precision milled and are self 
clearing. They leave a smooth finish. 
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WILLIAMS’ 
BODY and FENDER HAMMERS 


No. 164-G Utility Hammer 
ae TT 


No. 160-G Bumping Hammer 


No. 156-GB 
Curved Finishing Hammer 


—— OO 


No. 42-H 
Magnetic Trimmers’ Hammer 


No. 156-G 
Finishing Hammer 


Dinging Hammer 


No. 158-G 
Finishing Hammer 
ST 


No. 150-G 
Dinging Hammer 


No. 155 
Fender Bumper 


FACES 


Length’ 


Noo} ——+_ =I Fesa | Handle 
Round | Square | Overall Length 
150-G |114x1%J........ 6 1-1/2 
U5" ae ieee Peer. ees 8-1/2 | 15 
156-G_ | 1-1/4 |........ 11-1/2 
156-GB | 1-1/4 |........ 11-1/2 
158-G TOV GEE ere ene 6-3/ 11-1/2 
160-G 1-1/4 1-3/16 | 4 1-1/2 
161-G 1-1/4 1-1/8 4 11—1/2 
164-G 19/164 Barca 11-1/2 
Cb: Ga aan Deeeace 5-7/8 | 11 


WILLIAMS’ 
DOLLY BLOCKS and SPOONS 


w2aaa & 


eg 
No. 1058 No. 1059 No. 1060 
Toe Heel General 
Dolly Dolly Purpose 
Dolly 
No. 1070 No. 1068 
Heavy Low 
Duty Crown 
Dolly Dolly 
; Pee 
} / No. 1050 4 No. 1054 
{ Combination Long Curved Spoon 
Spoon 


& / No. 1045 


H Long 
, { Turret Top 
\ Spoon 


Drop-forged from _ selected steel. 
Blocks are full polished. Bodies of 
Spoons are finished in black, blade ends 
are full polished. 


DOLLY BLOCKS 


Number Size 
1058 4-3/4 x 2-1/4 x 1-1/16 
1059 3-1/8 x 2-3/8 x 1-7/16 
1060 2-7/8 x 2-3/8 x 2-1/4 
1068 2-3/4 x 1-5/8 x 4 
1070 3-5/8 x 3-1/4 x 2-1/2 
SPOONS 
Length 
No. | Overall Face 
1045 10 1-7/8 x 5-1/4 x 3/16 
1050 4-3/4 1-3/4 x 5-1/2 
1054 10-1/2 2x7 


ES 
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WILLIAMS’ HIGH SPEED DRILLS 
Straight Shank—Jobbers’ Length 
. se 
Style H-400 

, These drills are suitable 
for all general purposes. 
%»., hey have bright fin- 
ished margins and 


shanks, black flutes 
and black lands. 


WILLIAMS’ MASONRY DRILLS 
Carbide Tipped 


MOREE RES 


Style 300 
Tipped diameters are oversize to pro- 
vide for clearance in installing anchors, 
expansion shields and toggle bolts. 


Leth. 
Overall 


Diam. Leth. 


of Twist 


é Lgth. | Lgth. 
Diam.| Overall lof Twist 


2- 7, 


Set Number 
With 
Drills in 
Folding 
Case 


Drill Sizes 


21-H13 
4B-H21 H-21 
5B-H29 H-29 
6B-H15 H-15 


13 l% to 14 by 64ths 
21 Ys to 3% by 64ths 
29 ly to 14 by 64ths 
15 l to 4% by 32nds 


SEREW EXTRACTOR SETS 


SET No. 205 SET No. 206 
One each Williams’ One each Williams’ 
Screw Extractors Nos. Screw Extractors Nos. 


1, 2,3, 4 and 5. : 

Extractors in this 
set willremove broken 
screws 9/16” and 
smaller. 


1, 2, 3, 4, 5 and 6. 

Extractors in this 
set willremove broken 
screws 5/8” and 
smaller. 


Nom. | Actual | Extreme} Shank | Shank 
Diam. | Diam. | Length | Diam. | Length 
1/8 .130 2-1/2 1/8 1-1/4 
3/16 -198 3 3/16 1-1/4 
1/4 -260 4 1/4 1-3/8 
5/16 328 4 1/4 1-1/2 
3/8 .390 4 1/4 1-1/2 
7/16 -458 6 3/8 1-5/8 
1/2 -525 6 3/8 1-5/8 
9/16 587 6 7/16 1-5/8 

8 .650 6 1/2 1-5/8 
11/16 713 6 1/2 1-5/8 
3/4 775 6 1/2 1-5/8 
7/8 -905 6 1/2 1-5/8 

1 1.030 6 1/2 1-5/8 
1 1/8 1.160 6 1/2 1-5/8 
11/4 1.285 10 1/2 1-5/8 
1 1/2 1.535 10 1/2 1-5/8 

SCREW EXTRACTORS 
Style 200 
SET No. 221 


One each Williams’ 
Screw Extractors Nos. 
1, 2,3, 4, 5, 6and Jobber 
Length High Speed 


7/64, 5/32, 
1/4, 17/64 
and 13/32” 
diameters. 
Will remove 
broken 
screws 5/8” 
and smaller. 
On Wooden Stand 
Ex- For Use |For Use| Diam. | Size 
tractor} on Screw jon Pipe] Small | Drill 
No. Sizes Sizes | End | to Use 
1 #8to Ww |....... 054 5/64 
#12 to He}....... 080 7/64 
3 6 tO AG) oleic. eto 1/8 5/32 
4 He to Ke 1/8 3/16) 1/4 
5 %eto 3% |%& | 15/64) 17/64 
6 34 tol 3/8 3/8 3/32 
ze 1 to 1% 1/2 1/2 17/32 
8 1% to 1% 3/4 3/4 | 13/16 
9 1% to 24} 1 1 1- 1/16 
10 2% to 244 | 1- 1/4}1- 1/4 |1- 5/16 
11 | 2% to3 1— 1/2|1- 1/2 |1- 9/16 
12 3 to 34% 2 1— 7/8 |1-15/16 
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WILLIAMS’ TUBE CUTTER 


Cuts tubing fr 
Reamer constructed to set flush against 
tool when not in use, and turns to 90° 
angle during reaming operation. Red 
plastic handle, chrome-plated body. 

No. 161-A CUTTER WHEELS 


Heat-treated, tool steel razor edge 
cutter wheels for No. 161 Tube Cutter. 


TUBE FLARING TOOL 


Compressor 
Attachment 


Yoke type compressor is drop- 


forged and easily slips over the die 
block. Hardened floating cone will give 
an even, accurate flare and taper that 
will insure a tight joint. Seven threaded 
flaring dies with diameters for 3/16, 
1/4, 5/16, 3/8, 7/16, 1/2 and 5/8 inches. 
Cadmium-plated finish. 


SET 
No. 165 


In 
MC-16 
Metal 
Case 


One each Nos. 161 Tube Cutter, 
161-A Extra Cutter Wheel, 162 Tube 
Flaring Tool. 


= 


WILLIAMS’ FEELER GAUGES 


Made from selected Swedish Steel. 


Blades are 1/2” wide. 
Blade |3-5/16” Lengths] 12” Lengths 
Thicknes Number umber 
0015 G-0015 GL-0015 
002 G-002 GL-002 
003 G-003 GL-003 
004 G-004 GL-004 
005 G-005 GL-005 
006 G-006 GL-006 
007 G-007 GL-007 
008 G-008 GL-008 
009 G-009 GL-009 
010 G-010 GL-010 
O11 G-011 GL-011 
012 G-012 GL-012 
013 G-013 GL-013 
014 G-014 GL-014 
015 G-015 GL-015 
016 G-016 GL-016 
017 G-017 GL-017 
018 G-018 GL-018 
020 G-020 GL-020 
022 G-022). See 
024 G-024 GL-024 
025 G-025 GL-025 
028 G=-028" |. 25 Gaon 
030 G-030:— +o |) 25a 
032 G-032 GL-032 
035 G-035 GL-035 
040 G-040 GL-040 
WILLIAMS’ 


PISTON RING COMPRESSOR 


No. RC-50 


Piston Diameters 
2-1/8 to 5 Inches 


Has 3-1/2” high 
compression band 
of clock-spring steel. 
Takes all rings at 
one time, including 
skirt ring on Ford, 
Pontiac, Hudson, 
etc. Two tension 
bands _ eliminate 
flare-out at bottom when rings leave 
compressor. With beaded edge the 
compressor cannot enter the cylinder 
with the piston. Hardened ratchet is 
operated with a 1/4” square offset 
key wrench. Operating instructions 
included. 
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WILLIAMS’ FEELER GAUGE SETS 


SET No. GS-1 
MASTER FEELER GAUGE 


25 Blades 3-5/16 x 1/2” in the following 
thicknesses—.0015, .002, .003, .004, .005, .006, 
.007, .008, .009, .010, .011, .012, .013, .014, 
.015, .016, .018, .020, .022, .024, .025, .028 
.030, .032, .035. 


SET No. GS-2 
STANDARD FEELER GAUGE 


10 Blades 3-5/16 x 1/2” in the following 
thicknesses—.002, .003, .004, .005, .006, .007, 
.008, .010, .012 and .015. 


SET No. GS-3 
COMBINATION FEELER GAUGE 


10 Blades 3 x 1/2” in the following thick- 
nesses—.002, .003, .004, .005, .006, .007, .008, 
.010, .013, .015; 12 Blades 1-3/4 x 1/4” in the 
following thicknesses—.011, .012, .013, .014, 
.015, .016, .017, .018, .019, .020, .022, .025. 


SET No. GS-4 
PISTON FEELER GAUGE 


8 Blades 9 x 1/2” in the following thicknesses 
—.002, .003, .004, .005, .006, .008, .010 and 
015. 


SET No. GS-5 
BRAKE FEELER GAUGE 


9 Blades 4 x 1/4” in the following thicknesses 
—.002, .004, .005, .006, .007, .008, .010, .012 
and .015. 


SET No. GS-6 
IGNITION FEELER GAUGE 


12 Blades 1-3/4 x 1/4” in the following thick- 
nesses—.011, .012, .013, .014, .015, .016, .017, 
.018, .019, .020, .022, .025. 


SET No. GS-7 


SPARK PLUG GAP GAUGE 


8 90° Wires—.022, .025, .028, .030, .032, 
-035, .038, .040 and electrode bender. 


No. GS-8 
FEELER GAUGE STOCK HOLDER 


4-3/4” long. Holds one 12” Blade, any thick- 
ness. 


SET No. GS-9 
CHEVROLET FEELER GAUGE 
8 Blades 3-5/16 x 1/2” in the following thick- 
nesses—.006, .007, .008, .010, .012, .013, .015, 
.020; 4 Blades 3-5/16 x 1/4” in the following 
thicknesses—.016, .018, .020, .022; 3 90° Wires 
.032, .035, .040; one electrode bender. 


SET No. GS-10 
SPECIAL FORD FEELER GAUGE 


13 Step Ground GO-NO-GO Blades 3-5/16 x 
1/2” in the following thicknesses—.010-.012, 
-011-.013, .012-.014, .013-.015, .014-.016, .015- 
.017, .016-.018, .017-.019, .018-.020, .019-.021, 
.021-.023, .024-.026, .025-.027. 4 Blades 3-5/16 
x 1/4” in the following thicknesses—.015, .016, 
.020, .025; 2 Straight Wires—.017 and .030; 
3 ue Wires—.025, .028, .035 and one electrode 

ender. 


SET No. GS-11 
COMBINATION O.H.V. FEELER GAUGE 
11 Blades 3-5/16 x 1/2” in the following 
thicknesses—flat, .015, .016, .018, .019—offset 
with 45° step, .018, .019, .020. 021, .024, .025, 
.026. Especially useful on Ford, Mercury and 
Studebaker engines. 
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WILLIAMS’ 2-JAW PULLERS 


Nos. 240 and 243 Nos. 241 and 242 


Well suited to the many pulling jobs 
found in repair and maintenance work. 
Forged alloy steel, body and jaws are 
heat-treated. Cadmium-plated finish. 
NOTE: No. 241 has plain hook on both ends ef 
jaws. No. 242 has slotted hooks on one end of 
jaws for hooking on to cap screws to remove 
gears and parts which have tapped holes. 


Maximum |Maximum| Length and 


No. Spread Reach Diameter of 
Inches Inches Forcing Screw 

240 0to4 3-3/8 3/8 x 4-1/4 

241 0to6 3-1/4 5/8 x6 

242 0to8 5-1/2 3/4 x 8-5/16 

243 0 to 10 9 3/4 x 8-5/16 


WILLIAMS’ 3-JAW PULLERS 


Nos. 244 and 245 


No. 246 


Forged alloy steel, heat-treated. Cad- 
mium-plated finish. 

NOTE: No. 244 has plain hook on both ends of 
jaws. No. 245 has slotted hooks on one end of 
jaws for hooking on to cap screws to remove 
gears and parts which have tapped holes. 


Length and 
Diameter of 


Maximum |Maximum 
No. Spread Reach 


Inches Inches Forcing Screw 
244 0 to 6 3-1/4 5/8 x6 
245 0to8 5-1/2 3/4 x 8-5/16 
246 0 to 10 9 3/4 x 8-5/16 


WILLIAMS’ BEARING pee bee 


The inside of the coun- 
ter-bore is machined down ,; 
to nearly a sharp edge, | 
which allows the tool to be 
forced back of the bearing 
or gear by tightening the 
two nuts. The bearing is { 
separated and removed 
with the aid of a gear ™ 
puller or arbor press. Made from alloy 
steel. Cadmium-plated finish. 

* Pullers 242 or 243 can be ‘used with 
this tool by gripping around outside. 


No. Capacity Hole, Thread Size 
501 0 to 2-1/4 3/8—16 
+503 0 to 4-1/4 5/8—18 


TIMING GEAR PULLER 


For pulling timing 
and other gears having 
j tapped holes, The slid- 
ing jaws enable tool 
to handle gears of all 
widths. The 6-1/2 inch 
side screws are ma- 
chined to take care of 
the most used thread 
sizes, 3/8”-16 and 
5/16"-18. By using standard sizes of 
cap screws, the use of this puller can 
be extended. Cadmium-plated finish. 


Length of | Length of | Length of 
No, Boa Cantar eroa Side Sorows 
10 6-1/2 5-1/2 5 
REFRIGERATION PULLER 
The forged body has 
four sockets into which 


two or all three arms 
may be placed in vari- 
ous positions. Fly- 
wheels with even or 
odd numbers of spokes 
are pulled with equal 
ease. Pulling capacity 
is 7” diameter. Arms “i ord 
are held in place by an alee spring. 


Capacity Body Length 
No. Diam. Diam. Arms 
5 iz. 3-1/4 4-1/4 


SESS 
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WILLIAMS’ 
HARMONIC BALANCER PULLER 


No. 189A Bers 


This puller is designed to pull bal- 
ancers, vibration dampers and gears 
with tapped holes. 

The four slots in the yoke allow use 
of this tool in either two or three hole 
applications. 


Swivel design provides for full float- 
ing action thus preventing damage to 
the shaft ends. 

Three sets of hardened side screws 
are furnished as follows: two 3/8”—16 x 
4” long, three 3/8” —24 x 2” long, three 
5/16”—18 x 2” long. Forcing screw is 
5/8”—18 x 6” long. 

Each puller is finished with cadmium 
plated body and black oxide screws. 
Each puller is individually packaged. 


WILLIAMS’ 


Will remove steering wheels on most 
cars where the wheel is held by two 
cap screws and lock nut, such as Ford, 
Mercury, Lincoln, Chevrolet, Olds- 
mobile, Dodge, Pontiac, Plymouth, Ete. 

Three sets of hardened side screws: 
5/16”-18, 4-/12” long; 5/16”-24, 3-1/2” 
long; 3/8”-16, 4” long. 

Made from alloy steel. Cadmium- 
plated finish. 

Operating Instructions 

Remove the two cap screws on the 
steering wheel. Turn the lock nut 
several times, so that it is almost out 
of the tube. Place the swivel on the 
top of the nut and respective side 
screws in the two side holes. The usual 
pulling operation is then performed. 


VULCAN® PIPE VISES 


Drop-forged jaws 
saw-tempered for 
file-sharpening. The 
chains are of the 
same quality as 
those of our Vul- 
can® Chain Pipe 
Tongs. Suitable for 
fastening to bench 
or post. 


Standard Industrial gray finish with 
orange panel. 


VULCAN® SUPERIOR PIPE VISES 


Handle is on 
top for easy 
operation. Re- 
.. versible jaws 
= provide longer 

: life. 
Drop-forged base, jaws, 
handle and chain-arm. The 
chains are of the same qual- 
ity as those of our Vulcan® Chain Pipe 
Tongs. 

Standard Industrial gray finish with 


No. For Pipe Sizes orange panel. 
1 1/8 to 2-1/2 No. For Pipe, Sizes 
2 1/4 to 4 
3 1/4 to6 11 1/8 to 2-1/2 
4 1/4to8 12 1/4 to 4-1/2 
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WILLIAMS’ VULCAN® CHAIN PIPE TONGS 


i es ee ee 
senecnceseceeamane ER 


The Original Vulcan® introduced over fifty years 
ago, is still the oil fields’ favorite tongs for general work 
Made entirely of wrought steel and fully guaranteed. . 


Chains swing from center and can be used on either side of the jaws, thus 
reducing wear upon specific teeth. Heat-Treated Flat Link Chains are “proof- 
tested’’ to two-thirds of their breaking strain, to Military Standards. 


Standard Finish — Jaws are orange baked enamel. 


Number 10 11 12 13 13-1/2 14 15 16 
Cap., Size Pipe, In....| %-34 | %-14% | 14-24% 34-4 1-6 14-8 2-12 4-18 
Tcteoms Length ....| 1334 20 27 37 446 50% 64146 87 
FlatLink Chain, Lgth.|| 9% 1344 174% 224% 32 404% 5519 74% 
Breaking Strain, lbs. | 5,070 | 9,400 | 13,800 17,600 | 20,100 | 22,000 | 31,000 | 56,000 
Cable Chain, Length .}....... 14% 18 27 33% 42 57 76 
Breaking Strain, lbs. |....... 6,000 9,000 12,500 | 14,300 | 15,700 | 21,800 | 40,000 


WILLIAMS’ VULCAN® SUPERIOR PIPE and FITTING TONGS 


“*v”” Recess in the jaws gives a greater number of 
grips or ‘bites’, both on pipe and fittings. When the 


teeth first in use wear, simply unscrew the bolt and turn the jaws end-for-end. 
Chains—Either Heat-Treated Flat Link Chain, or Cable Chain except No. 0. 
Flat Link Chains are ‘‘proof-tested”’ to two-thirds of their breaking strain, to Military 


Standards. 


Made from tough wrought steel; all parts are interchangeable. 
Standard Finish — Jaws are orange baked enamel. 


Number 0 1 2 3 3-1/2 4 5 
For Pipe and Fittings, In...| 1%-34 \%-1% | 4-24 34-4 1-6 14-8 2-12 
Extreme Length........... 1334 20 27 37 44446 50% 6416 
Flat Link Chain, Length.... 9% 13% 174% 22% 32 40% 5514 
Breaking Strain, lbs........ 5,070 9,400 | 13,800 17,600 | 20,100 | 22,000 | 31,000 
Cable Chain, Length........| ...... 14% 18 27 33% 42 bys 
Breaking Strain, lbs...:....|........ 6,000 9,000 12,500 | 14,300 | 15,700 | 21,800 


ALUMINUM VISE STAND 
Weighs Only 18-3/4 lbs. 
folded for carrying 
Base, High tensile, high 
impact aluminum al- 
loy. Recess for oil can, 
J} handy slots for tools 
and ‘“V” pipe support 
in rear. 
Pipe Benders, Handle 
pipe up to 3/4”. 
Legs, Aluminum alloy 
tubing. 
Vise is Vulcan® No. 1 
as described on page 77. 


Vise Stand No. 
AV-1 


For Pipe Sizes 
1/8 to 2-1/2 


WILLIAMS’ CHAIN WRENCH 


Handle is drop-forged from 
Selected Alloy Steel, heat-treated and 
chrome-plated. 


Successive bites can be taken without 
removing the wrench from the work. 
Ideal for use on close quarter appli- 
cations in industry, farm and home. 


No. Length 


Capacity | 


Cw-4 3/8 to 4” O.D. 11 
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WILLIAMS’ IMPROVED VULCAN® CHAIN PIPE TONGS 


Jaws are double-ended, and are reversible. Tongs 
are wholly made of wrought steel and are fully guaranteed. 
Chains swing from the center and can be used on either 
side of the jaws, thus reducing the wear upon specific teeth. Heat-Treated Flat 
Link Chains are “‘proof-tested’’ to two-thirds of their breaking strain, to Military 


Standards. Standard Finish — Jaws are orange baked enamel. 
Number 30 31 32 33 33-1/2 34 35 
Capacity, Size Pipe, inches...| %-34 Y%-14% | 4-26 34-4 1-6 14-8 2-12 
xtreme Length........... 1334 20 27 37 4414 50144 64144 
Flat Link Chain 
Veh erra gs bic cs acts ta seers o-oo 9% 13% 17% 221 32 404% 5514 
Breaking Strain, lbs........] 5,070 9,400 13,800 17,600 | 20,100 | 22,000 | 31,000 
WILLIAMS’ VULCAN® REVERSIBLE PIPE and FITTINGS TONGS 


Vulcan® Reversible Tongs will turn pipe instantly 
in either direction without removing the tongs or loosening the chain. Outer jaws 
can be removed to make an efficient fittings tongs for narrow beads and flanges. 
Jaw removal is accomplished by taking out the single bolt and nut used in assembly. 
These outer jaws are also reversible end-for-end providing double life. Heat- 
Treated Flat Link Chains 

are ““nroof-tested”’ to two- Number 27 37 47 57 


thirds of their breaking For Pipe, size inches | 14-24% 34-4 1-6 144-8 

nd- Daal na an yeipee 27 37 4414 5014 
ee to Military Stand-  ,oGhaia. ieneth’ 17% 2214 32 4014 
ards. Breaking Strain, lbs.|_ 13,800 17,600 20,100 22,000 


WILLIAMS’ FLANGE-JACKS 


Technical data ™ 
sheet covering 
Flange-Jacks ca- 
pacities for all 
standard flange 
faces in various 
pipe classes and 
the dimensional 
limitations of spe 
cial flanges avail-;{ 
able on request. 
Table below indi- 4 


Operating with a minimum of effort, 


FLANGE-JACKS exert tremendous 
pressure smoothly and evenly. The 
flanges are parted quickly and held in 
perfect alignment without damage to 
flange faces. 

There is no shock along the pipe 
line, no danger from flying wedges 
and no sparks are caused by hammer 
blows. FLANGE-JACKS eliminate 
costly shutdowns, making possible 
fast, economical repairs. 


cates capacities 
for standard. 
raised face flanges 
in widely used 
cast iron and steel 
pipe classes. 


Capacity—Standard Raised Face Flanges 


No. | 125 1b. 150 Ib. 250 lb. 300 Ib. 
Cast Tron Steel Cast Iron Steel 

20 2” to 20” | 2” to 20”| 1” to 12” | 34” to 12” 

30 | 16” to 48” | 18” to 24” | 12” to 30” | 12” to 24” 
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WILLIAMS’ VULCAN® DEEP THROAT “C’? CLAMPS 


Designed for use where clearance provided by a deep 
throat is required. Drop-forged from special steel and heat- 
treated. Screws are made from selected steel, heat-treated 
and threaded especially for strength and rapid adjustment. 


Standard pattern for body-builders, woodworkers and 
kindred trades. Industrial Black Finish. 


Spatter-Resisting for welding. Cadmium-plated ( \ 
to resist the adherence of welding spatter. 


SUPERSWIVEL. This exclusive feature permits full use of 
the clamp. Where use of a clamp without swivel is required, 
Superswivel can be removed without destruction of swivel 
or screw. Fast, easy field replacement can be accomplished in 
seconds with the assurance to the user that swivel retention 
is unexcelled. Locking end of retaining ring snaps into en- 
gaging hole in collar of Superswivel for permanent retention. 


ine Ne ect de Depth of Throat 
rom 

Standard caer Max. | Min. | Center of Screw 

402 402-S 2 0 2 

403 403-S 3 0 2 3/8 
404 404-S 4 0 2 3/4 
406 406-S 6 0 3 5/8 
408 408-S 8 0 41/2 
410 410-S 10 2 5 3/8 
412 412-S 12 4 5 3/4 


Extreme Dimen. Screw 
of Body 
z Length 

Length | Width | Diam. | Over All 

47/8 3 3/4 1/2 4 3/4 

6 1/8 41/8 1/2 6 

7 5/8 4 3/4 5/8 8 1/8 
10 1/4 5/8 10 1/4 
12 3/4 3/4 12 1/2 
15 1/4 8 1/8 3/4 12 1/2 
18 9 3/8 7/8 13 


WILLIAMS’ VULCAN® 
HEAVY SERVICE ‘‘C’? CLAMPS 


Drop-forged from a 
strong, tough grade of steel; 
heat-treated after forging, 
toincrease strength and re- 
duce the liability of spring- 
ing. Screws are made of a 


special grade of steel, 
hardened and tempered. 
With long Screws, min- 
imum capacity of all 
Clamps is 0. 
Capacity Depth Std Screw: 
Ri | aieoas |). Diacand 
No. sath froin Length 
Max.| Std. |Ctr.of| Under 
Screw | Screw Head 
0 3/4| 0 3/4 | 5/16x1-1/2 
1 1-1/4) 0 1-1/8 3/8 x2-1/4 
1-1/2| 1-3/4| 0 1-1/2 | 1/2 x3-1/8 
2 2-1/4 7/8 1-3/4 5/8 x2-7/8 
3 3-1/4) 1-5/16 | 2-3/8 3/4 x3-3/4 
4 4-1/2 2-3/4 7/8 x4-1/2 
5 5-1/2| 2-1/2 3-1/8 7/8 x5-3/8 
6 6-1/2| 3-1/16 | 3-3/8 |1 x5-7/8 
8 8-1/2) 4-1/4 3-3/4 |1-1/8 x7 
10 10-1/2| 6-3/8 | 4-1/8 |1-1/8 x7 
12 12-1/2| 7-5/8 4-1/2 |1-1/4 x8 


WILLIAMS’ AGRIPPA® 


GENERAL SERVICE 
“Cc”? CLAMPS 


Drop-forged from a 
strong, tough grade of 
carefully selected steel. 
They are also heat-treated, 
after forging, to increase 
their strength and reduce 
the liability of springing. 

Screws are made of a 
special grade of steel, 
hardened and tempered. 


The swivels are drop- 
forged. 
Capacity Depth. of Screw 
No. POS y Iron. Length 
. Center of . 
Max| Min ‘Sane Dia. be 
102 2 i) 1-1/2 1/2 
103 | 3 0 5/8 5-5/8 
104 4 0 2-3/8 3/4 6-7/8 
106| 6 2 2-1/2 3/4 6-7/8 
108| 8 4 2-5/8 3/4 6-7/8 
110 | 10 6 2-3/4 3/4 6-7/8 
112 | 12 8 2-7/8 3/4 6-7/8 
115 | 15 | 10 3-1/16 7/8 8-1/8 
118 | 18 | 13 3-1/4 7/8 8-1/8 
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TOOL-MAKERS’ ‘“‘C’’? CLAMPS FINGER PATTERN SINGLE END 


Drop-forged, js > 
=, hardened ae 
z and ———+ 
© tempered. No. |Lgth.| Width| Thick. |Ol0%Mim- Dimen| 78 
= : ness | Length | Width | Length 
na | Capacity Depth of Screw —s ae 
“| Max. | Min. Throat | Dia.| Length a : ele vs 118/46 eS 1/2 
WITH PLAIN SCREW 2 8 | 1-15/16 | 11/16 | 5/8 
2 i = 1/16 5715 EIS ool 2-1/8] 1-1/8 | 2- 9/16 | 13/16 | 3/4 
eet ca vie | 1svie la7e ie aie FINGER PATTERN DOUBLE END 
204 | 4-1/4 |1- 3/16 |1- 1/8 |7/16|4— 1/8 
WITH SWIVEL SCREW 
201 | 3/4 |0 11/16 |5/16)1-11/16 
202 | 1-3/4 5/16 13/16 |3/8 |2— 7/16 ee 
203 | 2-3/4 11/16 15/16 |3/8 |3- 3/16 : Finger 
204 | 4 1- 3/16 |1- 1/8 |7/16|4— 1/8 No. | Length | Width | Thick-| Diam. | Dia. & 


ness Hole | Length 


33 | 3-1/2 [ings | 3/4 | iis | Vs 
Drop-forged from 40 | 4 Lasyio | 778 | 13/16 | 3/8 


strong, selected steel 
Asnal Truses in Beoonanel: PLAIN SLOT PATTERN 


ae Hardened Screws per- 
mit rapid adjustment. 


MACHINISTS’ CLAMPS 


Capacity Screws 
hi IS ee es ee Thick- | Slot; Min. Dim. 
Maximum | Length Jaw| End |Center . SS 
Openine al team Screw | Dia) Dia! No. | Length | Width ness Length } Width 
301 1-1/4 1-3/4 5/16 | 5/16 54 1- & 
302 | 24a | diya | 3/8 | 3/8 se| ¢ | wea | as [iio] i116 
303 3-1/4 2-3/4 7/16 | 7/16 58 8 2-1/8 | 1-1/8 | 2-13/16] 13/16 
304 4-1/4 3-1/4 1/2 1/2 59 10 2-1/2 1-3/8 |3-11/16| 15/16 - 
“VULCAN’’@® STRAP CLAMPS ADJUSTABLE STEP PATTERN 


UNIVERSAL ADJUSTABLE 


acy No. | Length | Width ae Sot Min Pi in Din 
Width of | Adjust- Ries Bolt, eng z 


es _Clamp | ment | Size Inches 54A 4 1-5/8 3/4 | 1-3/8 | 11/16 
21 | 5-1/16 | 1-5/8 2-1/4 5/8 56A 6 1-3/4 7/8 |2-1/16| 11/16 
22 | 8 2-1/8 4 3/4 58A 8 | 2-1/8 | 1-1/8 | 2-13/16| 13/16 
23 | 12 2-3/4 6-1/4 1 594 | 10 | 2-1/2 | 1-8/8 |3-11/16| 15/16 
“U”? PATTERN GOOSE NECK PATTERN 


Slot; Min. Dimen| Finger 


No. | Length} Max. |Thick-|_— | Dia. & Slot; Min. 
Width| ness | Length} Width | Length . | Length Width] Thick-) Dimensions 

64 | 4-1/2] 1-3/4] 3/4] 3-1/2] 11/16] 1/2 ness | Length| Width 

66 | 6-5/8 | 2 7/8| 5-1/2] 11/16] 5/8 

68 | 8-3/4 | 2-1/2|1-1/8| 7-3/8] 13/16] 3/4 1-5/8| 3/4] 15/16) 11/16 

110 | 10 2-3/4 | 1-1/4) 9 15/16 | 15/16 6 1-3/4 7/8 \1-11/16] 11/16 

112 | 12 3-1/4 | 1-3/4 | 11 1-1/16 | 1-1/16 8 2-1/8 | 1-1/8 |2— 7/16] 13/16 
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WILLIAMS’ SET-UP ACCESSORIES 


T-SLOT BOLTS 


For setting-up work on planers, 
shapers, milling machines and other 
similar applications. Forged from a 
superior grade of steel to withstand 
severe machine shop use. Designed to 
fit T-Slots, threaded Unified Coarse, 
ready for use. 


Lengths Under Head in Inches 


3/8” 1/2” | 5/8” 3/4” 7/8” 1 
T-Slot | T-Slot | T-Slot | T-Slot | T-Slot | T-Slot 


Size Size Size Size Size Size 


Shank | Shank 
162. | + 


ci ce blah 
pe) CE) Ge Cee |e 
sa] rm] Paves amend | Forel | pearl 


Use Use Use Use Use Use 
3HN | 4HN | 5HN | 6HN | 6HN | 7HN 
Hex Hex Hex Hex Hex Hex 
Nut Nut Nut Nut Nut Nut 

3W 4w 5W 6W 6W 7W 
Washer] Washer| Washer| Washer| Washer| Washer 


1 

1-1/4 

1-1/2 

1-3/4 

2 

2-1/4 

2-1/2 | 2-1/2 | 2-1/2 | 2-1/2 | 2 

sua 223/4' 2253/4. |r ee 

3 3 3 3 
S125 |e3e0/2 || 34/2) 32872) 03-0/2a\escente 
4 4 4 4 
4-1/2 | 4-1/2 | 4-1/2 | 4-1/2 4-1/2 ogo 
5 

5-1/2 | 5-1/2 | 5-1/2 | 5-1/2 | 5-1/2 |....... 
6 6 6 6 6 

7 7 7 7 7 

8 8 8 8 8 

9 9 9 9 9 

10 10 10 10 10 


HEX NUTS FOR T-SLOT BOLTS 


Specially designed 
for use with Williams 
T-Slot Bolts. Thread- 
ed Unified Coarse and 
case hardened. 


Bolt |Threads| Thick- Across 
No. | Diam., Per ness, Flats, 
Inches |_ Inch Inches Inches 
3 HN 3/8 16 7/16 11/16 
4HN 1/2 13 5/8 7/8 
5 HN 5/8 11 3/4 1-1/16 
6HN | 3/4 10 1-1/4 1-1/4 
7 HN 7/8 9 1 1-7/16 
FLAT WASHERS 
Extra thick to re- 


sist bending with 
beveled edges on 
one side. 


Bolt Outside 
No. | Diameter, Diameter, | Thickness, 
Inches Inches Inches 

3W 3/8 

4w 1/2 1 

5W 5/8 1 

6W 3/4 1 

7™w 7/8 1 


T- SLOT NUTS 


For setting-up 
work on_ planers, 
shapers, milling ma- 
chines, etc., Threaded 
Unified Coarse. 


No, | T-Slot| Stua |"BEeads cf me 
Size | Diam.| [nch 
STN| 5/8| 1/2| 18 | 1-1/8 | 13/32 | 1-1/4 
6TN| 3/4| 5/8| 11 | 1-5/16| 17/32 | 1-1/2 
9/16 | 1-3/4 
8TN| 1 7/8| 9 |1-8/4 | 5/8 |2 
10TN| 1-1/4 1 1 Sule 7/8 | 2-8/8 


SET-UP WEDGES 


For setting-up 


work on planers, 
shapers, milling 
machines, etc. 


No. Length Width Thick End 
3WG 3 1 1/4 
5WG 5 1 1/2 
6WG 6 1-1/4 3/4 
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WILLIAMS’ VULCAN® TOOL POST FITTINGS 


TOOL POSTS 
Unfinished — Openings Punched Out 
A 
Cc 
D B 
EFF: 

Number Ie 10 20 23 28 30 40 50 60 
Thengthj Ante wens. 2-15/16|4— ae 4-9/16 | 5 5- 3/16|5— 1/4 | 6-5/16 |7— 3/8 |8— 3/4 
Body Diameter, B...|1— 1/82}1— 1/4 | 1-5/8 | 1-7/16 |1— 9/16]1—-13/16] 2-1/16 |2— 1/4 |2-31/32 

Length, C. 3-1/2, |3-11/16/3- 3/4 | 4-3/8 |5 6 
Base Diameter, D 1-7/8 |2— 1/16|2— 5/16) 2-5/8 |2-15/16/3- a 

Thickness, E.. 5/16 5/16 wy2 9/16 5/8 3/4 
Base to Opening, 1 Sie 7/16 1/2 | 13/16 5/8 5/8 15/16] 1-3/16 }1-— 3/8 |1- 1/2 
Opening Size, H..... 1— 5/16}1—15/16} 1-7/8 | 2-1/2 |2-11/16|2— 1/8 | 2-1/2 |2— 7/8 |3- 9/16 

x 7/16 | x19/32 | x11/16 | x21/32| x11/16| x 3/4 | x 7/8 | x15/16 x1 
For Use With Wedge 5 10 15 & 18 15 15 & 18/18 & 20/30 & 40 60 
Ring. . 5 10 sil 14 18 20 |30 & 40 60 


TOOL POST WEDGES 
For Changing Angles of Lathe Tools 


Cee 


Number 5 10 11 15 18 20 30 40 60 65 
Lengths. ose... 2-13/32| 3 3-3/8 | 3-3/8 | 3-7/8 |3-7/8 | 4- Se 4-7/8 |5-1/4 |5-5/16 
Width—Top..... 13/32 9/16 1/2 5/8 11/16 | 11/16] 3/4 ee 15/16} 7/8 


Width—Extreme .| 1/2 21/32) 19/32] 23/32 3/4 | 13/16 28 15/16]1-3/32]1—-1/32 
Extreme Thickness] 11/32] 31/64 we T/16)| 15/32 | 17/32) 1/2: 124/32). &8/4"1-29/32 
5 


Radius.... 3 2-7/8 sy fe bec 4-1/2 |4-3/4 | 5-1/2 |5-3/4 |6 
For Use with Post. 5 10 30 30 40 40 50 
For Use with Ring 2 10 i tt 11 & 20} 20 30 40 60 


TOOL POST RINGS 
For Changing Angles of Lathe Tools 


Number 5 10 11 14 18 20 30 40 60 
Diameter, Outside. .| 2-1/4 | 2-15/16 | 3 3-3/16 | 3-7/16 | 3-1/2 3-1/2 | 4 4-1/2 
Diameter, Hole ....| 1-1/16 | 1- 5/16 | 1-5/8 | 1-7/16 | 1-9/16 | 1-3/4 | 2 2 2-3/16 
Thickness, Edge....} 3/8 7/16 7/16 5/8 11/16 9/16 3/4 3/4 3/4 
Radius of Concave. .| 3 2- 7/8 | 4-5/8 | 4-5/8 | 4-1/2 | 4-3/4 | 5-1/2 | 5-3/4 | 6 
For Use with Post. . 5 10 20 23 28 30 40 40 50 
For Use with Wedge 5 10 11 & 15/18 & 20 18 18 & 20 30 40 60 
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WILLIAMS’ TURNING-TOOL HOLDERS 


Straight 
Shank 


Right Hand Offset Shank Left Hand Offset Shank 
Furnished With Cutter and Wrench 
Specially heat-treated and hardened, these Holders have a chamfered nose 
permitting convenient use in cramped quarters. The long, accurate cutter channel 
provides a true, rigid cutter seat eliminating chatter, and the breaking of high 
speed steel bits. High Speed Cutters furnished in a “diamond point’ form that 
requires a minimum of grinding. 


Number é i For ; 
‘utter athes o! 
Straight ——t Holder, Size bets Approx. 
ight eft quare wing, 
Shani Sande leHand ___Inches 
000-S | 000-R | 000-L 5/16x 1/2x 4 3/16 6to 7 
00-S 00-R 00-L 5/16x 3/4x 41/2 3/16 7 to 10 
0-S 0-R 0-L 3/8 x 7/8x 5 1/4 10 to 12 
1-S ER | 1-0 1/2 x11/8x 6 5/16 14 to 16 
2-S 2-R 2-L 5/8 x13/8x 7 3/8 16 to 18 
3-S 3-R 3-L 3/4 x15/8x 8 7/16 18 to 20 
4-S 4-R 4-L 7/8 x13/4x 9 1/2 24 to 36 
5-S 5-R 5-L 1 x2 Sail 5/8. 5 5g | eresnet eee 
6-S 6-R 6-L 11/4 x21/4x 13 Ve ees Meee se 


WILLIAMS’ CARBIDE TURNING-TOOL HOLDERS 


Straight 
Shank 


WHEE 
ASBIDE URKIRES 


Right Hand Offset Shank Left Hand Offset Shank 
Furnished With Wrench but Without Cutter 
The Cutter is held parallel to the shank and can be so ground as to provide 
maximum support for the cutting edge. This feature, plus the extremely rigid 
Holder, is the recognized basis for the best performance of cemented carbide 
cutters. For square Carbide Cutters, See Page 92. 


near ee Number t= “tres For For Lathes 
Offset Shank hw canen of SDDEGx: 
Straight A maett ee older, Size ize Swing, 
Shank Hight Hand Square Inches 
eP=028)) | se1-0-R ||, L-0- |) 4. 8/8:x115/16 x86u) | nl/4 a | en tonne 
T-1-S T-1-R T-1-L 1/2x 1-1/4x 7 5/16 11 to 14 
T-2-S T-2-R T-2-L 5/8 x 1-1/2x 8 3/8 14 to 16 
T-3-S T-3-R T-3-L 3/4 x 1-3/4x 9 7/16 16 
T-4-S T-4-R T-4-L 7/8 x 1-7/8 x 10 1/2 18 
T-5-S T-5-R T-5-L 1 x 2-1/8 x 12 5/8 20 to 24 
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WILLIAMS’ SPRING CUTTING-OFF TOOL HOLDERS 


Straight 
Shank 


Right Hand 
Offset Shank 


Furnished with Finished Cutter and Wrench 

These Spring Tools make comparatively simple all lathe cutting-off work. Due 
to the “goose neck” form of the Holder, the Cutter Blade is relieved of excess 
pressure; no chattering, no ‘‘climbing’’of the work on the tool—the real cause of 
nearly all breakage of cutting-off tools. Particularly efficient with automatic feed. 

Cutter Blades are High Speed Stecl, hardened and ground on one end ready 
for use. They are interchangeable in Holders of corresponding size listed below. 

Straight Shank Holders will be furnished, unless otherwise specified. 


Number Cutter Blades, High 
Ofiset Shank Holder, Size |Speed Steel, Finished|For Lathes of Approx. 
Straight Shank | Right Hand Size Swing, Inches 

eae Pah eens 8-30-RA 3/8x 13/16 3/32 x 5/8 9 to 10 

S-20 S-30-R 3/8x 31/32 3/32 x 5/8 9 to 10 

S-21 §-31-R 1/2 x 1- 3/16 1/8 x 3/4 11 to 14 

S-22 §-32-R 5/8 x 1- 3/8 1/8 x 7/8 14 to 16 

S-23 8-33-R 3/4x 1-5/8 3/16 x 1 16 


WILLIAMS 
CUTTING-OFF & SIDE TOOL 


WILLIAMS 
CUTTING-OFF & SIDE. 7 


Right Hand Left Hand 


Offset Shanks 
Furnished with Finished Cutter and Wrench 
One Holder takes both Cutting-off and Side Blades. The Camfastening is 
always rapid and positive—the greater the pressure the tighter the lock. Cutter 
Blades described above. 
Cutting-off Blade will be furnished, unless otherwise specified. 


Number ates Binds | For 
% igh Speed Steel, Lathes of. 
Straight ___ Offset Shank Holder, Size Finished Size Teaysisse 
Shank Right Left Cutting Off Side Swing, 
an Hand Blade Blade Inches 
19 29-R 29-L 5/16 x 13/16 3/32 x 1/2 L/Sxxeey 2 6 to 8 
20 30-R 30-L 3/8 x 31/32 3/32x 5/8 5/32 x 5/8 9 to 10 
oy 31-R 31-L | 1/2 x1-3/16] 1/8 x 3/4 | 3/16x 3/4 11 to 14 
22 32-R 32-L 5/8 x 1-3/8 1/8 x 7/8 1/4 x 7/8 14 to 16 
23 33-R 33-L 3/4 x 1-5/8 3/16 x1 5/16 x 1 
24 34-R 34-L 7/8 x 1-3/4 3/16 x 1-1/8 3/8 x 1-1/8 18 
25 35-R 35-L 7/8 x 1-3/4 U/ AS IST / Sy nesses ee aie, 18 


SS 
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WILLIAMS’ BORING BARS AND CUTTERS 


Sleeve Bar Plain Bar 


Furnished with Two Cutters and Wrench 


Boring-Bars, Approximate Size Cutters 


c For Use With ; For 
BISeNg Ee Holders No. see bee ae 
ngles 
No. Size Size Snee of 


ia OOB thru 11 3/16x1 
1/2 x 7-5/8| 0B-X 1/2_x 8-1/8 0-BB and 1-B 3/16x2 
$/8 x 9-1/8| “08-x|-_5/8x10-1/8| 3 *Bte Th ee 
J thru 11 1/4 x1-7732 
3/4 x11 09-X 3/4 x 12-1/8 0-BB, 1-B and 3-B |\1/4 x2-1/2 
15/16 x 13-1/4] 010-X | 15/16 x 14-1/8| 0 and Tl ois 
1-1/8 x16 O11-X:} 1 18-5 1683/4] ie 
1- 5/16 x 19 012-X | 1- 5/16 x 20 hee ee 
1- 1/2 x 23-1/4| 013-X | 1- 1/2 x 23-1/2 3-B Lape alee 
1-13/16 x 27-1/4| 014-X | 1-13/16 x 28 oe ES 


5/8 x3 
015 | 2- 1/4 x33 2-1/4 x 34 5/8 x4-1/2 


010 


: Furnished with 2 Bars, 
~e3e 1 Square Cutter and Wrench 


BORING. Each tool will hold a number of sizes of Bars; two, varying 
1/8” in diameter, are supplied with each Holder. The Bars are High Speed 
Steel, hardened and ground, ready for use. 

TURNING. The Holder, with offset shank, is reversible for right and left 
hand work. The self-adjusting gib allows the yoke to clear the end of the Holder. 
A hardened High Speed Steel square Cutter with ends beveled to a “diamond 
point” is supplied with each tool. 


With Each Holder For Lathes of 
No. Holder, 2 Bars 1 High Speed Approx. Swing, 
Size Shank High Speed Steel Diam.|SquareCutter Inches 
15 3/8x 3/4 1/8 and 1/4 1/4 9 to 10 
16 VW/2x1 3/16 and 5/16 5/16 11 to 14 
17 5/8 x 1-1/4 1/4 and 3/8 3/8 14 to 16 
18 3/4 x 1-1/2 5/16 and 7/16 7/16 16 
EXTRA BORING BARS 
No. | 8140 8141 8142 8143 8144 8145 
Sizes ene os 1/8x4 3/16 x 4-1/2 1/+xi 5/16 x 6 3/8 x7 7/16 x8 
For Holders... | 15 & 16 15 to 17 15 to 17 15 to 18 16 to 18 17 & 18 
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WILLIAMS’ BORING-TOOL HOLDERS 


Sleeve Bar 


Furnished with either Sleeve or Plain Bar, 
1 each 45° and 90° Cutter and Wrenches. 


Each Boring Tool holds securely many sizes of Bars without requiring bush- 
ings or sleeves. Any size Bar within the capacity of the Holder can be inserted 
instantly; no lost time looking for loose parts. 


Standard size Sleeve Bar will be supplied, unless otherwise specified. 


Holder, Standard Bar, For Lathes of 
No. Holder, Capacity for Bars, Size Approx. Swing, 
Size Size Diameter Diameter Inches 
00B 5/16x 3/4 3/16 to 1/2 1/2 6 to 8 
8 3/8 x 7/8 1/4 to 5/8 5/8 9 to 10 
9 1/2 x 1-1/8 1/4 to 3/4 3/4 11 to 14 
10 5/8 x 1-3/8 3/8 to 15/16 15/16 14 to 16 
11 3/4 x 1-5/8 1/2 to 1- 1/8 1- 1/8 16 
12 7/8 x 1-3/4 1-5/16 1- 5/16 18 


Each Holder accommodates 
three sizes of Bars. Speedy 
changes can be made by a slight 
turn of the nut which releases or 
secures both Bar and Holder in- 
stantly. Speeds and feeds can be 
increased since this Holder allows 
the operator to use the strongest 
bar possible for each individual 
job. 


Williams’ 3-Bar Boring Tools 
are packed complete in a sepa- 
rate box, each set including 
cadmium-plated Holder; three Sleeve Bars each with one 45° and one 90° high 
speed cutter and wrench; and one wrench for Holder nut. 

* 3/8 x 7” Solid Bar as listed under “Extra Boring Bars” on page 86. 


The “‘T’’ Slot Bolt Head and Bottom Part of Holders are furnished large to allow for 
fitting to individual machines. For special finishing to specified dimensions, an extra 
net charge for each Holder will be made. 


For 
Lathes of Diameter Length Size Cutters, 
No. Swing, Bars of Bars Square 
Inches 
0-BB 8 to 10 AS AVE 3/4 7 , 7-5/8, 11 * 3/16, 1/4 
1-B 12 to 16 1/2, 3/4 ,1- 1/8 7-5/8, 11 oS, 3/16,1/4 ,3/8 
2-B 16 to 18 5/8 , 15/16, 1- 5/16 9-1/8, 13-1/4, 19 3/16, 5/16, 3/8 
3-B 20 to 22 3/4 , 1-1/8 , 1- 1/2 11 ,» 16 , 23-1/4 1/4 ,3/8 ,7/16 
4-B 24 to 32 15/16, 1-5/16, 1-13/16 13-1/4, 19 » 27-1/4 5/16, 3/8 ,1/2 
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WILLIAMS’ KNURLING-TOOL HOLDERS 


Nos. OO-K to 2-K with Nos. 3-K-0 to 3-K-2 with 
Self-Centering Head and Revolving Head and 
One Pair of Knurls Three Pairs of Knurls 


OO-K to 2-K, with self-centering head, are fitted with ONE pair of Knurls, fine, 
eda. or coarse: Unless otherwise specified, Medium Diamond Knurls will be 
supplie 


3-K-0 to 3-K-2 carry THREE pairs of Knurls, fine, medium and coarse. Fitted 
in revolving head for use as desired, without loss of time in changing from one 
grade of knurling to another. 


For Lathes of 
Approx. 


No. | Holder, Size 
Swing, Inches 


Standard Knurls, Size 
Hole 


Diam. | Face 
SELF-CENTERING HEAD — ONE PAIR OF KNURLS 


00-K 5/16 x 3/4x5 5/8 3/16 7/32 7 to 10 
0-K 3/8 x 7/8 x 5-1/2 5/8 3/16 7/32 10 to 12 
1-K 1/2 x 1-1/8 x 6-5/8 3/4 1/4 1/4 14 to 16 
2-K 5/8 x 1-3/8 x 7-1/2 3/4 1/4 1/4 16 to 18 

REVOLVING HEAD — THREE PAIRS OF KNURLS 
3-K-0 3/8 x 7/8 x 5-1/2 5/8 3/16 7/32 10 to 12 
3-K-1 1/2 x 1-1/8 x 6-5/8 3/4 1/4 1/4 14 to 16 
3-K-2 5/8 x 1-3/8 x 6-5/8 3/4 1/4 1/4 16 to 18 
WILLIAMS’ KNURLS FOR KNURLING-TOOL HOLDERS 
DIAMOND a STRAIGHT-LINE PATTERN 
AZ = 
‘ commons. it 
Sold A ——a) 
In Pairs ae a 4] 
Coarse Medium Fine Coarse Medium Fine 
14 Pitch 21 Pitch 33 Pitch 14 Pitch 21 Pitch 33 Pitch 
Note: ‘‘Pitch’’ means number of teeth per linear inch. 

Knurl For Knurling Tool No. | Pitch eee 
No. Diameter | Thickness | Face | Hole 
DIAMOND PATTERN 
8227 00-K, 0-K, 3-K-0 Fine 5/8 5/16 3/16 7/32 
8224 00-K, 0-K, 3-K-0 Medium 5/8 5/16 3/16 7/32 
8221 00-K, 0-K, 3-K-0 Coarse 5/8 5/16 3/16 7/32 
8228 1-K, 2-K, 3-K-1, 3-K-2 Fine 3/4 3/8 1/4 1/4 
8225 1-K, 2-K, 3-K-1, 3-K-2 Medium 3/4 3/8 1/4 1/4 
8222 1-K, 2-K, 3-K-1, 3-K-2 Coarse 3/4 3/8 1/4 1/4 
STRAIGHT-LINE PATTERN 
8267 00-K, 0-K, 3-K-0 ! Fine 5/8 5/16 3/16 7/32 
8264 00-K, 0-K, 3-K-0 Medium 5/8 5/16 3/16 7/32 
8261 00-K, 0-K, 3-K-0 Coarse 5/8 5/16 3/16 7/32 
8268 1-K, 2-K, 3-K-1, 3-K-2 Fine 3/4 3/8 1/4 1/4 
8265 1-K, 2-K, 3-K-1, 3-K-2 Medium 3/4 3/8 1/4 1/4 
8262 1-K, 2-K, 3-K-1, 3-K-2 Coarse 3/4 3/8 1/4 1/4 
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WILLIAMS’ 


THREADING-TOOL HOLDERS 
Formed Cutter Pattern 


WILLIAMS’ 


THREADING-TOOL HOLDERS 
Lockable-Spring Pattern 


Furnished with Finished 
Cutter and Wrench 
In re-sharpening the Cutter, it is 
necessary to grind its top edge only. 
The point will always retain proper 
form and angle. H.S. Cutter is ground 
to an included angle of 60°, backed off 
for proper clearance. Rear, flat edge is 
eccentrically formed; hardened stop 


Furnished with Finished 
Cutter and Wrench 


For fine and coarse threading. Nut 
provides for rigid backing required 
for heavy cuts; when loosened, Holder 
becomes a spring-tool for finishing work. 
Equally efficient as a Turning-tool. 
Each end of H.S. Cutter is ground, 
the ‘‘V” point forming either an angle 
of 60°for U. S., or 55° for Whitworth 


screw provides accurate adjustment. Siaittreqdee 


Lathes of _——— ape aaa 
. Cutter Cutter| Lathes of 
No. Holder, Size No. poe No. Holder, Size Size, Roe 
00-T |5/16x 3/4x5 8151 | 7 to 10 Sguate): Swe 
50 «(|3/8 x 7/8x5 8151 | 10 to 12 S-50 ]1/8x 7/8 x5 1/4) 1/4 10 to 12 
i We x , ae x : 3/4 ae u bea i S-51 |1/2x11/8x6 5/16 | 14 to 16 
x x 0 
53. (3/4 x15/8x8 8157 | 18 to 20 S-52 |3/8 x 13/8x7 3/8 | 16 to 18 


WILLIAMS’ ‘‘SEVEN-TEN”’ TOOL HOLDERS 


SET No. 8H—In Metal Case 
8 Seven-Ten Tool Holders and 3 Wrenches 


Set covers all lathe operations—Turning, Cutting-Off, 
Boring, Threading, Knurling—on small lathes 7 to 10” 
swing. 

Holders, drop-forged from selected steel, are heat- 
treated and hardened. Nose of Holders chamfered per- 
mitting use in cramped quarters. High Speed Steel Cutters 
ond Cutting-Off Blades are hardened and ground ready 
or use. 


The Threading-Tool Holder is supplied with a Formed 
Cutter, the point of which is ground to an included angle 
of 60°. In re-sharpening, grind the top edge only; Cutter 
will retain its proper form and angle. 

The Boring-Tool is furnished with Bar 1/4” round by 5” 
long, point offset and ground; and 1/4” square turning 
cutter. 

The Knurling-Tool is fitted with ‘‘Diamond’’ pattern Knurls for medium work (21 pitch). Knurls 
for fine (33 pitch) or coarse (14 pitch) work are available. ‘‘Straight Line” Knurls can also be furnished. 


* All finished, ready for use. For extra Cutters see Page 93. 


Holders also sold individually 


No. Tool Holder Size Shank High Speed Cutter 
2010-S Turning—Straight Shank................ 3/8 x 13/16 1/4 Square 
2010-R es RiHsOsset ‘Shank: ...52% . etscies 3/8 x 13/16 1/4 Square 
2010-L ae LeKH Offset shank «,-sccoe aimncierer 3/8 x 13/16 1/4 Square 
2040 User ing ses oyna ayer cta tie ieareettey- hel ve elate 3/8x 3/4 *Medium 
2020-S Cut-Off—R. H. Straight Shank........... 3/8 x 13/16 ¥3/32 x 5/8 
2020-R oe Re He Olicet shanke. <7. ncn yoo 3/8 x 13/16 ¥3/32 x 5/8 
2050 Threading—with Formed Cutter.......... 3/8x 3/4 *Formed 
2030 Boring—Reversible—R. or L. Hand....... 3/8 x 3/4 1/4 Sq.*1/4 rd. x 5 
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WILLIAMS’ 
PLANING-TOOL HOLDERS 


Furnished with Cutter and Wrench 


WILLIAMS’ 
EXTENSION SHAPER TOOLS 


Furnished with Bar, Cutter and Wrench 


The serrations in Holder 
provide maximum number of 
cutter adjustments. 


Tools provide 24 different angles of 
cutter adjustment. Excellent as an 
offset turning tool or ‘‘goose neck’’. 


Construction assures perfect seat 
and holding qualities for the cutters; 
the convex face of clamp nut provides 
uniform locking pressure. 


The serrated washer, or adjustment 
ring, which sustains the fastening and 
working strains, is hardened and tem- 
pered. If it wears in long service, a new 
ring only is required—not a complete 
Holder. 


The design and extreme rigidity 
of this Shaper Tool adapt it for cut- 
ting internal keyways, die work or 
any tvpe of shaper work where extra 
clearance is needed. 


Holder, Size Cutter, 
No. Size Bar Size Sa. 
*46| 3/8x 7/8 V/ 22 xs7-1/2 3/16 
47| 1/2 x 1-1/8 3/4 x10 5/16 
48 | 5/8 x 1-3/8 | 15/16 x 12 3/8 


* Instead of Split Collar as illustrated, bar is 
held by two hollow set screws. 


EXTRA BARS AND BUSHINGS 


Each Bar furnished with 
High Speed Cutter and Wrench, 


*No Bushing Required 


Bae u Size | Order | Fits 

Noi Size Bar Cutter, _Bush- Holder 

No. Holder, Size Cutter, Size Square jing No.| No. 
meta #46 

| ee i &TSIR 0530 | 1/2 x 7-1/2] 3/16 |0530-A| 47 
401} 5/8x1-1/4x 8-1/2] 5/16x 7/16 oo 2058 ees 
41 | 3/4x1-1/2x10-1/4| 3/8 x 1/2 0532'| 5/a x Sajal aya, WOenen ee 
JASE Sack Zersesyee| yess ey 2. 5/8 = 8 A/2) V4 lds39-B lee 
43 |1-3/8x2  x16-1/2| 5/8 x 7/8 eS ele 
44 | 1-3/4 x 2-3/8 x 19 3/4 x1 0597 | 3/4 x 10 5/16 9597-4] 48 

: 2- 22 7/8 x1- 

eae 52a) (SSeS 0598 [15/16 x 12 3) emis ae #48 
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WILLIAMS’ VULCAN® 
DROP-FORGED LATHE DOGS 
With Bent Tail 


Safety 
Screw 
and 
Wrench 


a| 


Furnished with Interchangeable Safety 
or Square Head Screws. 

The Screws are of special steel, 
hardened and tempered. They are sup- 
plied in two types, Safety and Square 
Head, which are interchangeable in 
corresponding Dogs. 

When ordering extra Screws, state 
whether Safety or Square Head type is 
wanted: if latter, specify diameter of 
screw. 


Square Head Screws will be supplied, 
unless otherwise specified. Unless other- 
wise specified, a Wrench will be supplied 
for Dogs with Safety Screws at extra price. 


Regular Heavy 


Service 


SCREWS 
Square Head 


: Length 3 Extreme 
Diam. |UnderHd.| Diam. | Length 


WITH ONE SCREW 


No. | Capacity Safety 


WILLIAMS’ VULCAN® 
CLAMP LATHE DOGS 


These Lathe Dogs are 
heat-treated after forging 
to increase further their 
strength and reduce the 
liability of springing. 

Serews are made of a 
special grade of steel and 
are hardened and temp- 

ered. The Nuts are case-hardened. 


Capacity Screws 

No Distance Length 
* |Maximum | Between | Diameter | Under 
Opening | Screws Head 

61 1-5/8 1-3/4 5/16 2-3/4 
62 1-7/8 2-1/4 3/8 3-5/16 
63 2-1/2 2-3/4 7/16 4-1/4 
64 3-1/4 3-1/2 1/2 5-3/8 


MILLING MACHINE DOGS 
With Flat, Bent Tail 


These are designed for taper 
work carried between centers on 
milling machines. The flat tail 
worksin the head-slot without the 
back-lash unavoidable in Dogs 
with taper tail. They serve 
alsoasa heavy pattern Dog. 
The Screws are hardened and tempered. 


Screw 
Number Capacity inet SS 

42 1/2 3/8 1-1/4 
43 3/4 7/16 1-5/8 
44 1/2 

45 1-1/4 1/2 2-1/4 
46 1-1/2 9/16 2-3/8 
47 1-3/4 5/8 2-1/2 
48 5/8 2-7/8 


1 3/8 | 7/16) 1 7/16) 5/8 

2 1/2 | 9/16} 1-1/4 9/16] 13/16 
3 3/4 | 5/8 | 1-5/8 5/8 | 1- 1/16 
4 5/8 | 2 5/8 | 1- 1/4 

Biel Tek /Aen (8 /4e| 2-1/4 3/4 | 1-3/8 

6 | 1-1/2 | 7/8 | 27/16 | 7/8 | 1-11/16 
7 | 1-3/4 | 7/8 | 27/16 | 7/8 | 1-11/16 
8 | 2 1 9-3/4 | 1 1- 7/8 

Gis| 2-12-01 121/80] 63 1-1/8 

10 | 3 1-1/4 | 3-1/4 | 1-1/4 | 2-1/8 

1 | 3-1/2 | 1-3/8 | 3-1/2 | 1-3/8 | 2-1/2 

12 | 4 1-1/2 | 3-3/4 | 1-1/2 | 2-5/8 

13/1 5 1-5/8 | 4-1/2 |1-5/8 |3- 3/8 


WITH TWO SCREWS 
HH 4 38 | 3-3/4 |i3/s 2-5/8 


5 1-5/8 4-1/2 1-5/8 3-3/8 
6 1-5/8 4-1/2 1-5/8 | 3-3/8 


These lathe dogs are 
drop-forged — not cast — 
especially for home-craft 
work; screws are hardened. 
tOpening in each Dog is 1/16” over 


listed ‘‘Capacity’’ to easily accom- 
modate rough or irregular pieces. 


No ¢ Capacity No. + Capacity 
72-H 1/2 74-H 1 
73-H 3/4 76-H 1-1/2 
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WILLIAMS 
CARBIDE TIPPED 
TURNING CUTTER BITS 


na as 


Seaunt ieenine 
No Lead Angle 


ma A A 


SG 
Nose pained Nose Thveadtng 


Lead Angle Tools 
15° Lead Angle 


Available in two grades to fit square 
holders. Grade C-2 with Gray shanks is 
designed for machining cast iron, brass, 
bronze, aluminum and non-metalics. 
Grade 'C-6 with Orange shanks is de- 
signed for machining steel. 


Please specify Grade desired when ordering. 


Straight Turning 
No Lead Angle 


ee Shank Size 
R.H. L.H. 
AR-4 AL-4 1/4 x1/4 x 1-1/2 
AR-5 AL-5 5/16 x 5/16 x 2-1/4 
AR-6 AL-6 3/8 x 3/8 x 2-1/2 
AR-7 AL-7 7/16 x 7/16 x 3 
AR-8 AL-8 D/2) xil/2) x 3-1/2 
AR-10 AL-10 5/8 x5/8 x4 


WILLIAMS’ 
GROUND TOOL CUTTERS 


HIGH SPEED and HIGH SPEED COBALT 
SQUARE TOOL BITS 


For Turning and Light Tool Holders 


H.S./Cblit} Cutter Size _|To Fit Holder Nos. 
2376|2388|3/16x3/16x2-1/2 eos ed poets 


* 


2377|2389|1/4 x1/4 x2-1/2 os, oR 0-L, 15 


2378/2390 By ss eee 1-S, 1-R, 1-L, 16 
2379)|2391/3/8 x3/8 x. 2-S, 2-R, Dab, 17 
2380/2392 T/AGxt/16x3-1/2 3-S, 3-R, 3-L, 18 
2381/2393|1/2 x1/2 x4 4-S, 4-R, 4-L 
2382|2394|5/8 x5/8 x4—-1/2)5-S, 5-R, 5-L 
2383|2395|3/4 x3/4 x5 6-5, 6-R, 6-L 


2384|2396|7/8 x7/8 x6 
2385|2397|1 xl = x7 


HIGH SPEED and HIGH SPEED COBALT 
CUTTING-OFF BLADES 
For Straight, Right and Left Hand 
Cutting-Off Tool Holders 


Grind Cutters on opposite end for Left Hand use. 


H.S.| Cblt! Cutter Size To Fit Holder Nos. 


2410|2540/3/32x 1/2x4—-1/2)/19, 29-R, 29-L 
2411)/2541/3/32x 5/8x5 Ba Bose 


20, $-30-R, 
30-L, 2020-8, 
2020-R 
2412|2542|1/8 x 3/4x5 —‘+|21, 31-R, 31-L, 
$-21, $-31-R 
2413/2543/1/8 x 7/8x6 —‘|22, 3a. R, 32-L, 
$22, $-32-R 
2414|2544|3/16x1 _ x6-1/2|23, 33-R, 33-L, 
$-23, $-33-R 
2415|2545|3/16x1-1/8x7 _‘|24, 34-R, 34-L 
2416|2546|1/4 x1-1/8x7 —‘|25, 35-R) 35-L 


240712547|1/4. x1=3/ 8x00 Vl iecjernise se See 


Lead Angle Tools 


° 
15° Lead Angle Shank Size 


RH: He 
BR-4 BL-4 1/4 x1/4 x 1-1/2 
BR-5 BL-5 5/16 x 5/16 x 2-1/4 
BR-6 BL-6 3/8 x 3/8 x are 
BR-7 BL-7 7/16 x 7/16 x 3 
BR-8 BL-8 1/2 x1/2 x 3-1/2 
BR-10 BL-10 5/8 x 5/8 x4 


80° 60° 
Square | Pointed|Thread’g 
Nose | Nose Tool 


C-4 D-4 E-4 


Shank Size 


1/4 x1/4 x 1-1/2 


C-5 D-5 E-5 5/16 x 5/16 x 2-1/4 
C-6 D-6 E-6 3/8 x 3/8 x 2-1/2 
C-7 D-7 te 7/16 x 7/16 x 3 
C-8 D-8 E-8 1/2 x1/2 x3-1/2 
C-10 | D-10 E-10 | 5/8 x 5/8 x4 


HIGH SPEED and HIGH SPEED COBALT 
RECTANGULAR TOOL BITS 


For Planing Tool Holders 


= 


H.S.|Cblit} Cutter Size 


2701/2731|1/4x 3/8x2-1/2 
2704/2734|1/4x 1/2x6 
2706|2736|5/ ee es 
2708|2738|3/8x 
2710/2740|3/8x VE 
2711|2741|3/8x 5/8x4 
2714|2744|3/8x 3/4x4 
2718|2748|1/2x 3/4x4 
2719|2749|1/2x 3/4x6 
2722|2752|5/8x_ 7/8x6 
2723|2753|3/4x1 x6 
2724|2754|7/8x1—-1/8x7 


Fits Holders Nos. 
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= 


WILLIAMS’ HIGH SPEED TOOL CUTTERS 


FOR STRAIGHT, R and L HAND 
CUTTING-OFF TOOL HOLDERS 


FOR TURNING & « LIGHT BORING TOOLS 


To Fit Tool Holder Nos. 


Straight and Left 
Right Hand Hand 


No. | To Fit Holders} No.|Holder 
2401 |19, 29-R 2451) 29-L 
2402 |20, 30-R, 

8-30-RA, 8-20, 

8-30-R, 2020-8 

and R 
21, 31-R, 8-21, 

§-31-R 
22, 32-R, 8-22, 

§-32-R 
28, 33-R, 8-23, 

§-33-R 
24, 34-R 
25, 35-R 


Cutter 
Size 


3/32x_1/2x4-1/2 


2452| 30-L 
2453) 31-L 
2454) 32-L 
2455) 33-L 


12456] 34-L 
2457| 35-L 


3/32x 5/8x5 
1/8 x 3/4x5 
1/8 x 7/8x6 
3/16x1_ —_x6-1/2 


3/16x1-1/8x7 
1/4 x1-1/8x7 


2403 
2404 
2405 


2406 
2407 


FOR STRAIGHT, R and L HAND 
SIDE-TOOL HOLDERS 


Straight and 

Right Hand Left Hand Cutter 
TSMloehtl ao l=... Size 

No. | fod | No. | Holder 
2621 | 19, 29-R | 2511 29-L 1/8 x 1/2x4-1/2 
2622 | 20,30-R | 2512} 30-L 5/82x 5/8x5 
2623 | 21,31-R| 2513 | 31-L 3/16x 3/4x6 
2624 | 22,32-R | 2514 | 32-L 1/4 x 7/8x7 
2625 | 23, 33-R | 2515 | 33-L 5/16x1 x8 
2626 | 24,34-R | 2516 | 34-L 3/8 x1-1/8x9 
SET No. 6-HC 


Set of 6 ‘‘SSEVEN-TEN”’ 


HIGH SPEED CUTTERS 
In Cardboard Box 


ae ea eG 
Hand Nose Hand 

tas ae Turning 
Tool 


Sold in Set Only 
Cutters, 1/4” square, are made of 
High Speed Steel carefully ground to 
shape and hardened. Cares for most 
lathe needs of school and home workers. 


No. Cutter Size 

2301 | 3/16 x 3/16 x 2 ons (CO 000-L, 
00-R, 

2302| 1/4 x1/4 x2-1/2 | 0-S,0-R, O-L, 15 

2303 | 5/16x 5/16x 2-1/2 | 1-8, 1-R, 1-L, 16 

2304| 3/8 x3/8 x3 PES OE OA IY) 

2305, 7/16 x 7/16 x 2 1/2 | 3-8, 3-R, 3-L, 18 

2306| 1/2 x1/2 x4 4-8, 4-R, 4-L 

2307| 5/8 x5/8 x z 1/2 | 5-8, 5-R, 5-L 

2308 | 3/4 x3/4 x5 6-8, 6-R, 6-L 


FOR BORING and SHAPER BARS 


No. | To Fit Bar Nos. ee of| Cutter Size 
*2321/0B, OB-X, 08, 08-X| 90° |3/16x3/16x1 
2301/0B, OB-. xe 08, 08-X} 45° |3/16x3/16x2 
2323}09, 09-X, ‘0532 90° 1/4 x1/4 x1- 7/32 
2302/09, 09- xe 45° {1/4 x1/4 x2- 1/2 
2325 010, 010-X, 0597 90° |5/16x5/16x1- 7/16 
2303/010, 010-X 45° |5/16x5/16x2- 1/2 
2327/011, 011-X, 0598 90° 13/8 x3/8 x1-13/16 
2304/011, 011-X 45° 13/8 x3/8 x3 
2328)012, 012-X 90° |3/8 x3/8 x2- 1/16 
2304/012, 012-X 45° 13/8 x3/8 x3 
2329|013, 013-X 90° |7/16x7/16x2- 3/16 
2305/013, 013-X 45° |7/16x7/16x3- 1/2 
2331/014, 014-X 90° |1/2 x1/2 x2- 1/2 
2306/014, 014-X 45° 11/2 x1/2 x4 
2333/015, 015-X 90° |5/8 x5/8 x3 
23071015, 015-X 45° |5/8 x5/8 x4- 1/2 


FOR THREADING TOOL HOLDERS 


No. Cutter Size 


To Fit Holder Nos. 

8101 1/4 x 1/4 x 2-1/2 8-50 

8102 5/16 x 5/16 x 2-1/2 8-51 

8103 3/8 x3/8 x3 §-52 

8151 Formed 00-T, 50 
8153 Formed 51 

8155 Formed 52 

8157 Formed 53 


FOR PLANING TOOL HOLDERS 


No. Cutter Size To Fit Holder Nos. 
2351 | 1/4 x 3/8 x 2-1/2 40 
2352 | 5/16x 7/16x3 401 
2353 | 3/8 x 1/2 x 3-1/2 41 
2354 | 1/2 x 3/4 x 4-1/4 42 
2355 | 5/8 x 7/8 x5 43 
2356 | 3/4 x1 x6 44 
2357 | 7/8 x 1-1/8 x7 45 


* Also fits Shaper Bar No. 0530. 
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WILLIAMS’ VULCAN® DROP-FORGED HOIST HOOKS 
EYE AND SHANK PATTERNS 
CARBON and ALLOY STEEL 
Proof-Testing. To insure proper service at listed capacities 
Vulcan® Hoist Hooks are proof-tested after heat-treatment to 
Military Standards on a standard tension machine to fifty 

per cent beyond their safe working loads. 

Safety Latches. All Williams’ Hoist Hooks are now furnished 
with drilled boss for assembly of safety latches, except Nos. 17 
and 17A which are forged without bosses. See table below for 
details on Safety Latch Kits. 

Heat-Treating. Every Vulcan® Carbon or Alloy Steel Hook is 
accurately heat-treated after forging for maximum strength and 
toughness. Both carbon and alloy steel hooks have high impact-resistance. High ductility permits 
spread with minimum liability of breakage. 

{Shanks can be made longer at an additional charge per extra inch or fraction thereof. 

Hook shanks are not machined. All hook shanks are 1/16” to 3/16” larger than listed diam- 


eter, depending on size, to allow for machining. *Alloy Steel Hooks 
; Extreme Shank 
No. Capacity Tons of 2000 lbs. Dimensions Thr=|"Dimiensions ine 
oat A 
Safe Avg. |Approx.| Lgeth.|{Lgth.| = |Open- ate 
Eye Shank Working Load |Load at|/Load to} Eye |Shank} Wid-| ing Dine laeetr De 
Pattern] Pattern |__| Elastic | Strght-| Pat-| Pat- | th | eee ae 
F.S.=4 | F.S.=5] Limit | en Out | tern | tern 
22 2 8 -66 2.2 3.3 | 4132] 52 | 3 1 % 2 34 
23 3 1.0 8 2.6 4.0 | 47%2! 51%2] 3%6] Ie) %6] 214 KR 
24 4 a bea | 9 2.9 4.5 | 515421 61% | 3%6 | 1% % 24%/1 
25 5 1.8 1.4 4.5] 7.0 | 6%2| 62%] 4 14% | % | 23% |1% 
26 6 2.75 2.2 bee 11.0 | 6292] 754 | 4%6 | 13% % 3 14% 
27 7 3.1 2.5 8.1 12.5 | 734 | 83% | 5%6] 144 | 1 344 | 1% 
28 8 3.75 3.0 9.7 15.0 | 8!%6] 956 %|1%11% 344 | 1% 
29 9 5.0 4.0 13.0 20.0 | 95 |104 | 6% 11%)] 14 334 | 1% 
30 10 5.25 4.2 13.6 21.0 |101%2/11542 | 7316 | 2%6 | 13% 4 13% 
31 il 5.5 4.4 14.3 22.0 |112342/123$2 | 7146] 244 | 1% 44 | 2 
32 12 8.75 w20 22.7 35.0 |133$2 |13542 | 8%6 | 244 | 1% 44 | 23% 
33 13 11,25 9.0 28.3 45.0 |1425$2/141%2| 9 3 1% | 15 234 
34 14 12.5 10.0 32.5 50.0 |16292]16932 |11%6 | 334 | 2 f5lg | 3% 
35 15 20.0 16.0 55.0 80.0 |191546]181%6]13 % | 4 23% | 16 3 
+35A ¥*15A 23.75 19.0 65.0 95.0 |191546/181%6/13 7% | 4 23% | 16 3% 
16 25.0 20.0 65.0 | 100.0 |221546/217% |155¢ | 4%6 | 234 | t7 4 
+*36A *16A 30.0 24.0 81.25} 120.0 |221546/21% |1554 | 4%e | 234 | 17 4 
17-12” 58.75 47.0 153.0 | 235.0 |..... 301346]19 544 | 4M%e6| 12 ae 
¥*17A-12”| 68.75 Bo. |e17 8-051 275 208 | (2 orcas 301346/19 544 | 4%e| 12 
17-24” 58.75 47.0 153.0 | 235.0 |..... 421346/19 544 | 46] 24 
*17A-24"| 68.75 55.0 ETS O27. ON aero 421346|19 544 | 46 | 24 


SAFETY LATCH KITS 


Rugged latches have powerful, non-cor- 
rosive snap springs which offer positive 
safety action. Loads cannot be jarred from 
the hook. Design is such that maximum 
throat opening is available. The latch for 

@_ each size hook is sufficiently large to allow 
the operator ample gripping area so that 
RUGGED NON NON fingers will not be exposed to the load- 
RUST _— CORROSIVE CORROSIVE carrying line. Kits consisting of one each of 
RESISTANT METAL BOLT AND the parts illustrated are individually pack- 


LATCH SPRING LOCK-NUT aged with complete assembly instructions. 
To Fit To Fit To Fit 
No. —|HoistHooksNos.| N° — |HoistHooksNos.| No Hoist Hooks Nos. 


SL 2-22 | Nos. 2 and 22 | SL 7-27 | Nos. 7 and 27 | SL12-32 | Nos. 12 and 32 
SL 3-23 | Nos. 3 and 23 | SL 8-28 | Nos. 8 and 28 | SL13-33 | Nos. 13 and 33 
SL 4-24 | Nos. 4 and 24 | SL 9-29 | Nos. 9 and 29 | SL14-34 | Nos. 14 and 34 
SL 5-25 | Nos. 5 and 25 | SL10-30 | Nos. 10 and 30} SL15-35 | Nos. 15, 15A, 35 and 35A 
SL 6-26 | Nos. 6 and 26 | SL11-31 | Nos. 11 and 31| SL16-36 | Nos. 16, 16A, 36 and 36A 


SS SS 
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WILLIAMS’ VULCAN® 


EYE-BOLTS 
Drop-Forged—Carbon Steel—Weldless 


To insure proper serv- 
ice at listed capacity, 
Vulcan® Eye Bolts, 
after heat-treatment and 
before threading, are 
peel tented to Military 
tandards to fifty per 
cent beyond their ‘Safe Working Load.” 
Unified Coarse (UNC.) Class 2A Threaded 
Eye Bolts of Standard length are in stock in all 
sizes; threaded prices are for these with UNC 
Class 2A Threads; longer lengths and special 
threads extra. On standard length Threaded 
Eye Bolts of Shoulder Pattern the thread runs 
within 7/32” (No. 21) to 5/8” (No. 36) of 
shoulder, which is faced. 


When ordering, please state whether 
Threaded or Blank are desired; Threaded 
will be supplied, unless otherwise specified. 


nn 


WILLIAMS’ 
MISCELLANEOUS EYE BOLTS 
Drop-Forged—Carbon Steel—Weldless 


mI 


Shanks of B-17, 

25, 30 and 35 are 

7/16, 1/2, 9/16 and 
NOT 5/8” in diameter NOT 

HEAT for 3/4, 1, 1, and HEAT 
TREATED 1-1/8” from end TREATED 

respectively, as il- 
lustrated. 

These Eye Bolts are furnished as forged, not 
heat-treated, in two styles or types, A and B, 
and are carried in stock with shanks blank 
(not threaded), but will be supplied threaded 
to order at extra charge. 


Shank Diameter Eye Shank Diameter Eye 
Diam.; | Std. |Special Special 
No,| Nominal] Lgths. | Leth. | No. Lgth. 
") Rough | under | Blank | Inside | Outside Diam. | Lgth. | Blank] Inside | Outside 
Size; | Eye or | Avail. vail 
Blank | Shidr. | Up to Up to 
PLAIN PATTERN TYPE A—BLANK 
Tipe yEe eu - 3/4 |1- 3/16 
2 site T/Si le 7/8 |1— 7/16 “a a8 alee a z as 
3 3/8 1-1/4 12s ae 1-21/32 Al2 3/8 eeu 3/8 |1 
Ai 27yhO | 1-8/8 | 12 fh 8/82)1-27/82 | 7/16 | 2-3/16 1- 7/32|2- 7/32 
5| 1/2 | 1-1/2] 12 |1- 3/16/2- 1/16 Ai3| 7/16 | 2-3/4 578 l1- 3 
6| 9/16 | 1-5/8 | 12 |1- 9/32/2~ 97/32 Aia| 15732 | 1-5/8 172 \1- 1/4 
7| 5/8 | 1-3/4| 12 |1- 3/8 |2- 172 Ais| 4/3 9/i6|1- 1/4 
Biles sale pean eee Ae e1/2.| aye 1- 3/8 |2- 3/8 
9] 7/8 | 2-1/4 | 12 |1-11/16|3- 1/4 ai7| 1/2 | 4 3/4 
10/1 2-1/2 | 12 |1-13/16|3- 9/16 420; 9716 | 2 5/8 \t- 1/2 
WN] 1-1/8 | 2-3/4 | 12 |2 4 A25| 5/8 | 1-3/4 | 2... | 778 |1- 578° 
12| 1-1/4 | 3 12 |2- 3/16/4- 7/16 A26| 5/8. | 1-3/4 |4t/eli- 1/8 (2 
14| 1-1/2 | 3-1/2] 18 |2 1/2 |5~ 3/16 A4o| 13/16 | 3-1/4 | 374 |2- 1/8 
15 | 1-3/4 | 3-3/4 18 = 78 6- 1/16 AG -5/16\ 01. 13 |o- 3/8 
1 ae eee tee bee A58ii- 1/16 | 4-1/8 | |. * |1- 178 |2- 7/8 
SHOULDER PATTERN TREE DBUANG 
21) 1/4 | 1 12 3/4 |1- 3/16 Bl 1/4 1/2 3/8 | 3/4 
22| 5/16 | 1-1/8 | 12 7/8 \1— 7/16 B4| 5/16] 3 5/16| 15/16 
23| 3/8 | 1-1/4| 12 {1 1-21/32 B5| 3/8 | 6 ae 1/2 |1- 1/8 
24| 7/16 | 1-3/8 | 12 |1- 3/32|1-27/32 B10] 7/16 | 1-1/8 | .... |1 1- 3/4 
25| 1/2 | 1-1/2] 12 |1- 3/16|2- 1/16 B15| 1/2 | 1-1/2 |4-1/2] 13/16|1-13/16 
26| 9/16 | 1-5/8 | 12 |1- 9/32|2- 9/32 B16} 1/2 | 3-1/4] .... 7/16|1- 7/16 
27| 5/8 | 1-3/4} 12 |1- 3/8 |2- 1/2 B17| 1/2 | 1-3/4 1/2 |1- 1/8 
28 | 3/4 | 2 12 |i~ 1/2 |2-13/16 B25} {5/8 | 2-3/8 1/2 |1- 1/4 
29| 7/8 | 2-1/4} 12 |1-11/16|3- 1/4 B 5/8 | 2-3/4 11/16]1-11/16 
30 | 1 2-1/2} 18 |1-13/16|3— 9/16 B27| 5/8 3/4 I= 1/2 |2= 1/2 
31| 1-1/8 | 2-3/4] 18 |2 4 B30} t11/16 | 2-1/2 9/16|1- 7/16 
32 | 1-1/4 18 |2- 3/16/4— 7/16 B35| {3/4 | 2-3/4 5/8 |1- 5/8 
34] 1-1/2 | 3-1/2 | 18 |2 1/2 |5— 3716 B45} 7/8 | 4-1/8 1- 1/8 |2- 3/8 
35 | 1-3/4 | 3-3/4] 18 |2- 7/8 6 1/16 50| 15/16 8 |1- 1/8 |2- 3/8 
36 | 2 18 |3- 1/4 |6- 7/8 B55/1 2-3/4 3/4 |2 
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WILLIAMS’ DROP-FORGED THUMB NUTS 


Furnished either Blank or Tapped, tumbled smooth. Nuts tapped 
Unified Class 2B threads in stock in all sizes. Other threads to order. 
Unless otherwise specified, orders for Tapped Nuts will be supplied with 
Unified Class 2B threads. Tapped Nuts have base faced at right angle 
Type A to hole. Special sizes and shapes and Tobin Bronze Nuts to order. Type B 


When tapping is ordered, Class 2B is furnished. If additional accuracy is required an 
extra charge, consistent with the special requirements, will be made. When ordering 
indicate pattern (A or B) by letter. 


Tapped Thumb Nuts will be furnished, unless otherwise specified. 


MorsBolusiOlze aie. ahiae coke eee 1/8 | 3/16| 1/4 | 5/ 
(BREeA ser TNH ie. sic) sche, ee valeells 40 24 20 


Extreme Width across Wings,Type A| 34 be | 14% | 1% | 1% | 2 214 | 2% | 234 | 314 
Type B| %% if 1%% | 136 | 154 | 1% | 24 34 | 2% | 3 
Diameter, Top of Barrel.......... VA 5% 3% Ye | el % | M1 % | 6 | 6 


WILLIAMS’ DROP-FORGED THUMB SCREWS 


Drop-forged from a fine grade of steel that 
threads readily and tumbled smooth. Special 
sizes and shapes and Tobin Bronze Screws 
to order. 

Lengths, longer than those listed, can be 
furnished special from available dies. Screws 
with special points can be supplied to order. 

Screws with Unified Class 2A threads in stock 
in all sizes. Other threading to order. Unless 
otherwise specified, Threaded Screws will be furnished with Unified Class 2A threads. 

When threading is ordered, Class 2A is furnished. If additional accuracy is required an 
extra charge, consistent with the special requirements, will be made. 

When ordering indicate pattern by letter. 
Threaded Thumb Screws will be furnished, unless otherwise specified. 


16| 3/8 | 7/16! 1/2 | 9/16| 5/8 | 3/4 
18 16 14 13 12 1 10 


Width Diameter of Screw and Threads per Inch 
of Head | 3/16 x 24 | 1/4x 20 | 5/16x18| 3/8x 16 | 7/16x 14 | 1/2x13 | 5/8x 11 
TypeA 15/16 1-1/8 1-7/16 1-11/16 2 2-1/4 2-3/4 
1 1-3/16 1-3/8 De 5/8 ll" ace oc ah 1 Span eal ele cee 
Cand D| 27/32 1 1-3/16 1- 3/8 1-9/16 13 (4s | ee 
StdLgthUnderHd| Types in Stock — Blank or Threaded 
1/2 A-B-C-D | A-B-C-D | A-B-C-D | A-B-C-D| ...... | ...... J] ...... 
3/4 A-B-C-D | A-B-C-D | A-B-C-D | A-B-C-D]} ...... | ...... | ...... 
1 A-B-C-D | A-B-C-D | A-B-C-D | A-B-C-D| A-C-D A-C-D A 
1-1/4 A-B-C-D | A-B-C-D | A-B-C-D | A-B-C-D A-C-D A-C-D | ...... 
1-1/2 A-C-D A-B-C-D | A-B-C-D | A-B-C-D| A-C-D A-C-D A 
2 A-C-D | A-B-C-D | A-B-C-D | A-B-C-D| A-C-D A-C-D A 
255? el cena A-C-D A-C-D A-C-D A-C-D A-C-D A 
SO ee [i raex es A-C-D A-C-D A-C-D - A-C-D | ...... 
5 Up) cogil We eatplne ate yee eee, c-D A-C-D Ga ete GS | eae 
6 dee irs (ISSR oe eee ee ori eec Cc-D A-G-D. Slo cede ll aks ieee ol eres 
WILLIAMS’ VULCAN® MACHINE HANDLE FORGINGS 
CONE PATTERN BALL PATTERN 
Unfinished—With Smooth, 
Planished Surface Unfinished—With Smooth, Planished Surface 
Number 11/ 13 | 15} 16 Number 00 | 0 1 2103) 4 5156 e7 
Extreme Lgth...|344/414 |514/6 Extreme Leth.|2 214 |234 |314 138% 14% [5 15% 165% 
Std.Leth.,Shank| 44] 32 | %|114 Std. Lgth.,Shk.| 3 | 44 | % | 3 [4% [1 raieraees 
Diam., Shank...| 3%] “6 | 44] Me Diam., Shank.| }6 | 142] 13$2| 1942] 1542] 1742] 1%2| 146] 34 
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WILLIAMS’ VULCAN® 
CRANK and BALANCE HANDLES 


Crank Handle 


Handle 


Unfinished are plain forgings with- 
out hole in hub. 

Broached, available in Crank Han- 
dles only, have holes finished and hubs 
recessed or counter-bored in free end, 
but are otherwise plain forgings. 


WILLIAMS’ 
DROP-FORGED ROD ENDS 
Unfinished 


A 


eT 
renee iz 
i 

Duan T 

——o 


Drop-forged from mild steel which 
welds easily. Dimensions show nominal 
unfinished forging sizes and are subject 
to slight variations. 


ne Shank Head 
Finished are broached, counter- 
bored, ground with polished grip, case- Standard) Special aa 
hardened all over, industrial gray finish. No. | piam, | Lengel | Lene yi insta) ee 
Finished Handles will be furnished unless Head able 
otherwise specified. D G Upto|"A | B T 
*Handle cone-shaped; see Crank Handle—illus- 
tration. 0B 3/16 | 4-13/16 es 3%) 1/4 
{Hub is a sphere; flattened on top and bottom; 1C 1/4 |5 9 54) M6 1/4 
full size drawing on request. 1D 1/4 | 2- 3/8 9 Y%| le 1/4 
2A 5/16 4 3/4 9 4 si Bae 
2B 5/16 | 3- 1/8 es | °% 
Length ah | oe ge | gel G et | | a 
Broached | ela |} laa ae 
g M6 
No. |C Hub ae sta. | Max. 3C 3/8 | 3- 1/2 9 184) 57g, 3/8 
toC | Ex- | “ge | _. in| 3E | 3/8 |3-1/8 | .. %| 2% 5/8 
ial treme | shove! Dia. | Leth. lotook Hoda 3F 3/8 | 1- 1/8 B 34| 58¢, 3/8 


CRANK HANDLES 


1% | 254 | 284 | 1 | 1% | } 
2%) 3% | 2% | 1 | 14 | 2 
4 A 5 y 

1 


10 

0 

1| 3 8, } 

ee 416 | 274 lis | Lis a % 
6 

8 


12 93% | 356 | 1%6 | Qs | % 

14] 9% | 1034 | 334 | 14 | 216 | 

16 | 10 1114 | 4 134 1 aS 

BALANCE HANDLES 

512} 1% | 3316 | 11516 y 34 | hie % 
516] 1%| 4 24 | %| % lhe | % 
*520 | 2 5 254 | 1 Mel 6 | % 
*522| 2% | 516 | 234 | 114] 1 46 | Me 
*525| 2%) 6 214s | 144] 1% | 46 | Mis 
529| 2%| 7 3%6 | 114 | 14% | % | Me 
434] 3%| 8 36s [tlle | | 4% | 34 
439| 3%] 9 314 [1154 | Me | 3% 34 


3G 3/8 | 1- 7/16 


3H | 3/8 | 1- 5/8 a 34) 1% 3/8 
3J°| 3/8 |3-1/16| .. %l 36) 3/8 
4B | 7/16 | 4- 1/2 9 136] 1h] 5/8 
5A | 1/2 | 4- 3/8 15) eb |e 1/2" 
5C | 1/2 | 3- 1/16 Va) 1g) 7/16 


SF | 1/2 | 2- 1/16 136) 59%) 11/32 
7A | 5/8 |2-3/8 | 18 | 1%] 155%) 15/32 
7B) 5/8 |4-7/8 | 18 | 134] 146] 19/32 
7D | 5/8 |7-1/2 | 18 | 154] 134] 21/32 
7E | 5/8 |5- 7/8 9 | 1%] 1%) 1- 1/16 
7F | 5/8 |4-1/2 | 18 | 1%) 1%] 11/16 
7G | 5/8 |2-5/16| .. |1 |1%] 7/16 
9A | 3/4 |3- 7/8 9 | 134] 12%) 5/8 
9B | 3/4 |4 15 | 1141154] 13/16 
9c | 3/4 | 4-3/8 | 20 | 1%) 134) 3/4 
11A | 7/8 [3-1/2 | 15 | 149] 156] 1- 1/16 
11B | 7/8 | 4 18 |2° | 244) 15/16 
13B | 1 3- 1/2 9 | 156 151g] 1- 1/2 
13C | 1 3-1/2 | 18 | 15g] 19g] 1- 1/8 
14A }1-1/16| 5-3/4 | 18 | 216] 2%] 1- 1/8 
15B | 1-1/8 | 6 18 | 234] 2%] 1- 1/4 
17A |1-1/4 | 6 24 | 25%) 2176) 1- 1/2 
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GENERAL OFFICE AND FACTORY 
BUFFALO 7, NEW YORK 
DISTRICT SALES OFFICE 
32 Worth St., New York 13, N. Y. 
DISTRICT SALES OFFICES AND WAREHOUSES 
441 West Ontario St., Chicago 10, Ill, 
2266 East 38th St., Los Angeles 58, Calif. 


SINCE 1882 


